
Meersbloem-Melden 16 - 9700 Oudenaarde - Belgium - T: + 32 55 31 83 35  
www.vergokan.com - export@vergokan.com - sales@vergokan.com

© 2019 Vergokan. All rights reserved. Contents may be modified without prior notice. General conditions: www.vergokan.com

CATALOGUE 2019

UNISTRUT & FLEXICON

CABLE TRAYS                           1

INDUSTRIAL FLOOR TRUNKING           2

WIRE CABLE TRAYS                3

CABLE LADDERS                             4

MOUNTING SYSTEMS                       5

FLOOR INSTALLATIONS                         6

FIRE RESISTANCE                                     7

STAINLESS STEEL                                  8

TECHNICAL INFO





1-1



1-2



1-3



1-4



1-5

TABLE OF CONTENTS

CABLE TRAYS
KBSI - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 6
KBSCL -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  - 7
KBS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 9
KBSM(I) - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 14
KGI -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  15
KG - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 17
NATO-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  19
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 20
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 21
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 22
MOUNTING PLATES  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 33
SEPERATORS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  34
JOINING PLATE - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 35

INDUSTRIAL FLOOR TRUNKING
TFCL -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  52
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 57
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 58
JOINING PLATE - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 60

WIRE CABLE TRAYS
VFUL -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  68
VFU  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 69
GVFUL -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  73
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 73
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 74
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 75
MOUNTING PLATES  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 85
TOOLS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  87

CABLE LADDERS
• KL-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -109

KL - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -112
SKL  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -112
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -113
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -113
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -114
JOINERS-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -117

• KLL - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -121
KLL-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -124
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -128
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -129
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -129

• HDKS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -143
HDKS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -146
HDKSR  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -146
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -147
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -147
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -148
JOINERS-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -152

• HDKLIE -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -157
HDKLIE  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -159
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -159
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -159
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -160
JOINERS-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -166



1-6

• KLM-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -171
KLM - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -173
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -173
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -174
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -174

• KLZ - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -187
KLZ  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -189
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -189
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -190
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -190

• KLW-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -201
KLW - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -204
COVER  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -204
COVER CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -205
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -205

• CABLE CLAMPS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -217
CABLE CLAMPS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -218

MOUNTING SYSTEMS
THREADED ROD FIXING - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -229
WIRE SUSPENSION  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -233
BRACKETS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -239
CANTILEVER - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -243
CEILING PROFILES -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -256
CEILING PROFILES ACCESSORIES  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -263
HDIPE ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -265
PROFILES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -268
VS MOUNTING  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -275
MOUNTING ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -278

FLOOR INSTALLATIONS
• UNIFORM CONCRETE FLOOR SYSTEMS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -311

VGI  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -315
VGLI -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -316
UNIFORM FLOOR SYSTEM  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -318

• COVERS FOR CONCRETE FLOOR, NOT WATER RESISTANT - - - - - - - - - - - - - - - - - - - - - - - - -323
CARPET | LINOLEUM | VINYL  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -325
PARQUET | TILE | EPOXY -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -330

• COVERS FOR CONCRETE FLOOR, WATER RESISTANT - - - - - - - - - - - - - - - - - - - - - - - - - - - -337
TILE | EPOXY | POLISHED CONCRETE - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -339

• COVERS FOR RAISED FLOOR, NOT WATER RESISTANT-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -349
CARPET | LINOLEUM | VINYL | PARQUET -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -351

• FLUSH FLOOR TRUNKING SYSTEM - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -359
OVG - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -362
OVG COVER-  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -362
OVG ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -364

• ACCESSORIES  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -381
ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -382

FIRE RESISTANCE
• STANDARD SUPPORTING CONSTRUCTION  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -401

CABLE TRAYS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -408
CABLE LADDERS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -408
VERTICAL MOUNTING - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -409
CABLE CLAMPS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -410
MOUNTING SYSTEMS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -412

• NON-STANDARD SUPPORTING CONSTRUCTION  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -427
CABLE TRAYS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -434
CABLE LADDERS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -434
MOUNTING SYSTEMS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -436

• ASSEMBLY ACCESSORIES -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -453



1-7

ACCESSORIES - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -455

STAINLESS STEEL
CABLE TRAYS -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -464
CABLE TRAYS ACCESSORIES -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -  -468
WIRE CABLE TRAYS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -472
WIRE CABLE TRAYS ACCESSORIES  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -474
KLL CABLE LADDERS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -477
KLL ACCESSORIES CABLE LADDERS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -481
KLM CABLE LADDERS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -490
KLM ACCESSORIES CABLE LADDERS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -491
KLZ CABLE LADDERS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -499
KLZ ACCESSORIES CABLE LADDERS  - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -500
MOUNTING SYSTEMS - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -509

TECHNICAL INFO



1-8



KBSI

KBS

KGI / KG

NATO

KBSCL

CABLE TRAYS









CABLE TRAYS

CABLE TRAYS2019

1

1-5



CABLE TRAYS

2019CABLE TRAYS

1

1-6

KBSI35
Cable tray with interlocking ends

Interlocking ends 
Alternative perforations 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBSI35.075.075 35 75 0.75 3000 0.810 60 P m
HD KBSI35.075.100 35 75 1.00 3000 1.080 60 P m
HD KBSI35.100.075 35 100 0.75 3000 0.930 60 P m
HD KBSI35.100.100 35 100 1.00 3000 1.240 60 P m
HD KBSI35.150.075 35 150 0.75 3000 1.170 60 P m
HD KBSI35.150.100 35 150 1.00 3000 1.560 60 P m
HD KBSI35.200.075 35 200 0.75 3000 1.420 60 P m
HD KBSI35.200.100 35 200 1.00 3000 1.890 60 P m
HD KBSI35.300.075 35 300 0.75 3000 1.910 60 P m
HD KBSI35.300.100 35 300 1.00 3000 2.540 60 P m

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
- KBV - - - - 0.001 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
Embedded perforations for: 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for: 
- better fixing to supports 
- very useful for attaching cables 
 
Earthing. 
 
TECHNICAL INFORMATION 
The perforation scheme differs according to the width.  
The surface of the interlocking end is rounded in order to protect the cables. 
Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland.
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KBSI60
Cable tray with interlocking ends

Interlocking ends 
Alternative perforations 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- KBSI60.075.125 60 75 1.25 3000 1.750 60 P m
- KBSI60.100.125 60 100 1.25 3000 1.950 60 P m
- KBSI60.150.125 60 150 1.25 3000 2.360 30 P m
- KBSI60.200.125 60 200 1.25 3000 2.770 30 P m
- KBSI60.300.125 60 300 1.25 3000 3.580 30 P m
- KBSI60.400.125 60 400 1.25 3000 4.400 30 P m

HD KBSI60.500.100 60 500 1.00 3000 4.170 30 P m
- KBSI60.500.125 60 500 1.25 3000 5.210 30 P m

HD KBSI60.600.100 60 600 1.00 3000 4.820 30 P m
- KBSI60.600.125 60 600 1.25 3000 6.030 30 P m

Fix with:

- KBV - - - - 0.001 100 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

The technical information for this product can be found at the end of this chapter.
Other lengths on request: min. 1.80 m / max. 6 m per steps of 100 mm.
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KBSCL60
Cable tray clickable

Clicking ends 
Alternative perforations 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBSCL60.075.075 60 75 0.75 3000 1.033 60 P m
HD KBSCL60.075.100 60 75 1.00 3000 1.328 60 P m

- KBSCL60.100.060 60 100 0.60 3000 1.007 60 P m
HD KBSCL60.100.075 60 100 0.75 3000 1.259 60 P m
HD KBSCL60.100.100 60 100 1.00 3000 1.511 60 P m
HD KBSCL60.150.075 60 150 0.75 3000 1.470 30 P m
HD KBSCL60.150.100 60 150 1.00 3000 1.890 30 P m

- KBSCL60.200.060 60 200 0.60 3000 1.408 30 P m
HD KBSCL60.200.075 60 200 0.75 3000 1.660 30 P m
HD KBSCL60.200.100 60 200 1.00 3000 2.220 30 P m

- KBSCL60.300.060 60 300 0.60 3000 1.886 30 P m
HD KBSCL60.300.075 60 300 0.75 3000 2.358 30 P m
HD KBSCL60.300.100 60 300 1.00 3000 2.829 30 P m
HD KBSCL60.400.100 60 400 1.00 3000 3.399 30 P m

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

The technical information for this product can be found at the end of this chapter.
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Old KBSI references remain available until mid-2019. See KBSI in chapter 7. For widths 500 and 600: see 
KBSI. 
 
Other lengths upon request: min. 1.80 m / max. 6 m in 150 mm steps.
 
FEATURES 
- Clickable. 
- The simplest jointing system, with a single movement. 
- Rapid - Just click and ready for the next joint. Immediate alignment at the same time. 
- Strong - As strong as a bolted joint. 
- Reliable - Maximum load with snap-fit joint. Multiple jointing options available. 
- Cost-effective - Working faster results in immediate time and cost savings. 
- High standard - Wide and complete range of accessories available. 
 
Etched perforations for: 
- better stability 
- extra load-bearing capacity 
- better cooling 
 
Longitudinal and transverse perforations for: 
- better fixing to the support 
- convenient cable bundling 
 
Equipotential bonding available by 1. snap-fit joint, 2. bolted joint, 3. push-through lip in the bottom and 4. 
lateral fitting lip for earth conductor. 
 
TECHNICAL INFORMATION 
Perforation pattern varies according to width.  
Transverse perforation as from 200 mm width. 
16 mm dia. and 20.4 mm dia. openings to be provided for fitting a gland. 
SLIS60 snap-in partition to suit widths as from 75 mm every 50 mm in the width direction. 
Can be secured with VM6.10 or KBVCL as an option.
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KBSCL60.6
Cable tray clickable

Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- KBSCL60.075.10.6 60 75 1.00 6000 1.328 60 P m
- KBSCL60.100.10.6 60 100 1.00 6000 1.511 60 P m
- KBSCL60.150.10.6 60 150 1.00 6000 1.890 30 P m
- KBSCL60.200.10.6 60 200 1.00 6000 2.112 30 P m
- KBSCL60.300.10.6 60 300 1.00 6000 2.829 30 P m
- KBSCL60.400.10.6 60 400 1.00 6000 3.399 30 P m

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

Old KBSI references remain valid until mid-2019. See KBSI in chapter 7. 
 
Other lengths upon request: min. 1.80 m / max. 6 m in 150 mm steps. 
FEATURES 
- Clickable. 
- The simplest jointing system, with a single movement. 
- Rapid - Just click and ready for the next joint. Immediate alignment at the same time. 
- Strong - As strong as a bolted joint. 
- Reliable - Maximum load with snap-fit joint. Multiple jointing options available. 
- Cost-effective - Working faster results directly in time and cost savings. 
- High standard - Wide range and complete range of accessories available. 
 
Etched perforations for: 
- better stability 
- extra load-bearing capacity 
- better cooling 
 
Longitudinal and transverse perforations for: 
- better fixing to the support 
- convenient cable bundling 
 
Equipotential bonding available by 1. snap-fit joint, 2. bolted joint, 3. push-through lip in the bottom and 4. 
lateral fitting lip for earth conductor. 
 
TECHNICAL INFORMATION 
Perforation pattern varies according to width.  
Transverse perforation as from 200 mm width. 
16 mm dia. and 20.4 mm dia. openings to be provided for fitting a gland. 
SLIS60 snap-in partition to suit widths as from 75 mm every 50 mm in the width direction. 
Can be secured with VM6.10 or KBVCL as an option.
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KBS35
Perforated cable tray

Alternative perforation 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS35.050.075 35 50 0.75 3000 0.680 150 P m
HD KBS35.050.100 35 50 1.00 3000 0.912 150 P m
HD KBS35.400.100 35 400 1.00 3000 3.190 60 P m
HD KBS35.500.100 35 500 1.00 3000 3.840 60 P m
HD KBS35.600.100 35 600 1.00 3000 4.500 60 P m

Fix with:

HD V35.200 25 200 - - 0.040 10 P piece
- V35 27 180 - - 0.050 10 P piece

HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span. For 
widths of 300 and up, it is advised to use a stiffening plate. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
Embedded perforations for: 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for: 
- better fixing to supports 
- very useful for attaching cables 
 
TECHNICAL INFORMATION 
The perforation scheme differs according to the width. 
Alternative perforation beginning at 200 mm. 
Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland. 
KBS35.050.075 en KBS35.050.100: no knock-out facility (pre-shaped holes).
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KBS60
Perforated cable tray

Alternative perforation 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS60.050.075 60 50 0.75 3000 0.930 60 P m
HD KBS60.050.100 60 50 1.00 3000 1.240 60 P m
HD KBS60.075.125 60 75 1.25 3000 1.750 60 P m
HD KBS60.100.125 60 100 1.25 3000 1.950 60 P m
HD KBS60.100.150 60 100 1.50 3000 2.350 60 P m
HD KBS60.150.125 60 150 1.25 3000 2.360 30 P m
HD KBS60.150.150 60 150 1.50 3000 2.830 30 P m
HD KBS60.200.125 60 200 1.25 3000 2.770 30 P m
HD KBS60.200.150 60 200 1.50 3000 3.320 30 P m
HD KBS60.300.125 60 300 1.25 3000 3.580 30 P m
HD KBS60.300.150 60 300 1.50 3000 4.300 30 P m
HD KBS60.400.125 60 400 1.25 3000 4.400 30 P m
HD KBS60.400.150 60 400 1.50 3000 5.280 30 P m
HD KBS60.500.125 60 500 1.25 3000 5.210 30 P m
HD KBS60.500.150 60 500 1.50 3000 6.250 30 P m
HD KBS60.600.125 60 600 1.25 3000 6.030 30 P m
HD KBS60.600.150 60 600 1.50 3000 7.230 30 P m

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
- V60 52 180 - - 0.090 20 P piece

HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span. For 
widths of 300 and up, it is advised to use a stiffening plate. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland. 
KBS60.050.075 and KBS60.050.100: No knock-out facility (pre-shaped holes).
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KBS85
Perforated cable tray

Alternative perforation 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS85.100.100 85 100 1.00 3000 1.890 24 P m
HD KBS85.150.100 85 150 1.00 3000 2.220 24 P m
HD KBS85.200.100 85 200 1.00 3000 2.540 24 P m
HD KBS85.300.100 85 300 1.00 3000 3.190 24 P m
HD KBS85.400.100 85 400 1.00 3000 3.840 24 P m
HD KBS85.500.125 85 500 1.25 3000 5.620 24 P m
HD KBS85.600.125 85 600 1.25 3000 6.430 24 P m

Fix with:

HD V85.200 75 200 - - 0.130 10 P piece
- V85 77 180 - - 0.130 10 P piece

HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span. For 
widths of 300 and up, it is advised to use a stiffening plate. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
Embedded perforations for: 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for: 
- better fixing to supports 
- very useful for attaching cables 
 
TECHNICAL INFORMATION 
The perforation scheme differs according to the width. 
Alternative perforation beginning at 200 mm. 
Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland.



CABLE TRAYS

2019CABLE TRAYS

1

1-14

KBS110
Perforated cable tray

Alternative perforation 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS110.150.125 110 150 1.25 3000 3.180 24 P m
HD KBS110.200.125 110 200 1.25 3000 3.580 24 P m
HD KBS110.300.125 110 300 1.25 3000 4.400 24 P m
HD KBS110.400.125 110 400 1.25 3000 5.210 24 P m
HD KBS110.500.125 110 500 1.25 3000 6.030 24 P m
HD KBS110.600.125 110 600 1.25 3000 6.840 24 P m

Fix with:

HD V110.200 100 200 - - 0.170 10 P piece
HD VM6.10 - - M6 10 0.008 100 P piece
HD KPW 115 400 - - 0.590 10 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span. For 
widths of 300 and up, it is advised to use a stiffening plate. For span distances > 4 meters, couple the 
cable trays with KPW 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
Embedded perforations for: 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for: 
- better fixing to supports 
- very useful for attaching cables 
 
TECHNICAL INFORMATION 
The perforation scheme differs according to the width. 
Alternative perforation beginning at 200 mm. 
Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland.
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KBS110.6
Perforated cable tray

Alternative perforation 
Return flanges 
Support distance up to 6 meter
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS110.200.150.6 110 200 1.50 6000 4.300 24 P m
HD KBS110.300.150.6 110 300 1.50 6000 5.280 24 P m
HD KBS110.400.150.6 110 400 1.50 6000 6.250 24 P m
HD KBS110.500.150.6 110 500 1.50 6000 7.230 24 P m
HD KBS110.600.150.6 110 600 1.50 6000 8.210 24 P m

Fix with:

HD KPW 115 400 - - 0.590 10 P piece
HD VM6.10 - - M6 10 0.008 100 P piece
HD V110.200 100 200 - - 0.170 10 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span. For 
widths of 300 mm and up, it is advised to use a stiffening plate. For span distances > 4 meters, couple the 
cable trays with KPW. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
Embedded perforations for: 
- extra load capacity 
- better aeration 
- better stability 
- better condensation drainage 
 
Alternative perforations for: 
- better fixing to supports 
- very useful for attaching cables. 
 
TECHNICAL INFORMATION 
The perforation scheme differs according to the width. 
Alternative perforation beginning at 200 mm. 
Round holes of Ø 16 mm and Ø 19.5 mm provided as opening for the fitting of a gland.
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KBSM(I)60
Cable tray machine constr. interl. ends

Can be used with RBKBSM 
 
Alternative perforation 
Return flanges
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- KBSM60.050.100 60 50 1.00 3000 1.240 3 P m
- KBSMI60.075.100 60 75 1.00 3000 1.400 3 P m
- KBSMI60.100.100 60 100 1.00 3000 1.560 3 P m
- KBSMI60.150.100 60 150 1.00 3000 1.890 3 P m
- KBSMI60.200.100 60 200 1.00 3000 2.220 3 P m
- KBSMI60.300.100 60 300 1.00 3000 2.870 3 P m

Fix with:

- KBV - - - - 0.001 100 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

The technical information for this product can be found at the end of this chapter.
CHARACTERISTICS 
- The cable outlet holes allow the cable trays to be used in machine constructions, especially in the field of 
internal transport. The KBSMI cable trays can also be combined with KBSI and KGI. 
- Can be used as lighting rail by immediately connecting through bottom perforations M16 and M20. 
- Staggered slots in sides and bottom for easy connection with accessories. 
- To be used with standard accessories, such as the cover with swivel clamp. 
 
TECHNICAL INFORMATION 
- Interlocking from width 75 mm (connect width 50 mm with joining plate) 
- Large cable outlet with round corners (dimensions 30x50 mm) 
- Distance between cable outlets: bottom = 150 mm, sides = 300 mm 
- Edge protection RBKBSM to order separately 
- Round cable gland central to the bottom, alternately M16/M20
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KGI60
Cable tray not perforated, interlocking

Not perforated 
Return flanges
To order Height 35 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KGI60.075.100 60 75 1.00 3000 1.700 3 P m
HD KGI60.100.100 60 100 1.00 3000 1.900 3 P m
HD KGI60.150.100 60 150 1.00 3000 2.300 3 P m
HD KGI60.200.100 60 200 1.00 3000 2.700 3 P m
HD KGI60.300.100 60 300 1.00 3000 3.500 3 P m

- KGI60.300.125 60 300 1.25 3000 4.300 3 P m
HD KGI60.400.100 60 400 1.00 3000 4.300 3 P m

- KGI60.400.125 60 400 1.25 3000 5.300 3 P m
- KGI60.500.125 60 500 1.25 3000 6.300 3 P m
- KGI60.600.125 60 600 1.25 3000 7.300 3 P m

Fix with:

- KBV - - - - 0.001 100 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100
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KGI60S
KGI with SIN

Not perforated 
Return flanges
To order Height 35 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KGI60.075.100S12 60 75 1.00 3000 2.211 30  m
HD KGI60.075.100S13 60 75 1.00 3000 2.211 30  m
HD KGI60.075.100S23 60 75 1.00 3000 2.722 30  m
HD KGI60.100.100S12 60 100 1.00 3000 2.411 30  m
HD KGI60.100.100S13 60 100 1.00 3000 2.411 30  m
HD KGI60.100.100S23 60 100 1.00 3000 2.922 30  m
HD KGI60.150.100S12 60 150 1.00 3000 2.811 30  m
HD KGI60.150.100S13 60 150 1.00 3000 2.811 30  m
HD KGI60.150.100S23 60 150 1.00 3000 3.322 30  m
HD KGI60.200.100S12 60 200 1.00 3000 3.211 30  m
HD KGI60.200.100S13 60 200 1.00 3000 3.211 30  m
HD KGI60.200.100S23 60 200 1.00 3000 3.722 30  m
HD KGI60.300.100S12 60 300 1.00 3000 4.011 30  m
HD KGI60.300.100S13 60 300 1.00 3000 4.011 30  m
HD KGI60.300.100S23 60 300 1.00 3000 4.522 30  m

- KGI60.300.125S12 60 300 1.25 3000 4.811 30  m
- KGI60.300.125S13 60 300 1.25 3000 4.811 30  m
- KGI60.300.125S23 60 300 1.25 3000 5.322 30  m

HD KGI60.400.100S12 60 400 1.00 3000 4.811 30  m
HD KGI60.400.100S13 60 400 1.00 3000 4.811 30  m
HD KGI60.400.100S23 60 400 1.00 3000 5.322 30  m

- KGI60.400.125S12 60 400 1.25 3000 5.811 30  m
- KGI60.400.125S13 60 400 1.25 3000 5.811 30  m
- KGI60.400.125S23 60 400 1.25 3000 6.322 30  m
- KGI60.500.125S12 60 500 1.25 3000 6.811 30  m
- KGI60.500.125S13 60 500 1.25 3000 6.811 30  m
- KGI60.500.125S23 60 500 1.25 3000 7.322 30  m
- KGI60.600.125S12 60 600 1.25 3000 7.811 30  m
- KGI60.600.125S13 60 600 1.25 3000 7.811 30  m
- KGI60.600.125S23 60 600 1.25 3000 8.322 30  m

Fix with:

- KBV - - - - 0.001 100 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100 
 
 
 
S12: one partition in the middle of the cable tray  
S13: one partition at right or the left of the cable tray  
S23: two partitions
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KG110
Cable tray not perforated

Not perforated 
Return flanges
To order Height 85 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KG110.100.150 110 100 1.50 3000 4.000 18 P m
HD KG110.150.150 110 150 1.50 3000 4.590 18 P m
HD KG110.200.150 110 200 1.50 3000 5.180 18 P m
HD KG110.300.150 110 300 1.50 3000 6.360 18 P m
HD KG110.400.150 110 400 1.50 3000 7.540 18 P m
HD KG110.500.150 110 500 1.50 3000 8.710 18 P m
HD KG110.600.150 110 600 1.50 3000 9.890 18 P m

Fix with:

HD V110.200 100 200 - - 0.170 10 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100
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KG110S
KG with SIN

Not perforated 
Return flanges
To order Height 85 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KG110.100.150S12 110 100 1.50 3000 4.820 30  m
HD KG110.100.150S13 110 100 1.50 3000 4.820 30  m
HD KG110.100.150S23 110 100 1.50 3000 5.640 30  m
HD KG110.150.150S12 110 150 1.50 3000 5.410 30  m
HD KG110.150.150S13 110 150 1.50 3000 5.410 30  m
HD KG110.150.150S23 110 150 1.50 3000 6.230 30  m
HD KG110.200.150S12 110 200 1.50 3000 6.000 30  m
HD KG110.200.150S13 110 200 1.50 3000 6.000 30  m
HD KG110.200.150S23 110 200 1.50 3000 6.820 30  m
HD KG110.300.150S12 110 300 1.50 3000 7.180 30  m
HD KG110.300.150S13 110 300 1.50 3000 7.180 30  m
HD KG110.300.150S23 110 300 1.50 3000 8.000 30  m
HD KG110.400.150S12 110 400 1.50 3000 8.360 30  m
HD KG110.400.150S13 110 400 1.50 3000 8.360 30  m
HD KG110.400.150S23 110 400 1.50 3000 9.180 30  m
HD KG110.500.150S12 110 500 1.50 3000 9.530 30  m
HD KG110.500.150S13 110 500 1.50 3000 9.530 30  m
HD KG110.500.150S23 110 500 1.50 3000 10.350 30  m
HD KG110.600.150S12 110 600 1.50 3000 10.710 30  m
HD KG110.600.150S13 110 600 1.50 3000 10.710 30  m
HD KG110.600.150S23 110 600 1.50 3000 11.530 30  m

Fix with:

HD V110.200 100 200 - - 0.170 10 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

S12: one partition in the middle of the cable tray  
S13: one partition at right or the left of the cable tray  
S23: two partitions 
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NATO15
Perforated cable tray - upright flanges

Linear and alternative perforations 
Upright flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD NATO15.050.125 15 50 1.25 2000 0.730 40 P m
HD NATO15.100.125 15 100 1.25 2000 1.050 20 P m
HD NATO15.150.125 15 150 1.25 2000 1.350 20 P m
HD NATO15.200.125 15 200 1.25 2000 1.700 20 P m
HD NATO15.300.125 15 300 1.25 2000 2.400 20 P m

Fix with:

HD V15.200 20 150 - - 0.050 10 P piece

LOAD DIAGRAM 
Mounted in continuous span with the joining plates 1/5 away from the supports. Safety factor = 2. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
L/200 = deflection (m)

D
Universal cover

Especially used for horizontal and vertical sections
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD D050 10 50 0.75 3000 0.350 3 P m
HD D075 10 75 0.75 2000 0.500 20 P m
HD D100 10 100 0.75 2000 0.820 20 P m
HD D150 10 150 0.75 2000 1.170 20 P m
HD D200 10 200 0.75 2000 1.420 20 P m
HD D300 10 300 1.00 2000 2.100 20 P m
HD D400 10 400 1.25 2000 4.150 20 P m
HD D500 10 500 1.25 2000 5.000 2 P m
HD D600 10 600 1.25 2000 5.650 2 P m

Fix with:

- DCO - - - - 0.010 100 P piece
- DCL - - - - 0.005 100 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.
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DZ
Cover with swivel clamp

For cable tray KBSCL, KBSI, KBS, KBSM(I), KGI and KG.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- DZ050 10 50 1.00 3000 0.430 30 P m
- DZ075 10 75 1.00 3000 0.580 30 P m
- DZ100 10 100 1.00 3000 0.900 30 P m
- DZ150 10 150 1.00 3000 1.250 30 P m
- DZ200 10 200 1.00 3000 1.500 30 P m
- DZ300 10 300 1.00 3000 2.200 30 P m

The technical information for this product can be found at the end of this chapter.
With integrated clamps DZK. 
6 DZK per length. 
DZ050 and DZ075: 5 DZK. 
 
To order per 2 pieces.

DCO
Cover clamp

Number: 2 pieces per meter.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCO - - 0.010 100 P piece

To order per full packaging. 

DCL
Cover clamp clips

Number: 2 pieces per meter. 
Not applicable for KG.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCL - - 0.005 100 P piece

To order per full packaging. 
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DZK
Swivel clamp

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DZK - - 0.013 25 P piece

To order per full packaging. 
Included: Bolt RBKR6.12 and nut ZDM6. 

B90
Horizontal bend 90°

Slides over the cable trays
Radius 100 mm
To order Height 35mm - 85mm - 110mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

50 75 100 150 200 300 400 500 600
A 255 280 305 355 405 505 605 705 805
B 255 280 305 355 405 505 605 705 805

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD B90.60.050 60 50 - 0.474 1 P piece
HD B90.60.075 60 75 - 0.516 1 P piece
HD B90.60.100 60 100 - 0.738 1 P piece
HD B90.60.150 60 150 - 0.822 1 P piece
HD B90.60.200 60 200 - 1.374 1 P piece
HD B90.60.300 60 300 - 2.292 1 P piece
HD B90.60.400 60 400 - 2.958 1 P piece
HD B90.60.500 60 500 - 5.424 1 P piece
HD B90.60.600 60 600 - 6.690 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

The technical information for this product can be found at the end of this chapter.
Minimum number bolts and nuts: 8 pieces.
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DB90
Cover for horizontal bend 90°

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

50 75 100 150 200 300 400 500 600
B 256 281 306 356 406 506 606 706 806

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DB90.050 10 56 - 0.567 1 P piece
HD DB90.075 10 81 - 0.617 1 P piece
HD DB90.100 10 106 - 0.728 1 P piece
HD DB90.150 10 156 - 1.074 1 P piece
HD DB90.200 10 206 - 1.262 1 P piece
HD DB90.300 10 306 - 1.941 1 P piece
HD DB90.400 10 406 - 3.043 1 P piece
HD DB90.500 10 506 - 4.111 1 P piece
HD DB90.600 10 606 - 5.340 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece

VH
Adjustable Corner

Corner plate adjustable between 90° and 180°
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VH60.050 60 50 - 0.448 1  piece
HD VH60.075 60 75 - 0.486 1 P piece
HD VH60.100 60 100 - 0.533 1 P piece
HD VH60.150 60 150 - 0.659 1 P piece
HD VH60.200 60 200 - 0.824 1 P piece
HD VH60.300 60 300 - 1.385 1 P piece
HD VH60.400 60 400 - 2.042 1 P piece
HD VH60.500 60 500 - 2.913 1 P piece
HD VH60.600 60 600 - 3.938 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 4 pieces.
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T
Horizontal T-piece

Slides over the cable trays
Radius 100 mm
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

50 75 100 150 200 300 400 500 600
A 458 483 508 558 608 708 808 908 1008

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD T60.050 60 50 - 0.832 1 P piece
HD T60.075 60 75 - 0.978 1 P piece
HD T60.100 60 100 - 1.124 1 P piece
HD T60.150 60 150 - 1.516 1 P piece
HD T60.200 60 200 - 1.758 1 P piece
HD T60.300 60 300 - 2.590 1 P piece
HD T60.400 60 400 - 3.380 1 P piece
HD T60.500 60 500 - 6.120 1 P piece
HD T60.600 60 600 - 7.260 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 12 pieces.

DT
Cover for horizontal T-piece

For all heights
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DT050 10 56 - 0.977 1 P piece
HD DT075 10 81 - 1.127 1 P piece
HD DT100 10 106 - 1.287 1 P piece
HD DT150 10 156 - 1.638 1 P piece
HD DT200 10 206 - 2.028 1 P piece
HD DT300 10 306 - 2.930 1 P piece
HD DT400 10 406 - 3.991 1 P piece
HD DT500 10 506 - 5.213 1 P piece
HD DT600 10 606 - 5.290 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece
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AS
Horizontal adapter 90°

Slides over the cable trays
Radius 100 mm
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

50 75 100 150 200 300 400 500 600
A 458 483 508 558 608 708 808 908 1008

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD AS60.050 60 50 - 0.490 1 P piece
HD AS60.075 60 75 - 0.530 1 P piece
HD AS60.100 60 100 - 0.570 1 P piece
HD AS60.150 60 150 - 0.650 1 P piece
HD AS60.200 60 200 - 0.730 1 P piece
HD AS60.300 60 300 - 0.880 1 P piece
HD AS60.400 60 400 - 0.103 1 P piece
HD AS60.500 60 500 - 1.524 1 P piece
HD AS60.600 60 600 - 1.740 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 8 pieces.

DAS
Cover for horizontal adapter 90°

For all heights
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DAS050 10 56 - 0.161 1 P piece
HD DAS075 10 81 - 0.242 1 P piece
HD DAS100 10 106 - 0.323 1 P piece
HD DAS150 10 156 - 0.484 1 P piece
HD DAS200 10 206 - 0.645 1 P piece
HD DAS300 10 306 - 0.967 1 P piece
HD DAS400 10 406 - 1.290 1 P piece
HD DAS500 10 506 - 1.612 1 P piece
HD DAS600 10 606 - 1.935 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece



CABLE TRAYS

CABLE TRAYS2019

1

1-27

KR
Cross-over

Slides over the cable trays
Radius 100 mm
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KR60.050 60 50 - 1.180 1 P piece
HD KR60.075 60 75 - 1.560 1 P piece
HD KR60.100 60 100 - 1.480 1 P piece
HD KR60.150 60 150 - 2.080 1 P piece
HD KR60.200 60 200 - 2.380 1 P piece
HD KR60.300 60 300 - 3.520 1 P piece
HD KR60.400 60 400 - 4.610 1 P piece
HD KR60.500 60 500 - 5.320 1 P piece
HD KR60.600 60 600 - 6.160 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 16 pieces.

DKR
Cover for cross-over

For all heights
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DKR050 10 56 - 0.460 1 P piece
HD DKR075 10 81 - 0.630 1 P piece
HD DKR100 10 106 - 0.800 1 P piece
HD DKR150 10 156 - 1.180 1 P piece
HD DKR200 10 206 - 1.590 1 P piece
HD DKR300 10 306 - 2.520 1 P piece
HD DKR400 10 406 - 3.590 1 P piece
HD DKR500 10 506 - 6.658 1 P piece
HD DKR600 10 606 - 8.545 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece
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SB90
Rising elbow 90°

Slides over the cable trays
Radius 100 mm
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD SB90.60.050 60 50 - 0.550 1 P piece
HD SB90.60.075 60 75 - 0.650 1 P piece
HD SB90.60.100 60 100 - 0.730 1 P piece
HD SB90.60.150 60 150 - 0.880 1 P piece
HD SB90.60.200 60 200 - 1.000 1 P piece
HD SB90.60.300 60 300 - 1.180 1 P piece
HD SB90.60.400 60 400 - 1.430 1 P piece
HD SB90.60.500 60 500 - 1.900 1 P piece
HD SB90.60.600 60 600 - 2.150 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 8 pieces.

SBCL
Snap-in rising elbow 90°

Snap-in system with cable tray KBS60 and KBSI60
Radius 100 mm
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- SBCL90.60.050 60 50 - 0.550 1 P piece
- SBCL90.60.075 60 75 - 0.650 1  piece
- SBCL90.60.100 60 100 - 0.730 1 P piece
- SBCL90.60.150 60 150 - 0.880 1 P piece
- SBCL90.60.200 60 200 - 1.000 1 P piece
- SBCL90.60.300 60 300 - 1.180 1 P piece
- SBCL90.60.400 60 400 - 1.430 1 P piece
- SBCL90.60.500 60 500 - 1.900 1 P piece
- SBCL90.60.600 60 600 - 2.150 1 P piece

Opening for extra locking using 4x VM6.10. 
Openings provided for fitting a cover. 
Only available in height 60 mm.
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DSB90
Cover for rising elbow 90°

Flat bended
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DSB90.050 - 50 - 0.131 1 P piece
HD DSB90.075 - 75 - 0.197 1 P piece
HD DSB90.100 - 100 - 0.262 1 P piece
HD DSB90.150 - 150 - 0.393 1 P piece
HD DSB90.200 - 200 - 0.524 1 P piece
HD DSB90.300 - 300 - 0.786 1 P piece
HD DSB90.400 - 400 - 1.048 1 P piece
HD DSB90.500 - 500 - 1.310 1 P piece
HD DSB90.600 - 600 - 1.572 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece

VB90
Low elbow 90°

Slides over the cable trays
Radius 100 mm
To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VB90.60.050 60 50 - 0.550 1 P piece
HD VB90.60.075 60 75 - 0.630 1 P piece
HD VB90.60.100 60 100 - 0.650 1 P piece
HD VB90.60.150 60 150 - 0.780 1 P piece
HD VB90.60.200 60 200 - 0.850 1 P piece
HD VB90.60.300 60 300 - 1.080 1 P piece
HD VB90.60.400 60 400 - 1.330 1 P piece
HD VB90.60.500 60 500 - 1.430 1 P piece
HD VB90.60.600 60 600 - 1.600 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 8 pieces.
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VBCL
Snap-in low elbow 90°

Snap-in system with cable tray KBS60 and KBSI60
Radius 100 mm
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VBCL90.60.050 60 50 - 0.550 1 P piece
- VBCL90.60.075 60 75 - 0.630 1 P piece
- VBCL90.60.100 60 100 - 0.650 1 P piece
- VBCL90.60.150 60 150 - 0.780 1 P piece
- VBCL90.60.200 60 200 - 0.850 1 P piece
- VBCL90.60.300 60 300 - 1.080 1 P piece
- VBCL90.60.400 60 400 - 1.330 1 P piece
- VBCL90.60.500 60 500 - 1.430 1 P piece
- VBCL90.60.600 60 600 - 1.600 1 P piece

Opening for extra locking using 4x VM6.10. 
Openings provided for fitting a cover. 
Only available in height 60 mm.

DVB90
Cover for low elbow 90°

Flat bended
To order Height of 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DVB90.60.050 - 50 - 0.150 1 P piece
HD DVB90.60.075 - 75 - 0.242 1 P piece
HD DVB90.60.100 - 100 - 0.323 1 P piece
HD DVB90.60.150 - 150 - 0.484 1 P piece
HD DVB90.60.200 - 200 - 0.645 1 P piece
HD DVB90.60.300 - 300 - 0.967 1 P piece
HD DVB90.60.400 - 400 - 1.290 1 P piece
HD DVB90.60.500 - 500 - 1.612 1 P piece
HD DVB90.60.600 - 600 - 1.935 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece
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SDB
Hinged joiner double

To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD SDB60.050 60 50 - 0.700 1  piece
HD SDB60.075 60 75 - 0.740 1  piece
HD SDB60.100 60 100 - 0.790 1  piece
HD SDB60.150 60 150 - 0.880 1  piece
HD SDB60.200 60 200 - 0.970 1  piece
HD SDB60.300 60 300 - 1.150 1  piece
HD SDB60.400 60 400 - 1.330 1  piece
HD SDB60.500 60 500 - 1.510 1  piece
HD SDB60.600 60 600 - 1.670 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 8 pieces.

DS
Hinged joiner

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DS35 35 - 0.110 10  piece
HD DS60 60 - 0.130 20 P piece
HD DS85 85 - 0.340 10  piece
HD DS110 110 - 0.390 10  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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AZH
Universal coupling 90°

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD AZH35 35 - 0.340 1  piece
HD AZH60 60 - 0.390 1 P piece
HD AZH85 85 - 0.750 1  piece
HD AZH110 110 - 0.900 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

The technical information for this product can be found at the end of this chapter.
Minimum number bolts and nuts: 4 pieces.

BVSI
Stiffening plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD BVSI050 - 46 100 0.047 1 P piece
HD BVSI075 - 70 100 0.071 1 P piece
HD BVSI100 - 75 100 0.077 1 P piece
HD BVSI150 - 125 100 0.128 1 P piece
HD BVSI200 - 175 100 0.179 1 P piece
HD BVSI300 - 275 100 0.281 1 P piece
HD BVSI400 - 375 100 0.383 1 P piece
HD BVSI500 - 475 100 0.486 1 P piece
HD BVSI600 - 575 100 0.588 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 4 pieces.
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VS
Reducing plate

To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VS60.025 50 25 - 0.080 1 P piece
HD VS60.050 50 50 - 0.080 1 P piece
HD VS60.075 50 75 - 0.090 1 P piece
HD VS60.100 50 100 - 0.100 1 P piece
HD VS60.125 50 125 - 0.100 1 P piece
HD VS60.150 50 150 - 0.110 1 P piece
HD VS60.200 50 200 - 0.120 1 P piece
HD VS60.250 50 250 - 0.140 1 P piece
HD VS60.300 50 300 - 0.180 1 P piece
HD VS60.350 50 350 - 0.180 1 P piece
HD VS60.400 50 400 - 0.210 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

The technical information for this product can be found at the end of this chapter.
Minimum number bolts and nuts: 4 pieces.

E
End piece

To order Height 35 mm - 85 mm - 110 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD E60.050 55 46 - 0.107 1 P piece
HD E60.075 55 71 - 0.118 1 P piece
HD E60.100 55 96 - 0.129 1 P piece
HD E60.150 55 146 - 0.151 1 P piece
HD E60.200 55 196 - 0.173 1 P piece
HD E60.300 55 296 - 0.217 1 P piece
HD E60.400 55 396 - 0.261 1 P piece
HD E60.500 55 496 - 0.305 1 P piece
HD E60.600 55 596 - 0.349 1 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Minimum number bolts and nuts: 4 pieces.
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RBKBSM
Edge protection KBSM(I)

To be used with KBSM(I)60
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- RBKBSM 37 57 - 0.004 25 P piece

To order per full packaging. 

MP
Folded mounting plate

For fixing of contact and distribution boxes
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD MP 157 160 - 0.180 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

To order per full packaging. 
Number bolts and nuts: 2 pieces.

MPV
Flat mounting plate

For fixing of contact and distribution boxes
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD MPV 175 160 - 0.200 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

- KBV - - - - 0.001 100 P piece

To order per full packaging. 
Number bolts and nuts: 2 pieces.
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MPVCL
Snap-in mounting plate

For fixing of contact and distribution boxes.
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- MPVCL 175 160 - 0.180 20 P piece

Fix with:

- KBV - - - - 0.001 100 P piece

To order per full packaging. 

SLOS
Bolt-in partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m
HD SLOS60 60 3000 0.511 120 P m
HD SLOS85 85 3000 0.680 60 P m
HD SLOS110 110 3000 0.820 30 P m

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

Fixing set: 1 per meter.

SLIS
Snap-in partition

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- SLIS60 60 3000 0.440 3 P m

Fixing set clips CL: 4 pieces per length. 
Can be used on any width from 75 mm and up.
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CL
Clips for SLIS

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CL - - 0.005 100 P piece

To order per full packaging. 

V15.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V15.200 20 150 - 0.050 10 P piece

To order per full packaging. 

V35
Joiner for fast mounting

Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- V35 27 180 - 0.050 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.
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V60
Joiner for fast mounting

Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- V60 52 180 - 0.090 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

V85
Joiner for fast mounting

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- V85 77 180 - 0.130 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

V35.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V35.200 25 200 - 0.040 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.
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V60.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V60.200 50 200 - 0.080 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

V85.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V85.200 75 200 - 0.130 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

V110.200
Joiner

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V110.200 100 200 - 0.170 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 8 pieces.
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KPW
Joiner for wide-span

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KPW 115 400 - 0.590 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 8 pieces.

LV
Supporting corner

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LV35 32 20 - 0.080 24  piece
HD LV60.85 60 43 - 0.170 24 P piece
HD LV110 94 58 - 0.256 24  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KBV
Fast locking for KBSI

Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KBV - - 0.001 100 P piece

To order per full packaging. 
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KBVCL
Fast locking for KBSCL

Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KBVCL - - 0.001 100  piece

To order per full packaging. 
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KBSI60
Technical information

How do you proceed ? 
Very simple : 
1. Put two lengths together. 
2. Slide them into each other. 
3. Snap in KBV clips for extra stability and safe locking. 
4. Finished !!! 
 
This system offers you various advantages : 
1. Lower cost price. 
2. Faster mounting. 
3. No bolts and nuts required. 
4. Fixing with clips. 
5. Earthing. 
6. Easier fixing thanks to alternative perforations. 
7. Better stability thanks to embedded perforations. 
8. Better aeration of the cables thanks to embedded perforations. 
9. Integrated cable protection thanks to overlapping ends. 
10. Smooth finishing touch. 
11. Lower stock investment.
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KBSCL60
Technical information

How do you proceed ? 
Very simple: 
1. Put two lengths together. 
2. Slide them into each other until you hear a click. 
 
3. Optional: Snap in KBVCL clips or VMK6.10 for extra stability and safe locking. 
4. Finished !!! 
 
This system offers you various advantages :  
1. Lower cost price. 
2. Faster mounting just by clicking. 
3. No bolts and nuts required. 
4. Fixing with clips. 
5. Earthing. 
6. Easier fixing thanks to alternative perforations. 
7. Better stability thanks to embedded perforations. 
8. Better aeration of the cables thanks to embedded perforations. 
9. Integrated cable protection thanks to overlapping ends. 
10. Smooth finishing touch. 
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KBSM(I)60
Technical information
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DZ
Technical information

B90
Technical information
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AZH
Technical information

VS
Technical information
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INDUSTRIAL FLOOR TRUNKING
TFCL

TFCL60 Industrial floor trunking 2-52
TFCL60S TFCL with SIN 2-53
TFCL85 Industrial floor trunking 2-54
TFCL85S TFCL with SIN 2-55
TFCL110 Industrial floor trunking 2-56
TFCL110S TFCL with SIN 2-57

COVER
DTFCL Cover for industrial floor trunking 2-57
DGTFCL Cover for industrial floor trunking 2-58

ACCESSORIES
BTFCL Horizontal bend 90° 2-58
DBTFCL Cover for horizontal bend 2-59
DGBTFCL Cover with holes for horizontal bend 2-59
ASTFCL Horizontal adapter 90° 2-60

JOINING PLATE
V35.200 Joining plate 2-60
V60.200 Joining plate 2-61
V85.200 Joining plate 2-61
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TFCL60
Industrial floor trunking

Non-perforated base 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL60.100.200 60 100 3000 3.650 30  m
HD TFCL60.150.200 60 150 3000 4.440 30  m
HD TFCL60.200.200 60 200 3000 5.250 30  m
HD TFCL60.250.200 60 250 3000 6.020 30  m
HD TFCL60.300.200 60 300 3000 6.850 30  m

Fix with:

HD V35.200 25 200 - - 0.040 10 P piece

Application area: Industrial floor trunking is being used in surroundings where robots need to have a 
permanent freedom of movement and where people walk on the cable trays. For example, at production 
lines in the automotive industry.
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TFCL60S
TFCL with SIN

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL60.100.200S12 60 100 3000 4.161 30  m
HD TFCL60.100.200S13 60 100 3000 4.161 30  m
HD TFCL60.100.200S23 60 100 3000 4.672 30  m
HD TFCL60.150.200S12 60 150 3000 4.951 30  m
HD TFCL60.150.200S13 60 150 3000 4.951 30  m
HD TFCL60.150.200S23 60 150 3000 5.462 30  m
HD TFCL60.200.200S12 60 200 3000 5.761 30  m
HD TFCL60.200.200S13 60 200 3000 5.761 30  m
HD TFCL60.200.200S23 60 200 3000 6.272 30  m
HD TFCL60.250.200S12 60 250 3000 6.531 30  m
HD TFCL60.250.200S13 60 250 3000 6.531 30  m
HD TFCL60.250.200S23 60 250 3000 7.042 30  m
HD TFCL60.300.200S12 60 300 3000 7.361 30  m
HD TFCL60.300.200S13 60 300 3000 7.361 30  m
HD TFCL60.300.200S23 60 300 3000 7.872 30  m

Fix with:

HD V35.200 25 200 - - 0.040 10 P piece

S12: one partition in the middle of the cable tray  
S13: one partition at right or the left of the cable tray  
S23: two partitions 



INDUSTRIAL FLOOR TRUNKING

2019INDUSTRIAL FLOOR TRUNKING

2

2-54

TFCL85
Industrial floor trunking

Non-perforated base 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL85.100.200 85 100 3000 4.430 30  m
HD TFCL85.150.200 85 150 3000 5.230 30  m
HD TFCL85.200.200 85 200 3000 6.030 30  m
HD TFCL85.250.200 85 250 3000 6.830 30  m
HD TFCL85.300.200 85 300 3000 7.630 30  m

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece

Application area: Industrial floor trunking is being used in surroundings where robots need to have a 
permanent freedom of movement and where people walk on the cable trays. For example, at production 
lines in the automotive industry.



INDUSTRIAL FLOOR TRUNKING

INDUSTRIAL FLOOR TRUNKING2019

2

2-55

TFCL85S
TFCL with SIN

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL85.100.200S12 85 100 3000 5.110 30  m
HD TFCL85.100.200S13 85 100 3000 5.110 30  m
HD TFCL85.100.200S23 85 100 3000 5.790 30  m
HD TFCL85.150.200S12 85 150 3000 5.910 30  m
HD TFCL85.150.200S13 85 150 3000 5.910 30  m
HD TFCL85.150.200S23 85 150 3000 6.590 30  m
HD TFCL85.200.200S12 85 200 3000 6.710 30  m
HD TFCL85.200.200S13 85 200 3000 6.710 30  m
HD TFCL85.200.200S23 85 200 3000 7.390 30  m
HD TFCL85.250.200S12 85 250 3000 7.510 30  m
HD TFCL85.250.200S13 85 250 3000 7.510 30  m
HD TFCL85.250.200S23 85 250 3000 8.190 30  m
HD TFCL85.300.200S12 85 300 3000 8.310 30  m
HD TFCL85.300.200S13 85 300 3000 8.310 30  m
HD TFCL85.300.200S23 85 300 3000 8.990 30  m

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece

S12: one partition in the middle of the cable tray  
S13: one partition at right or the left of the cable tray  
S23: two partitions 



INDUSTRIAL FLOOR TRUNKING

2019INDUSTRIAL FLOOR TRUNKING

2

2-56

TFCL110
Industrial floor trunking

Non-perforated base 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL110.150.200 110 150 3000 6.020 30  m
HD TFCL110.200.200 110 200 3000 6.820 30  m
HD TFCL110.250.200 110 250 3000 7.620 30  m
HD TFCL110.300.200 110 300 3000 8.420 30  m

Fix with:

HD V85.200 75 200 - - 0.130 10 P piece

Application area: The industrial floor trunking is being used in surroundings where robots need to have a 
permanent freedom of movement and where people can tread the cable trays. For example, at production 
lines in the automotive industry.
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TFCL110S
TFCL with SIN

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TFCL110.150.200S12 110 150 3000 6.840 30  m
HD TFCL110.150.200S13 110 150 3000 6.840 30  m
HD TFCL110.150.200S23 110 150 3000 7.660 30  m
HD TFCL110.200.200S12 110 200 3000 7.640 30  m
HD TFCL110.200.200S13 110 200 3000 7.640 30  m
HD TFCL110.200.200S23 110 200 3000 8.460 30  m
HD TFCL110.250.200S12 110 250 3000 8.440 30  m
HD TFCL110.250.200S13 110 250 3000 8.440 30  m
HD TFCL110.250.200S23 110 250 3000 9.260 30  m
HD TFCL110.300.200S12 110 300 3000 9.240 30  m
HD TFCL110.300.200S13 110 300 3000 9.240 30  m
HD TFCL110.300.200S23 110 300 3000 10.060 30  m

Fix with:

HD V85.200 75 200 - - 0.130 10 P piece

S12: one partition in the middle of the cable tray  
S13: one partition at right or the left of the cable tray  
S23: two partitions 

DTFCL
Cover for industrial floor trunking

Clippable cover.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD DTFCL100 18 100 1500 2.030 30  m
HD DTFCL150 18 150 1500 2.790 30  m
HD DTFCL200 18 200 1500 3.560 30  m
HD DTFCL250 18 250 1500 4.330 30  m
HD DTFCL300 18 300 1500 6.480 30  m
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DGTFCL
Cover for industrial floor trunking

Clippable cover, with openings for double-bit key.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD DGTFCL100 18 100 1500 2.030 30  m
HD DGTFCL150 18 150 1500 2.790 30  m
HD DGTFCL200 18 200 1500 3.560 30  m
HD DGTFCL250 18 250 1500 4.330 30  m
HD DGTFCL300 18 300 1500 6.480 30  m

BTFCL
Horizontal bend 90°

Non-perforated base 
Return flanges
Radius 250 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD BTFCL60.100 60 100 - 3.000 1  piece
HD BTFCL60.150 60 150 - 3.830 1  piece
HD BTFCL60.200 60 200 - 4.730 1  piece
HD BTFCL60.250 60 250 - 5.710 1  piece
HD BTFCL60.300 60 300 - 6.740 1  piece
HD BTFCL85.100 85 100 - 3.630 1  piece
HD BTFCL85.150 85 150 - 4.500 1  piece
HD BTFCL85.200 85 200 - 5.430 1  piece
HD BTFCL85.250 85 250 - 6.430 1  piece
HD BTFCL85.300 85 300 - 7.490 1  piece
HD BTFCL110.150 110 150 - 5.150 1  piece
HD BTFCL110.200 110 200 - 6.120 1  piece
HD BTFCL110.250 110 250 - 7.150 1  piece
HD BTFCL110.300 110 300 - 8.240 1  piece

Fix with:

HD V35.200 25 200 - - 0.040 10 P piece
HD V60.200 50 200 - - 0.080 20 P piece
HD V85.200 75 200 - - 0.130 10 P piece
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DBTFCL
Cover for horizontal bend

Clippable cover
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DBTFCL100 18 100 - 1.104 1  piece
HD DBTFCL150 18 150 - 1.664 1  piece
HD DBTFCL200 18 200 - 2.273 1  piece
HD DBTFCL250 18 250 - 2.929 1  piece
HD DBTFCL300 18 300 - 3.635 1  piece

DGBTFCL
Cover with holes for horizontal bend

Clippable cover, with openings for double-bit key.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DGBTFCL100 18 100 - 1.104 1  piece
HD DGBTFCL150 18 150 - 1.664 1  piece
HD DGBTFCL200 18 200 - 2.273 1  piece
HD DGBTFCL250 18 250 - 2.929 1  piece
HD DGBTFCL300 18 300 - 3.635 1  piece
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ASTFCL
Horizontal adapter 90°

Non-perforated base 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD ASTFCL60.100 60 100 - 1.030 1  piece
HD ASTFCL60.150 60 150 - 1.480 1  piece
HD ASTFCL60.200 60 200 - 1.980 1  piece
HD ASTFCL60.250 60 250 - 2.620 1  piece
HD ASTFCL60.300 60 300 - 3.320 1  piece
HD ASTFCL85.100 85 100 - 1.230 1  piece
HD ASTFCL85.150 85 150 - 1.720 1  piece
HD ASTFCL85.200 85 200 - 2.290 1  piece
HD ASTFCL85.250 85 250 - 2.950 1  piece
HD ASTFCL85.300 85 300 - 3.680 1  piece
HD ASTFCL110.150 110 150 - 1.970 1  piece
HD ASTFCL110.200 110 200 - 2.580 1  piece
HD ASTFCL110.250 110 250 - 3.280 1  piece
HD ASTFCL110.300 110 300 - 4.050 1  piece

Fix with:

HD V35.200 25 200 - - 0.040 10 P piece
HD V60.200 50 200 - - 0.080 20 P piece
HD V85.200 75 200 - - 0.130 10 P piece

Multifunction junction piece, which can also be used as a T-piece or cross over piece. 
Integrated connectors for potential connection.

V35.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V35.200 25 200 - 0.040 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.
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V60.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V60.200 50 200 - 0.080 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

V85.200
Joining plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V85.200 75 200 - 0.130 10 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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WIRE CABLE TRAYS
VFUL

VFUL35 Wire cable tray 3-68
VFUL60 Wire cable tray 3-69

VFU
VFU35 Wire cable tray for heavy duty 3-70
VFU60 Wire cable tray for heavy duty 3-71
VFU85 Wire cable tray for heavy duty 3-72
VFU110 Wire cable tray for heavy duty 3-73

GVFUL
GVFUL G-shaped wire cable tray 3-73

COVER
D Universal cover 3-74

COVER CLAMPS
DCLVF Cover clamp clips 3-74
DCLVF35 Cover clamp clips 3-75

ACCESSORIES
VFO Suspension piece for VFU(L) 3-75
VFOCL Snap-in suspension for VFU(L) 3-75
VFM Wall bracket for VFU(L) 3-76
VFMM Wall and mounting bracket for VFU(L) 3-76
VFMM35 Wall and mounting bracket for VFU(L) 3-76
VFCL Fixing clips for VFU(L) 3-77
VFCB Central suspension bracket 3-77
OBG Upper bracket 3-78
OBGVF Open C-suspension bracket for VFU(L) 3-78
BGVF External suspension bracket for VFU(L) 3-79
VFVLB Floor bracket for VFU(L) 3-79
ZCL Z-support clippable 3-80
MPVFCL Profile for VFU(L) 3-80
COMEGACLU170 Open suspension bracket universal 3-81
COMEGACLU290 Open suspension bracket universal 3-82
LOMEGACLU150 Wall bracket universal 3-83
VMB Floor and wall bracket 3-84
SLOS Division plate free 3-84
VFSLOSCL Clips for fixing SLOS to VFU(L) 3-85

MOUNTING PLATES
VFK Joining clamp 3-85
VFKG30 Joining clamp for VFU(L) 3-85
VFKK25 Joining clamp for VFU(L) 3-86
VFKS Support joiner for VFU(L) 3-86
KPVF Snap-on joiner for VFU(L) 3-87
KPVFL35 Snap quick-joiner for VFU(L)35 3-87
V35.200 Jointing plate 3-87

TOOLS
VFKNIP Bolt cutter 3-88
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VFUL35
Wire cable tray

Screen: 50 x 100 mm 
Cross-wire: Ø 3.50 mm 
Lengthwise wire: Ø 4.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFUL30.065 30 65 3000 0.530 15 P m
HD VFUL35.100 35 95 3000 0.570 30 P m
HD VFUL35.150 35 146 3000 0.830 30 P m
HD VFUL35.200 35 196 3000 0.870 30 P m
HD VFUL35.250 35 245 3000 1.030 30 P m
HD VFUL35.350 35 345 3000 1.330 30 P m

Fix with:

HD KPVFL35 45 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

VFUL30.065 coupling only with VFK.
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VFUL60
Wire cable tray

Screen: 50 x 100 mm 
Cross-wire: Ø 3.50 mm 
Lengthwise wire: Ø 4.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFUL60.050 60 50 3000 0.570 30 P m
HD VFUL60.100 60 96 3000 0.830 30 P m
HD VFUL60.150 60 146 3000 0.870 30 P m
HD VFUL60.200 60 197 3000 1.030 30 P m
HD VFUL60.300 60 297 3000 1.330 30 P m

Fix with:

HD VFKS 55 250 - - 0.270 20 P piece
HD KPVF 51 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100 
 
 
 
 
.
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VFU35
Wire cable tray for heavy duty

Screen: 50 x 100 mm 
Wire: Ø 4.50 mm and 5.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFU35.150 35 148 3000 1.200 30  m
HD VFU35.250 35 248 3000 1.430 30  m
HD VFU35.350 35 348 3000 1.780 30  m
HD VFU35.450 35 448 3000 2.120 30  m
HD VFU35.550 35 548 3000 2.470 30  m

Fix with:

HD KPVFL35 45 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100
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VFU60
Wire cable tray for heavy duty

Screen: 50 x 100 mm 
Wire: Ø 4.50 mm and 5.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFU60.100 60 99 3000 1.200 30 P m
HD VFU60.200 60 199 3000 1.430 30 P m
HD VFU60.300 60 299 3000 1.780 30 P m
HD VFU60.400 60 399 3000 2.120 30 P m
HD VFU60.500 60 499 3000 2.470 30 P m
HD VFU60.600 60 599 3000 2.810 30 P m

Fix with:

HD VFKS 55 250 - - 0.270 20 P piece
HD KPVF 51 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100
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VFU85
Wire cable tray for heavy duty

Screen: 50 x 100 mm 
Wire: Ø 4.50 mm and 5.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFU85.150 85 148 3000 1.430 30  m
HD VFU85.250 85 248 3000 1.780 30  m
HD VFU85.350 85 348 3000 2.120 30  m
HD VFU85.450 85 448 3000 2.470 30  m

Fix with:

HD KPVF 51 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100
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VFU110
Wire cable tray for heavy duty

Screen: 50 x 100 mm 
Wire: Ø 4.50 mm and 5.50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD VFU110.200 110 199 3000 1.780 30  m
HD VFU110.300 110 299 3000 2.120 30  m
HD VFU110.400 110 399 3000 2.470 30  m

Fix with:

HD KPVF 51 248 - - 0.100 30 P piece
HD VFK - - - - 0.020 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed loads applied to multiple supports. They 
comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span. When 
the joint is situated in the centre of the span, a reduction of 0,7x the admissible load is to be taken into 
account. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

GVFUL
G-shaped wire cable tray

For fixing directly to the ceiling with VFCB.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD GVFUL55.100 55 91 3000 0.830 30 P m
HD GVFUL60.150 64 154 3000 1.030 30 P m
HD GVFUL100.100 102 109 3000 1.030 30 P m
HD GVFUL100.150 105 160 3000 1.330 30 P m

Fix with:

HD VFK - - - - 0.020 100 P piece
HD VFCB 0.035 60 P piece

The technical information for this product can be found at the end of this chapter.
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D
Universal cover

Especially used for horizontal and vertical sections. 
Cover with board height of 10 mm.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD D050 10 50 0.75 3000 0.350 3 P m
HD D075 10 75 0.75 2000 0.500 20 P m
HD D100 10 100 0.75 2000 0.820 20 P m
HD D150 10 150 0.75 2000 1.170 20 P m
HD D200 10 200 0.75 2000 1.420 20 P m
HD D250 10 250 0.75 2000 1.850 20 P m
HD D300 10 300 1.00 2000 2.100 20 P m
HD D400 10 400 1.25 2000 4.150 20 P m
HD D500 10 500 1.25 2000 5.000 2 P m
HD D600 10 600 1.25 2000 5.650 2 P m

Fix with:

- DCLVF - - - - 0.005 100 P piece
- DCLVF35 - - - - 0.005 100 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

DCLVF
Cover clamp clips

For VFU(L)60, VFU85 and VFU110. 
Number: 2 pieces per metre.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCLVF - - 0.005 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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DCLVF35
Cover clamp clips

For VFU(L)35. 
Number: 2 pieces per metre.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCLVF35 - - 0.005 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Do not use with: VFUL30.065.

VFO
Suspension piece for VFU(L)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFO - - 0.030 20 P piece

To order per full packaging. 
For threaded rod suspension M6/M8. 
Threaded rod ‘TIM6’ or ‘TIM8’ should be ordered separately.

VFOCL
Snap-in suspension for VFU(L)

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VFOCL 67 25 - 0.035 20 P piece

To order per full packaging. 
For threaded rod suspension TIM6 or TIM8. 
Threaded rod should be ordered separately.
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VFM
Wall bracket for VFU(L)

Up to width of 200 mm.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFM - - 0.030 20 P piece

To order per full packaging. 

VFMM
Wall and mounting bracket for VFU(L)

For VFU(L)60, VFU85, VFU110
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFMM 75 - 0.090 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 

VFMM35
Wall and mounting bracket for VFU(L)

For VFU(L)35
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFMM35 57 - 0.120 12 P piece

To order per full packaging. 
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VFCL
Fixing clips for VFU(L)

For fixing of wire cable tray on the bracket.
Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VFCL - - 0.010 100 P piece

To order per full packaging. 

VFCB
Central suspension bracket

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFCB - - 0.035 60 P piece

To order per full packaging. 

2 pieces for threaded rod suspension M6/M8. 
Can be used for wire cable trays: VFUL35.100, VFU(L)60.100, VFUL60.150  
 
1 piece for direct mounting to the ceiling 
Can be used for wire cable trays: GVFUL55.100, GVFUL60.150, GVFUL100.100 and GVFUL100.150.
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OBG
Upper bracket

To mount cable trays with partition.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. Load (in daN)
OBG050 200
OBG075 200
OBG100 200
OBG150 200
OBG200 200
OBG250 150
OBG300 150
OBG400 90

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD OBG050 64 55 - 0.100 12 P piece
HD OBG075 64 80 - 0.130 12 P piece
HD OBG100 64 105 - 0.140 12 P piece
HD OBG150 64 155 - 0.190 12 P piece
HD OBG200 64 205 - 0.220 12 P piece
HD OBG250 64 255 - 0.270 12 P piece
HD OBG300 64 305 - 0.310 6 P piece
HD OBG400 64 405 - 0.390 6 P piece

To order per full packaging. 
To be mounted with threaded rod TIM8 or TIM10.

OBGVF
Open C-suspension bracket for VFU(L)

Max. load 15 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OBGVF050 135 55 - 0.175 12 P piece
- OBGVF100 135 102 - 0.245 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
To be mounted with threaded rod TIM6 or TIM8. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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BGVF
External suspension bracket for VFU(L)

Max. load 70 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BGVF050 45 55 - 0.106 12 P piece
- BGVF100 52 102 - 0.154 24 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
To be mounted with threaded rod TIM6 or TIM8. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

VFVLB
Floor bracket for VFU(L)

Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VFVLB - - 0.030 20 P piece

To order per full packaging. 
Up to width 250 mm, minimum 2 pieces per meter. 
As from width 300 mm, minimum 4 pieces per meter.
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ZCL
Z-support clippable

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

Max. load (in daN)
ZCL100 150
ZCL150 150
ZCL200 120
ZCL300 105
ZCL400 90
ZCL500 80
ZCL600 65

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD ZCL100 14 60 180 0.135 12 P piece
HD ZCL150 14 60 230 0.165 12 P piece
HD ZCL200 14 60 280 0.210 12 P piece
HD ZCL300 14 60 380 0.265 12 P piece
HD ZCL400 14 60 480 0.315 12 P piece
HD ZCL500 14 60 580 0.365 12 P piece
HD ZCL600 14 60 680 0.415 12 P piece

To order per full packaging. 

MPVFCL
Profile for VFU(L)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD MPVFCL3000 27 55 3000 1.009 30  m

The technical information for this product can be found at the end of this chapter.
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050
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COMEGACLU170
Open suspension bracket universal

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A
COMEGACLU170.150 60 145
COMEGACLU170.200 60 145
COMEGACLU170.300 50 195
COMEGACLU170.400 40 245

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD COMEGACLU170.150 175 194 - 0.460 12 P piece
HD COMEGACLU170.200 175 244 - 0.540 12 P piece
HD COMEGACLU170.300 175 344 - 0.700 6 P piece
HD COMEGACLU170.400 175 444 - 0.860 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050
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COMEGACLU290
Open suspension bracket universal

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN)
COMEGACLU290.100 70
COMEGACLU290.150 60
COMEGACLU290.200 60
COMEGACLU290.250 50
COMEGACLU290.300 50
COMEGACLU290.400 40

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD COMEGACLU290.100 290 169 - 0.520 12 P piece
HD COMEGACLU290.150 290 194 - 0.560 12 P piece
HD COMEGACLU290.200 290 244 - 0.620 12 P piece
HD COMEGACLU290.250 290 294 - 0.760 6 P piece
HD COMEGACLU290.300 290 344 - 0.820 6 P piece
HD COMEGACLU290.400 290 444 - 0.930 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050.
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LOMEGACLU150
Wall bracket universal

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN)
LOMEGACLU150.100 110
LOMEGACLU150.150 100
LOMEGACLU150.200 90
LOMEGACLU150.250 80
LOMEGACLU150.300 70
LOMEGACLU150.400 50
LOMEGACLU150.500 40
LOMEGACLU150.600 30

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LOMEGACLU150.100 145 155 - 0.300 12 P piece
HD LOMEGACLU150.150 145 185 - 0.320 12 P piece
HD LOMEGACLU150.200 145 235 - 0.340 12 P piece
HD LOMEGACLU150.250 145 285 - 0.450 12 P piece
HD LOMEGACLU150.300 145 335 - 0.490 12 P piece
HD LOMEGACLU150.400 145 435 - 0.540 6 P piece
HD LOMEGACLU150.500 145 535 - 0.710 6 P piece
HD LOMEGACLU150.600 145 635 - 0.770 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050.
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VMB
Floor and wall bracket

Suitable as floor-, wall-, and suspension bracket.
Max. load 200 daN
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VMB100 40 100 - 0.190 12 P piece
HD VMB150 40 150 - 0.220 12 P piece
HD VMB200 40 200 - 0.260 12 P piece
HD VMB300 40 300 - 0.330 12 P piece
HD VMB400 40 400 - 0.390 6 P piece
HD VMB500 40 500 - 0.460 6 P piece
HD VMB600 40 600 - 0.530 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Floor bracket and suspension bracket: to mount with VFCL. 
Wall bracket: to mount with VFK.

SLOS
Division plate free

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m
HD SLOS60 60 3000 0.511 120 P m
HD SLOS85 85 3000 0.680 60 P m
HD SLOS110 110 3000 0.820 30 P m

Fix with:

- VFSLOSCL - - - - 0.003 100 P piece
HD VFK - - - - 0.020 100 P piece

The technical information for this product can be found at the end of this chapter.
Fixing set: 1 per meter.
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VFSLOSCL
Clips for fixing SLOS to VFU(L)

Clips for fixing the division plate SLOS to VFU(L).
Standard finish Spring steel

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VFSLOSCL - - 0.003 100 P piece

To order per full packaging. 

VFK
Joining clamp

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFK - - 0.020 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Bolt RBK6.20 and nut RM6.

VFKG30
Joining clamp for VFU(L)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFKG30 - 30 - 0.020 100 P piece

To order per full packaging. 

 WIRE CABLE TRAYS 



 

2019WIRE CABLE TRAYS

3

3-86

VFKK25
Joining clamp for VFU(L)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFKK25 - 25 - 0.020 100 P piece

To order per full packaging. 

VFKS
Support joiner for VFU(L)

For maximum stability and safety. Can only be used with VFU(L)60
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFKS 55 250 - 0.270 20 P piece

To order per full packaging. 
Included: 3x bolt RBK6.20, 3x nut RM6 and 3x VFKG30.
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KPVF
Snap-on joiner for VFU(L)

For quick joining without bolts and nuts. Can only be used with VFU(L)60, VFU85, VFU110.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KPVF 51 248 - 0.100 30 P piece

To order per full packaging. 

KPVFL35
Snap quick-joiner for VFU(L)35

For quick joining of VFUL35 without bolts and nuts.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KPVFL35 45 248 - 0.100 30 P piece

To order per full packaging. 
Do not use with VFUL30.065.

V35.200
Jointing plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V35.200 25 200 - 0.040 10 P piece

To order per full packaging. 
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VFKNIP
Bolt cutter

Bolt cutter with offset cut

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VFKNIP - - 0.750 1 P piece

WIRE CABLE TRAYS 
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GVFUL
Technical information

DCLVF
Technical information
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For VFU(L)60, VFU85 and VFU110.

DCLVF35
Technical information

For VFU(L)35

VFMM
Technical information

For fixing of contact boxes and wall fixing.
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OBGVF
Technical information
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BGVF
Technical information
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MPVFCL
Technical information

VMB
Technical information

Suitable as floor-, wall-, and suspension bracket. 
Floor bracket and suspension bracket : to mount with VFCL. 
Wall bracket : to mount with VFK.
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SLOS
Technical information

VFK
Technical information
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CABLE LADDERS
KL

KL
KL60 Cable ladder 4-112

SKL
SKL60 Rising cable ladder 4-113

COVER
D Universal cover 4-113

COVER CLAMPS
DCL Cover clamp clips 4-114

ACCESSORIES
KLB Horizontal bend for KL 4-114
HDDIB Cover for horizontal bend 90° 4-114
KLT T-Piece for KL 4-115
KLX Cross-over for KL 4-115
KLVB Flexible (rising / low) bend for KL 4-116
HDAB35.110 Stand-off bracket 4-116
BK Fixing clamp 4-116
SLOS Partition 4-117

JOINERS
V60.200 Joiner 4-117
DS Hinged joiner 4-117

TECHNICAL INFORMATION 4-119

KLL

KLL
KLLI60 Cable ladder interlocking ends 4-124
KLLI60.6 Cable ladder interlocking ends 4-125
KLL85 Cable ladder 4-126
KLL110 Cable ladder 4-127
KLL110.6 Cable ladder 4-128

COVER
D Universal cover 4-129

COVER CLAMPS
KLLDK Cover clamp for KLL 4-129
KLLABD Distance bracket for cover KLL 4-129

ACCESSORIES
KLLB Horizontal bend for KLL 4-130
HDDIB Cover for horizontal bend 90° 4-130
KLLT T-piece for KLL 4-131
HDDIT Cover for T-piece 4-131
KLLX Cross-over for KLL 4-132
KLLVB External riser for KLL 4-133
KLLSB Internal riser for KLL 4-134
KLLVSB Flexible (rising / low) bend for KLL 4-134
KLLBK Bracket clamp for KLL 4-135
KLLAHV Vertikal branch hook for KLL 4-135
KLLAH Horizontal branch hook for KLL 4-135
KLLDSH Horizontal hinged joiner for KLL 4-136
KLLDSV Vertical hinged joiner for KLL 4-136
KLLVS Reducing plate for KLL 4-136
KLLVST Floor Support for KLL 4-137
HDAB35.110 Stand-off bracket for KL/SKL 4-137
DOPKLL End cap for KLL 4-137
DOPKLL60.M End cap for KLLI60 narrowed end 4-138
KLLKP Joiner for KLL 4-138
SLOS Partition 4-138

TECHNICAL INFORMATION 4-139

HDKS

HDKS
HDKS60 Cable ladder DAVID 4-146

HDKSR
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HDKSR60 Cable ladder DAVID tubular rungs 4-147
COVER

HDDI Industrial cover 4-147
COVER CLAMPS

DAVIDKV Cover clamp for HDKS 4-148
ACCESSORIES

HDKS90 Horizontal bend for HDKS 4-148
HDDIB Industrial cover for bend 4-148
HDKST T-piece for HDKS 4-149
HDDIT Cover for T-piece 4-149
HDKSX Cross-over for HDKS 4-150
HDKSVSB Flexible (rising / low) bend for HDKS 4-150
HDNL Hinged joiner for HDKS 4-150
HDDSKSH Horizontal hinged joiner for HDKS 4-151
HDVK2 Wall distance bracket for HDKS 4-151
HDKK Bracket clamp for HDKS 4-151
DOPKS End cap for HDKS 4-152
SLOS Partition 4-152

JOINERS
HDSSU Joiner for HDKS 4-152

TECHNICAL INFORMATION 4-153

HDKLIE

HDKLIE
HDKLIE Industrial cable ladder 4-159

COVER
HDDI Industrial cover 4-159

COVER CLAMPS
DKI Cover clamp for HDKLIE 4-160

ACCESSORIES
HDKLIB Horizontal bend for HDKLIE 4-160
HDDIB Industrial cover for horizontal bend 90° 4-160
HDKLIT T-piece for HDKLIE 4-161
HDDIT Industrial cover for T-piece 4-161
HDKLIX Cross-over for HDKLIE 4-162
HDKLIVSB Flexible (rising/low) bend for HDKLIE 4-162
BP Floor plate 4-162
HDABIE Wall support for HDKLIE 4-163
HDLVIRR Reducing plate right for HDKLIE 4-163
HDLVIRL Reducing plate left for HDKLIE 4-163
HDAHIE Branch off bracket for HDKLIE 4-164
HDDSIV Vertical hinged joiner for HDKLIE 4-164
HDDSIH Horizontal hinged joiner for HDKLIE 4-164
HDVSIE Floor support for HDKLIE 4-165
HDBKIE25 Bracket clamp for HDKLIE 4-165
HDBKIE40 Bracket clamp for HDKLIE 4-165
HDBKID25 Bracket clamp SLOS for HDKLIE 4-166
DOPKLIE End cap for HDKLIE 4-166
SLOS Partition 4-166

JOINERS
HDLVIE Joiner for HDKLIE 4-167

TECHNICAL INFORMATION 4-169

KLM

KLM
KLM Cable ladder height 125 4-173

COVER
HDDIG Cover 4-174

COVER CLAMPS
HDDKIG Cover clamp 4-174
KLMZWABD Stand-off bracket for cover KLM/KLZ/KLW 4-174

ACCESSORIES
KLMB Horizontal bend for KLM 4-175
KLMT T-piece for KLM 4-175
KLMX Cross-over for KLM 4-176
KLMVB External riser for KLM 4-176



4-106

KLMSB Internal riser for KLM 4-177
KLMVSB Flexible (rising / low) bend for KLM 4-177
KLMAH Horizontal branch hook for KLM 4-178
KLMAHV Vertical branch hook for KLM 4-178
KLMDSH Horizontal hinged joiner for KLM 4-178
KLMDSV Vertical hinged joiner for KLM 4-179
KLMVST Floor Support for KLM 4-179
KLMVS Reducing plate for KLM 4-179
KLMZWAB Stand-off bracket for KLM/KLZ/KLW 4-180
KLMZWBK Bracket clamp 4-180
DOPKLM End cap for KLM 4-180
KLMKP Joiner for KLM 4-181
BP Floor plate 4-181
SLOS Partition 4-181

TECHNICAL INFORMATION 4-183

KLZ

KLZ
KLZ Cable ladder height 150 4-189

COVER
HDDIG Industrial cover 4-190

COVER CLAMPS
HDDKIG Cover clamp 4-190
KLMZWABD Stand-off bracket for cover KLM/KLZ/KLW 4-190

ACCESSORIES
KLZB Horizontal bend for KLZ 4-191
KLZT T-piece for KLZ 4-191
KLZX Cross-over for KLZ 4-192
KLZVB External riser for KLZ 4-192
KLZSB Internal riser for KLZ 4-193
KLZVSB Flexible (rising / low) bend for KLZ 4-193
KLZAH Horizontal branch hook KLZ 4-194
KLZAHV Vertical branch hook for KLZ 4-194
KLZDSH Horizontal hinged joiner for KLZ 4-194
KLZDSV Vertical hinged joiner for KLZ 4-195
KLZVST Floor Support for KLZ 4-195
KLZVS Reducing plate for KLZ 4-195
KLMZWAB Stand-off bracket 4-196
KLMZWBK Bracket clamp 4-196
DOPKLZ End cap for KLZ 4-196
KLZKP Joiner for KLZ 4-197
BP Floor plate 4-197
SLOS Partition 4-197

TECHNICAL INFORMATION 4-199

KLW

KLW
KLW Cable ladder height 200 4-204

COVER
HDDIG Industrial cover 4-205

COVER CLAMPS
HDDKIG Cover clamp 4-205
KLMZWABD Distance bracket for cover 4-205

ACCESSORIES
KLWB Horizontal bend for KLW 4-206
KLWT T-piece for KLW 4-206
KLWX Cross-over for KLW 4-207
KLWVB External riser for KLW 4-207
KLWSB Internal riser for KLW 4-208
KLWVSB Flexible (rising / low) bend for KLW 4-208
KLWAH Horizontal branch hook for KLW 4-209
KLWAHV Vertical branch hook for KLW 4-209
KLWDSH Horizontal hinged joiner for KLW 4-209
KLWDSV Vertical hinged joiner for KLW 4-210
KLWVST Floor Support for KLW 4-210
KLWVS Reducing plate for KLW 4-210
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KLMZWAB Stand-off bracket 4-211
KLMZWBK Bracket clamp for KLM/KLZ/KLW 4-211
DOPKLW End cap for KLW 4-211
KLWKP Joiner for KLW 4-212
BP Floor plate 4-212
SLOS Partition 4-212

TECHNICAL INFORMATION 4-213

CABLE CLAMPS

CABLE CLAMPS
HDH1 Cable clamp 4-218
HDRU1 Cable clamp 4-218
HDH2 Cable clamp 4-219
HDRU2 Cable clamp 4-219
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KL60
Cable ladder

Side walls: perforated L-profile 
C-rungs
Usable inner height 45 mm
Rung distance 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KL60.200 60 200 3000 2.370 24 P m
HD KL60.300 60 300 3000 2.570 24 P m
HD KL60.400 60 400 3000 2.770 24 P m
HD KL60.500 60 500 3000 2.970 24 P m
HD KL60.600 60 600 3000 3.200 24 P m

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (SLOS35) can be fixed to the cable ladder by means of a sliding nut GM6 and pan head bolt 
(RB6.10) 
- all accessories for cable tray height 60 mm can also be mounted on this KL cable ladder 
- no further coupling holes are required if the cable ladder is cut. 
 
TECHNICAL INFORMATION 
Side walls are constructed from L profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 300 mm intervals. 
Rungs are attached to the side walls of the cable ladder by means of cold fusion. The rung openings are 
directed upwards.
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SKL60
Rising cable ladder

Side walls: perforated L-profile 
C-rungs 41x21 mm
Usable inner height 39 mm
Rung distance 500 mm
Max. load 114 kg/rung
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SKL60.200 60 200 3000 2.430 24  m
HD SKL60.300 60 300 3000 2.670 24  m
HD SKL60.400 60 400 3000 2.930 24  m
HD SKL60.500 60 500 3000 3.070 24  m
HD SKL60.600 60 600 3000 3.330 24  m

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

D
Universal cover

Especially used for horizontal en vertical sections.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD D200 10 200 0.75 2000 1.420 20 P m
HD D300 10 300 1.00 2000 2.100 20 P m
HD D400 10 400 1.25 2000 4.150 20 P m
HD D500 10 500 1.25 2000 5.000 2 P m
HD D600 10 600 1.25 2000 5.650 2 P m

Fix with:

- DCL - - - - 0.005 100 P piece

The technical information for this product can be found at the end of this chapter.
Covers with width > 400 mm are delivered with diagonal reinforcements.
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DCL
Cover clamp clips

Number: 2 pieces per meter.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCL - - 0.005 100 P piece

To order per full packaging. 

KLB
Horizontal bend for KL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLB60.200 60 200 - 2.900 1 P piece
HD KLB60.300 60 300 - 3.600 1 P piece
HD KLB60.400 60 400 - 4.200 1 P piece
HD KLB60.500 60 500 - 4.600 1 P piece
HD KLB60.600 60 600 - 5.050 1 P piece

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 8 pieces.

HDDIB
Cover for horizontal bend 90°

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIB200 20 205 - 1.783 1 P piece
HDDIB300 20 305 - 2.865 1 P piece
HDDIB400 20 405 - 4.101 1 P piece
HDDIB500 20 505 - 5.491 1 P piece
HDDIB600 20 605 - 7.035 1 P piece

Fix with:

- DCL - - - - 0.005 100 P piece
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KLT
T-Piece for KL

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

200 300 400 500 600
A 1400 1500 1600 1700 1800

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLT60.200 60 200 - 6.100 1  piece
HD KLT60.300 60 300 - 7.000 1  piece
HD KLT60.400 60 400 - 8.150 1  piece
HD KLT60.500 60 500 - 9.150 1  piece
HD KLT60.600 60 600 - 10.150 1  piece

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 12 pieces.

KLX
Cross-over for KL

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W 200 300 400 500 600
A 1400 1500 1600 1700 1800

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLX60.200 60 200 - 8.200 1  piece
HD KLX60.300 60 300 - 8.900 1  piece
HD KLX60.400 60 400 - 9.800 1  piece
HD KLX60.500 60 500 - 10.800 1  piece
HD KLX60.600 60 600 - 11.400 1  piece

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 16 pieces.
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KLVB
Flexible (rising / low) bend for KL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLVB60.200 60 200 - 3.700 1  piece
HD KLVB60.300 60 300 - 4.000 1  piece
HD KLVB60.400 60 400 - 4.200 1  piece
HD KLVB60.500 60 500 - 4.600 1  piece
HD KLVB60.600 60 600 - 4.900 1  piece

Fix with:

HD V60.200 50 200 - - 0.080 20 P piece
HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 8 pieces.

HDAB35.110
Stand-off bracket

Used for vertical mounting of the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDAB35.110 150 40 - 0.210 20 P piece

Fix with:

- HDVM6.20 - - M6 20 0.009 100 P piece

To order per full packaging. 

BK
Fixing clamp

For fixing the cable ladder on the support bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD BK - - 0.020 50 P piece

To order per full packaging. 
Bolt B6.20, nut RM6 and VFKG30 included. 
Two pieces per bracket.
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SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m

Fix with:

HD GM6 - - M6 - 0.010 50 P piece
HD RB6.10 - - M6 10 0.004 100  piece

Fixing set: 1 per metre.

V60.200
Joiner

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD V60.200 50 200 - 0.080 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

DS
Hinged joiner

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DS60 60 - 0.130 20 P piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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KLLI60
Cable ladder interlocking ends

Side walls: perforated S-profile 
Perforated C rungs 15 x 30
Usable inner height 44 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLLI60.150 60 150 1.00 3000 2.142 30 P m
HD KLLI60.200 60 200 1.00 3000 2.261 30 P m
HD KLLI60.300 60 300 1.00 3000 2.499 30 P m
HD KLLI60.400 60 400 1.00 3000 2.736 30 P m
HD KLLI60.500 60 500 1.00 3000 2.974 30 P m
HD KLLI60.600 60 600 1.00 3000 3.212 30 P m
HD KLLI60.800 60 800 1.00 3000 3.687 30  m
HD KLLI60.1000 60 1000 1.00 3000 4.162 30  m

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD VMK6.10 - - M6 - 0.009 100 P piece
HD VMK12.20 - - M12 - 0.073 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8 x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- interlocking 
- partition (SLOS35) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt (RB6.10) 
- no further coupling holes are required if the cable ladder is cut 
- use joiners (KLLKP60) and bolts (VM6.10) to join the cut lengths of cable ladder 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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KLLI60.6
Cable ladder interlocking ends

Side walls: perforated S-profile 
Perforated C rungs 15 x 30
Usable inner height 44 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLLI60.150.6 60 150 1.00 6000 2.142 30  m
HD KLLI60.200.6 60 200 1.00 6000 2.261 30  m
HD KLLI60.300.6 60 300 1.00 6000 2.499 30  m
HD KLLI60.400.6 60 400 1.00 6000 2.736 30  m
HD KLLI60.500.6 60 500 1.00 6000 2.974 30  m
HD KLLI60.600.6 60 600 1.00 6000 3.212 30  m
HD KLLI60.800.6 60 800 1.00 6000 3.687 30  m
HD KLLI60.1000.6 60 1000 1.00 6000 4.162 30  m

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- interlocking 
- partition (SLOS35) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt (RB6.10) 
- no further coupling holes are required if the cable ladder is cut 
- use joiners (KLLKP60) and bolts (VM6.10) to join the cut lengths of cable ladder 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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KLL85
Cable ladder

Side walls: perforated S-profile 
Perforated C rungs 15 x 30
Usable inner height 69 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLL85.200 85 200 1.00 3000 2.687 24  m
HD KLL85.300 85 300 1.00 3000 2.925 24  m
HD KLL85.400 85 400 1.00 3000 3.162 24  m
HD KLL85.500 85 500 1.00 3000 3.400 24  m
HD KLL85.600 85 600 1.00 3000 3.638 24  m
HD KLL85.800 85 800 1.00 3000 4.113 24  m
HD KLL85.1000 85 1000 1.00 3000 4.588 24  m

Fix with:

HD KLLKP85 65 13 - 200 0.165 12  piece
HD VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (SLOS60) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt (RB6.10) 
- no further coupling holes are required if the cable ladder is cut. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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KLL110
Cable ladder

Side walls: perforated S-profile 
Perforated C rungs 15 x 30
Usable inner height 94 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLL110.200 110 200 1.25 3000 3.699 18  m
HD KLL110.300 110 300 1.25 3000 3.937 18  m
HD KLL110.400 110 400 1.25 3000 4.174 18  m
HD KLL110.500 110 500 1.25 3000 4.412 18  m
HD KLL110.600 110 600 1.25 3000 4.650 18  m
HD KLL110.800 110 800 1.25 3000 5.125 18  m
HD KLL110.1000 110 1000 1.25 3000 5.600 18  m

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
HD KLLKP110 89 13 - 400 0.500 12  piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (SLOS85) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt (RB6.10) 
- no further coupling holes are required if the cable ladder is cut. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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KLL110.6
Cable ladder

Side walls: perforated S-profile 
Perforated C rungs 15 x 30
Usable inner height 94 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLL110.200.6 110 200 1.25 6000 3.699 36  m
HD KLL110.300.6 110 300 1.25 6000 3.937 36  m
HD KLL110.400.6 110 400 1.25 6000 4.174 36  m
HD KLL110.500.6 110 500 1.25 6000 4.412 36  m
HD KLL110.600.6 110 600 1.25 6000 4.650 36  m

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (SLOS85) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt (RB6.10) 
- no further coupling holes are required if the cable ladder is cut. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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D
Universal cover

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD D150 10 150 0.75 2000 1.170 20 P m
HD D200 10 200 0.75 2000 1.420 20 P m
HD D300 10 300 1.00 2000 2.100 20 P m
HD D400 10 400 1.25 2000 4.150 20 P m
HD D500 10 500 1.25 2000 5.000 2 P m
HD D600 10 600 1.25 2000 5.650 2 P m

Fix with:

HD KLLDK 20 20 - - 0.024 20  piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

KLLDK
Cover clamp for KLL

Number: 2 pieces per meter.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLDK 20 20 - 0.024 20  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Bolt B6.20

KLLABD
Distance bracket for cover KLL

Used for ventilating the cover.  
Number: 2 pieces per meter.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLABD 90 60 19 0.100 4  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Can be used for heights: 60 - 85 - 110 mm.
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KLLB
Horizontal bend for KLL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLB60.150 60 141 - 1.659 1  piece
HD KLLB60.200 60 191 - 1.898 1  piece
HD KLLB60.300 60 291 - 2.375 1  piece
HD KLLB60.400 60 391 - 2.852 1  piece
HD KLLB60.500 60 491 - 3.329 1  piece
HD KLLB60.600 60 591 - 3.806 1  piece
HD KLLB85.200 85 198 - 2.378 1  piece
HD KLLB85.300 85 298 - 2.897 1  piece
HD KLLB85.400 85 398 - 3.415 1  piece
HD KLLB85.500 85 498 - 3.934 1  piece
HD KLLB85.600 85 598 - 4.453 1  piece
HD KLLB110.200 110 198 - 2.826 1  piece
HD KLLB110.300 110 298 - 3.384 1  piece
HD KLLB110.400 110 398 - 3.940 1  piece
HD KLLB110.500 110 498 - 4.498 1  piece
HD KLLB110.600 110 598 - 5.055 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 8 pieces.

HDDIB
Cover for horizontal bend 90°

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIB200 20 205 - 1.783 1 P piece
HDDIB300 20 305 - 2.865 1 P piece
HDDIB400 20 405 - 4.101 1 P piece
HDDIB500 20 505 - 5.491 1 P piece
HDDIB600 20 605 - 7.035 1 P piece

Fix with:

HD KLLDK 20 20 - - 0.024 20  piece
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KLLT
T-piece for KLL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 150 200 300 400 500 600
A (mm) 1021 1071 1171 1271 1371 1471

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLT60.150 60 141 - 2.229 1  piece
HD KLLT60.200 60 191 - 2.821 1  piece
HD KLLT60.300 60 291 - 3.447 1  piece
HD KLLT60.400 60 391 - 3.882 1  piece
HD KLLT60.500 60 491 - 4.317 1  piece
HD KLLT60.600 60 591 - 4.753 1  piece
HD KLLT85.200 85 198 - 3.484 1  piece
HD KLLT85.300 85 298 - 4.134 1  piece
HD KLLT85.400 85 398 - 4.594 1  piece
HD KLLT85.500 85 498 - 5.054 1  piece
HD KLLT85.600 85 598 - 5.514 1  piece
HD KLLT110.200 110 198 - 4.131 1  piece
HD KLLT110.300 110 298 - 4.806 1  piece
HD KLLT110.400 110 398 - 5.290 1  piece
HD KLLT110.500 110 498 - 5.775 1  piece
HD KLLT110.600 110 598 - 6.260 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 12 pieces.

HDDIT
Cover for T-piece

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIT200 20 205 - 3.900 1 P piece
HDDIT300 20 305 - 5.750 1 P piece
HDDIT400 20 405 - 7.700 1 P piece
HDDIT500 20 505 - 10.100 1 P piece
HDDIT600 20 605 - 13.000 1 P piece
Fix with:

HD KLLDK 20 20 - - 0.024 20  piece
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KLLX
Cross-over for KLL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 150 200 300 400 500 600
A (mm) 1021 1071 1171 1271 1371 1471

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLX60.150 60 141 - 3.131 1  piece
HD KLLX60.200 60 191 - 3.232 1  piece
HD KLLX60.300 60 291 - 4.421 1  piece
HD KLLX60.400 60 391 - 4.875 1  piece
HD KLLX60.500 60 491 - 5.329 1  piece
HD KLLX60.600 60 591 - 5.782 1  piece
HD KLLX85.200 85 198 - 4.032 1  piece
HD KLLX85.300 85 298 - 5.221 1  piece
HD KLLX85.400 85 398 - 5.675 1  piece
HD KLLX85.500 85 498 - 6.129 1  piece
HD KLLX85.600 85 598 - 6.582 1  piece
HD KLLX110.200 110 198 - 4.796 1  piece
HD KLLX110.300 110 298 - 5.985 1  piece
HD KLLX110.400 110 398 - 6.439 1  piece
HD KLLX110.500 110 498 - 6.893 1  piece
HD KLLX110.600 110 598 - 7.346 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 16 pieces.
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KLLVB
External riser for KLL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLVB60.150 60 141 - 1.528 1  piece
HD KLLVB60.200 60 191 - 1.629 1  piece
HD KLLVB60.300 60 291 - 1.830 1  piece
HD KLLVB60.400 60 391 - 2.032 1  piece
HD KLLVB60.500 60 491 - 2.234 1  piece
HD KLLVB60.600 60 591 - 2.435 1  piece
HD KLLVB85.200 85 198 - 2.083 1  piece
HD KLLVB85.300 85 298 - 2.284 1  piece
HD KLLVB85.400 85 398 - 2.486 1  piece
HD KLLVB85.500 85 498 - 2.688 1  piece
HD KLLVB85.600 85 598 - 2.889 1  piece
HD KLLVB110.200 110 198 - 2.755 1  piece
HD KLLVB110.300 110 298 - 2.956 1  piece
HD KLLVB110.400 110 398 - 3.158 1  piece
HD KLLVB110.500 110 498 - 3.360 1  piece
HD KLLVB110.600 110 598 - 3.561 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 8 pieces.
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KLLSB
Internal riser for KLL

Radius 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLSB60.150 60 141 - 1.528 1  piece
HD KLLSB60.200 60 191 - 1.629 1  piece
HD KLLSB60.300 60 291 - 1.830 1  piece
HD KLLSB60.400 60 391 - 2.032 1  piece
HD KLLSB60.500 60 491 - 2.234 1  piece
HD KLLSB60.600 60 591 - 2.435 1  piece
HD KLLSB85.200 85 198 - 2.083 1  piece
HD KLLSB85.300 85 298 - 2.284 1  piece
HD KLLSB85.400 85 398 - 2.486 1  piece
HD KLLSB85.500 85 498 - 2.688 1  piece
HD KLLSB85.600 85 598 - 2.889 1  piece
HD KLLSB110.200 110 198 - 2.755 1  piece
HD KLLSB110.300 110 298 - 2.956 1  piece
HD KLLSB110.400 110 398 - 3.158 1  piece
HD KLLSB110.500 110 498 - 3.360 1  piece
HD KLLSB110.600 110 598 - 3.561 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts VM6.10: 8 pieces.

KLLVSB
Flexible (rising / low) bend for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLVSB60.150 60 150 1040 2.830 1  piece
HD KLLVSB60.200 60 200 1040 2.930 1  piece
HD KLLVSB60.300 60 300 1040 3.120 1  piece
HD KLLVSB60.400 60 400 1040 3.310 1  piece
HD KLLVSB60.500 60 500 1040 3.510 1  piece
HD KLLVSB60.600 60 600 1040 3.660 1  piece
HD KLLVSB85.200 85 200 1070 3.320 1  piece
HD KLLVSB85.300 85 300 1070 3.520 1  piece
HD KLLVSB85.400 85 400 1070 3.710 1  piece
HD KLLVSB85.500 85 500 1070 3.900 1  piece
HD KLLVSB85.600 85 600 1070 4.050 1  piece
HD KLLVSB110.200 110 200 1090 4.330 1  piece
HD KLLVSB110.300 110 300 1090 4.530 1  piece
HD KLLVSB110.400 110 400 1090 4.720 1  piece
HD KLLVSB110.500 110 500 1090 4.910 1  piece
HD KLLVSB110.600 110 600 1090 5.060 1  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece
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Minimum number bolts and nuts VM6.10: 8 pieces.

KLLBK
Bracket clamp for KLL

For fixing the cable ladder on the wall bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLBK25 13 25 - 0.040 20  piece
HD KLLBK40 13 40 - 0.098 20  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
KLLBK25: Bolt B6.20 and nuts RM6 included 
KLLBK40: Bolt B8.20 and nuts GM41M8 included 
2 pieces per bracket

KLLAHV
Vertikal branch hook for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLAHV60 39 16 162 0.100 2  piece
HD KLLAHV85 64 16 198 0.150 2  piece
HD KLLAHV110 88 16 212 0.230 2  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.

KLLAH
Horizontal branch hook for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLAH60 39 118 62 0.100 2  piece
HD KLLAH85 64 118 87 0.150 2  piece
HD KLLAH110 88 118 111 0.230 2  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.
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KLLDSH
Horizontal hinged joiner for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLDSH60 41 10 200 0.080 6  piece
HD KLLDSH85 65 10 200 0.118 6  piece
HD KLLDSH110 90 10 200 0.157 6  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.

KLLDSV
Vertical hinged joiner for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLDSV60 37 12 240 0.160 6  piece
HD KLLDSV85 64 12 266 0.260 6  piece
HD KLLDSV110 88 12 290 0.380 6  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.

KLLVS
Reducing plate for KLL

Max. reduction of 300mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLVS60 37 13 400 0.260 6  piece
HD KLLVS85 65 13 400 0.436 6  piece
HD KLLVS110 89 13 500 0.740 6  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.
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KLLVST
Floor Support for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLVST60 37 35 100 0.080 2  piece
HD KLLVST85 64 60 100 0.130 2  piece
HD KLLVST110 88 82 100 0.190 2  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts VM6.10: 2 pieces.

HDAB35.110
Stand-off bracket for KL/SKL

Used for vertical mounting of the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDAB35.110 150 40 - 0.210 20 P piece

Fix with:

- HDVM6.20 - - M6 20 0.009 100 P piece

To order per full packaging. 

DOPKLL
End cap for KLL

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLL60 60 - 0.016 12  piece
- DOPKLL85 85 - 0.020 12  piece
- DOPKLL110 110 - 0.025 12  piece

To order per full packaging. 
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DOPKLL60.M
End cap for KLLI60 narrowed end

Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLL60.M 60 21 30 0.012 12  piece

To order per full packaging. 

KLLKP
Joiner for KLL

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLLKP60 41 10 200 0.085 12  piece
HD KLLKP85 65 13 200 0.165 12  piece
HD KLLKP110 89 13 400 0.500 12  piece

Fix with:

HD VM6.10 - - M6 10 0.008 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Minimum number bolts and nuts VM6.10: 4 pieces.

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m
HD SLOS60 60 3000 0.511 120 P m
HD SLOS85 85 3000 0.680 60 P m

Fix with:

HD GM6 - - M6 - 0.010 50 P piece
HD RB6.10 - - M6 10 0.004 100  piece

Fixing set: 1 per metre.
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KLLDK
Technical information

KLLABD
Technical information
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KLLBK
Technical information

KLLVS
Technical information
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KLLKP
Technical information
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HDKS60
Cable ladder DAVID

Usable inner height 45 mm
Rung distance 250 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDKS60.200 60 200 6000 2.800 60 P m
HDKS60.300 60 300 6000 3.080 60 P m
HDKS60.400 60 400 6000 3.320 60 P m
HDKS60.500 60 500 6000 3.530 60 P m
HDKS60.600 60 600 6000 3.870 60 P m

Fix with:

HDSSU 66 225 - - 0.410 10 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection to 1/5 of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- rounded tubular side-walls eliminate the risk of cable damage 
- hot-dip galvanised as standard 
- wrap around joiners with pre-assembled tap bolts ensure a fast secure connection  
- rungs are perforated to enable efficient attachment of cables. 
- partition (HDSLOS35) can be fixed to the cable ladder with a sliding nut (GM6) and pan head bolt 
(HDRB6.10). 
 
TECHNICAL INFORMATION 
- Side walls are constructed from tubular section 60 mm x 15 mm.  
- C-rungs are fixed at 250 mm intervals. 
- Rungs are welded to the side wall of the cable ladder.  
- Rungs are alternately placed with openings upwards and downwards. 
 
 
 
 
.
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HDKSR60
Cable ladder DAVID tubular rungs

Usable inner height 33 mm
Rung distance 250 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDKSR60.200 60 200 6000 2.700 60  m
HDKSR60.300 60 300 6000 2.940 60  m
HDKSR60.400 60 400 6000 3.180 60  m
HDKSR60.500 60 500 6000 3.430 60  m
HDKSR60.600 60 600 6000 3.670 60  m

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- rounded tubular side-walls eliminate the risk of cable damage. 
- side walls have closed ends 
- does not accumulate dust 
 
TECHNICAL INFORMATION 
- Side walls are constructed from tubular section 60 mm x 15 mm. 
- Ø 19 mm tubular rungs are fixed at 250 mm intervals.  
- rungs are welded to the side wall of the cable ladder.

HDDI
Industrial cover

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDDI200 20 205 2000 1.850 2  m
HDDI300 20 305 2000 3.250 2  m
HDDI400 20 405 2000 4.250 2  m
HDDI500 20 505 2000 5.250 2  m
HDDI600 20 605 2000 6.400 2  m

Fix with:

- DAVIDKV - - - - 0.020 20 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.
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DAVIDKV
Cover clamp for HDKS

Number: 2 pieces per metre.
Standard finish Spring steel

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DAVIDKV - - 0.020 20 P piece

To order per full packaging. 

HDKS90
Horizontal bend for HDKS

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKS90.200 60 200 - 2.600 1 P piece
HDKS90.300 60 300 - 3.150 1 P piece
HDKS90.400 60 400 - 3.500 1 P piece
HDKS90.500 60 500 - 3.900 1 P piece
HDKS90.600 60 600 - 4.600 1 P piece

Fix with:

HDSSU 66 225 - - 0.410 10 P piece

The technical information for this product can be found at the end of this chapter.

HDDIB
Industrial cover for bend

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIB200 20 205 - 1.783 1 P piece
HDDIB300 20 305 - 2.865 1 P piece
HDDIB400 20 405 - 4.101 1 P piece
HDDIB500 20 505 - 5.491 1 P piece
HDDIB600 20 605 - 7.035 1 P piece

Fix with:

- DAVIDKV - - - - 0.020 20 P piece
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HDKST
T-piece for HDKS

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

W 200 300 400 500 600
A 1100 1200 1300 1400 1500

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKST200 60 200 - 3.900 1 P piece
HDKST300 60 300 - 4.300 1 P piece
HDKST400 60 400 - 4.700 1 P piece
HDKST500 60 500 - 5.700 1 P piece
HDKST600 60 600 - 5.900 1 P piece

Fix with:

HDSSU 66 225 - - 0.410 10 P piece

HDDIT
Cover for T-piece

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIT200 20 205 - 3.900 1 P piece
HDDIT300 20 305 - 5.750 1 P piece
HDDIT400 20 405 - 7.700 1 P piece
HDDIT500 20 505 - 10.100 1 P piece
HDDIT600 20 605 - 13.000 1 P piece

Fix with:

- DAVIDKV - - - - 0.020 20 P piece



HDKS

2019CABLE LADDERS

4

4-150

HDKSX
Cross-over for HDKS

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

W 200 300 400 500 600
A 1100 1200 1300 1400 1500

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKSX200 60 200 - 5.100 1  piece
HDKSX300 60 300 - 5.700 1  piece
HDKSX400 60 400 - 6.200 1  piece
HDKSX500 60 500 - 6.900 1  piece
HDKSX600 60 600 - 7.600 1  piece

Fix with:

HDSSU 66 225 - - 0.410 10 P piece

HDKSVSB
Flexible (rising / low) bend for HDKS

Direct coupling.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKSVSB200 60 200 - 1.480 1 P piece
HDKSVSB300 60 300 - 2.550 1 P piece
HDKSVSB400 60 400 - 2.700 1 P piece
HDKSVSB500 60 500 - 2.700 1 P piece
HDKSVSB600 60 600 - 2.950 1 P piece

HDNL
Hinged joiner for HDKS

Can also be used as an End Support.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDNL 66 - 0.290 12 P piece

To order per full packaging. 
Included: Bolt HDRBK6.10 and nut HDRM6. 
Premounted with tapbolt 6x12.
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HDDSKSH
Horizontal hinged joiner for HDKS

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDSKSH 65 - 0.490 6 P piece

To order per full packaging. 

HDVK2
Wall distance bracket for HDKS

For vertical mounting of the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVK2 97 40 - 0.180 20 P piece

To order per full packaging. 
Included: Bolt HDRBK8.30 and nut HDRM8.

HDKK
Bracket clamp for HDKS

Mount the cable ladder on the wall bracket.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKK 58 25 - 0.070 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Hexagon bolt B6.20 and flange head nut HDRM6.
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DOPKS
End cap for HDKS

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKS 60 - 0.010 50 P piece

To order per full packaging. 

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m

Fixing set: 1 per meter. 
HDKS60: HDVM6.10 
HDKSR60: HDBKID25

HDSSU
Joiner for HDKS

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDSSU 66 225 - 0.410 10 P piece

To order per full packaging. 
Premounted with 2 tapbolts 6x12.
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Technical information

HDKK
Technical information
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HDKLIE
Industrial cable ladder

Usable inner height 55 mm
Rung distance 250 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDKLIE200 80 200 6000 4.050 60 P m
HDKLIE300 80 300 6000 4.330 60 P m
HDKLIE400 80 400 6000 4.650 60 P m
HDKLIE500 80 500 6000 4.880 60 P m
HDKLIE600 80 600 6000 5.030 60 P m

Fix with:

HDLVIE 88 - - 220 0.760 10 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 and the end span = 0,8x the span. For spans > 4m, it is advised to add an 
extra B10.40 and M10 through the side walls and joining plates. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- Partition SLOS35/60 or HDSLOS35/60 should be fixed to the cable ladder by means of fixing clamp 
HDBKID25. 
 
TECHNICAL INFORMATION 
The side walls are made of steel tubes with section 80 mm x 25 mm. Rungs made of 19 mm tube. 
Connection between rungs and side walls by means of a double flange every 250 mm.

HDDI
Industrial cover

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDDI200 20 205 2000 1.850 2  m
HDDI300 20 305 2000 3.250 2  m
HDDI400 20 405 2000 4.250 2  m
HDDI500 20 505 2000 5.250 2  m
HDDI600 20 605 2000 6.400 2  m

Fix with:

- DKI - - - - 0.030 20 P piece

Covers of width > 400 mm are delivered with diagonal reinforcements.
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DKI
Cover clamp for HDKLIE

Number: 2 pieces per meter.
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DKI - - 0.030 20 P piece

To order per full packaging. 
Included: Bolt B6.20 and giant washer CRO6.

HDKLIB
Horizontal bend for HDKLIE

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKLIB200 80 200 - 3.950 1 P piece
HDKLIB300 80 300 - 4.850 1 P piece
HDKLIB400 80 400 - 5.800 1 P piece
HDKLIB500 80 500 - 6.900 1 P piece
HDKLIB600 80 600 - 7.600 1 P piece

Fix with:

HDLVIE 88 - - 220 0.760 10 P piece

HDDIB
Industrial cover for horizontal bend 90°

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIB200 20 205 - 1.783 1 P piece
HDDIB300 20 305 - 2.865 1 P piece
HDDIB400 20 405 - 4.101 1 P piece
HDDIB500 20 505 - 5.491 1 P piece
HDDIB600 20 605 - 7.035 1 P piece

Fix with:

- DKI - - - - 0.030 20 P piece
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HDKLIT
T-piece for HDKLIE

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

W 200 300 400 500 600
A 1100 1200 1300 1400 1500

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKLIT200 80 200 - 6.200 1 P piece
HDKLIT300 80 300 - 6.800 1 P piece
HDKLIT400 80 400 - 7.900 1 P piece
HDKLIT500 80 500 - 8.400 1 P piece
HDKLIT600 80 600 - 10.300 1 P piece

Fix with:

HDLVIE 88 - - 220 0.760 10 P piece

The technical information for this product can be found at the end of this chapter.

HDDIT
Industrial cover for T-piece

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDIT200 20 205 - 3.900 1 P piece
HDDIT300 20 305 - 5.750 1 P piece
HDDIT400 20 405 - 7.700 1 P piece
HDDIT500 20 505 - 10.100 1 P piece
HDDIT600 20 605 - 13.000 1 P piece

Fix with:

- DKI - - - - 0.030 20 P piece
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HDKLIX
Cross-over for HDKLIE

Radius 300 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

W 200 300 400 500 600
A 1100 1200 1300 1400 1500

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKLIX200 80 200 - 11.800 1  piece
HDKLIX300 80 300 - 12.800 1  piece
HDKLIX400 80 400 - 13.300 1  piece
HDKLIX500 80 500 - 15.100 1  piece
HDKLIX600 80 600 - 17.700 1  piece

Fix with:

HDLVIE 88 - - 220 0.760 10 P piece

HDKLIVSB
Flexible (rising/low) bend for HDKLIE

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKLIVSB200 80 200 - 6.190 1 P piece
HDKLIVSB300 80 300 - 6.330 1 P piece
HDKLIVSB400 80 400 - 6.490 1 P piece
HDKLIVSB500 80 500 - 6.600 1 P piece
HDKLIVSB600 80 600 - 6.680 1 P piece

BP
Floor plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD BP200 25 141 3000 1.560 3  m
HD BP300 25 241 3000 2.400 3  m
HD BP400 25 341 3000 3.230 3  m
HD BP500 25 441 3000 4.030 3  m
HD BP600 25 541 3000 4.860 3  m

Fix with:

HDBKID25 - - - - 0.030 20 P piece
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HDABIE
Wall support for HDKLIE

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDABIE200 87 200 - 0.590 25 P piece
HDABIE300 87 300 - 0.650 25 P piece
HDABIE400 87 400 - 0.730 25 P piece
HDABIE500 87 500 - 0.800 25 P piece
HDABIE600 87 600 - 0.870 25 P piece

Included: TIM12, 2x HDM12 and 2x HDVS41.07.

HDLVIRR
Reducing plate right for HDKLIE

Slides over the side wall
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDLVIRR100 100 140 - 1.100 2  piece
HDLVIRR200 100 240 - 1.330 2  piece
HDLVIRR300 100 340 - 1.350 2  piece
HDLVIRR400 100 440 - 1.600 2  piece

To order per full packaging. 
Premounted with tapbolt 6x12.

HDLVIRL
Reducing plate left for HDKLIE

Slides over the side wall
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDLVIRL100 100 140 - 1.100 2  piece
HDLVIRL200 100 240 - 1.330 2  piece
HDLVIRL300 100 340 - 1.350 2  piece
HDLVIRL400 100 440 - 1.600 2  piece

To order per full packaging. 
Premounted with tapbolt 6x12.
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HDAHIE
Branch off bracket for HDKLIE

Applied in case of hooked branching. 
Slides over the side wall.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDAHIE 95 40 - 0.500 10 P piece

To order per full packaging. 
Premounted with tapbolt 6x12.

HDDSIV
Vertical hinged joiner for HDKLIE

The hinge slides +/- 110 mm over the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDSIV 90 - 1.040 4 P piece

To order per full packaging. 
Premounted with tapbolt 6x12.

HDDSIH
Horizontal hinged joiner for HDKLIE

The hinge slides +/- 110 mm over the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDSIH 90 - 1.020 6 P piece

To order per full packaging. 
Premounted with tapbolt 6x12.
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HDVSIE
Floor support for HDKLIE

To mount the cable ladder vertically on the floor. 
Slides over the side wall.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVSIE 115 88 - 0.640 6 P piece

To order per full packaging. 
Premounted with tapbolt 6x12.

HDBKIE25
Bracket clamp for HDKLIE

To mount the cable ladder on a bracket.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDBKIE25 83 25 - 0.090 20 P piece

To order per full packaging. 
Included: Bolt RB6.20 and flanged nut RM6.

HDBKIE40
Bracket clamp for HDKLIE

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDBKIE40 83 40 - 0.130 20 P piece

To order per full packaging. 
To order separately: 
fixing to brackets: VMK6.20 
fixing to mounting profile: B6.20 + CRO6 + GM41M6
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HDBKID25
Bracket clamp SLOS for HDKLIE

To mount a partition on the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDBKID25 - - 0.030 20 P piece

To order per full packaging. 
Included: Bolt RB6.20 and flanged nut RM6.

DOPKLIE
End cap for HDKLIE

Slides over the end of the ladder.
Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLIE 80 - 0.020 20 P piece

To order per full packaging. 

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m
HD SLOS60 60 3000 0.511 120 P m

Fix with:

HDBKID25 - - - - 0.030 20 P piece

Fixing set: 1 per meter. 
 SLOS60 not to be used with cover HDDI.
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HDLVIE
Joiner for HDKLIE

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDLVIE 88 220 0.760 10 P piece

To order per full packaging. 
These are premounted with tapbolt 6x12.
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KLM
Cable ladder height 125

Cable ladder for large support distances up to 8 metres 
Perforated C rungs 41 x 21
Usable inner height 102 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 3000 mm or 9000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLM200 125 218 1,50 6000 6.000 48  m
HD KLM300 125 318 1,50 6000 6.320 48  m
HD KLM400 125 418 1,50 6000 6.640 48  m
HD KLM500 125 518 1,50 6000 6.960 48  m
HD KLM600 125 618 1,50 6000 7.280 48  m
HD KLM800 125 818 1,50 6000 7.980 48  m
HD KLM1000 125 1018 1,50 6000 8.620 48  m

Fix with:

HD KLMKP 97 25 - 600 1.260 6  piece
HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/200

CHARACTERISTICS 
- strong 
- useable inner height 102 mm, ideal for large diameter cables 
- no further coupling holes are required if the cable ladder is cut 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables 
- partition (SLOS85) can be fixed to the cable ladder with a sliding nut (GM41M6) and pan head bolt 
(RB6.20). 
 
TECHNICAL INFORMATION 
- Side walls are constructed from S-profile with a return flange and are continuously perforated 
- C-profile rungs are fixed at 250 mm intervals. 
- rungs are mechanically attached to the side wall of the cable ladder. 
- rungs are alternately placed with openings upwards and downwards.
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HDDIG
Cover

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDDIG200 15 223 1.00 2000 1.850 2  m
HDDIG300 15 323 1.00 2000 2.650 2  m
HDDIG400 15 423 1.25 2000 4.100 2  m
HDDIG500 15 523 1.25 2000 5.050 2  m
HDDIG600 15 623 1.25 2000 5.950 2  m

Fix with:

HDDKIG - - - - 0.030 20 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

HDDKIG
Cover clamp

Number: 2 pieces per metre.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDKIG - - 0.030 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Bolt HDB6.30.

KLMZWABD
Stand-off bracket for cover KLM/KLZ/KLW

Number: 2 pieces per metre.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWABD 155 40 34 0.187 4  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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KLMB
Horizontal bend for KLM

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMB200 125 208 - 6.719 1  piece
HD KLMB300 125 308 - 7.592 1  piece
HD KLMB400 125 408 - 8.464 1  piece
HD KLMB500 125 508 - 9.336 1  piece
HD KLMB600 125 608 - 10.210 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLMT
T-piece for KLM

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMT200 125 208 - 11.506 1  piece
HD KLMT300 125 308 - 12.433 1  piece
HD KLMT400 125 408 - 13.363 1  piece
HD KLMT500 125 508 - 14.288 1  piece
HD KLMT600 125 608 - 15.215 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 12 pieces.
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KLMX
Cross-over for KLM

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMX200 125 208 - 13.339 1  piece
HD KLMX300 125 308 - 16.184 1  piece
HD KLMX400 125 408 - 17.302 1  piece
HD KLMX500 125 508 - 18.371 1  piece
HD KLMX600 125 608 - 19.439 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts: 16 pieces.

KLMVB
External riser for KLM

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMVB200 125 208 - 4.800 1  piece
HD KLMVB300 125 308 - 5.130 1  piece
HD KLMVB400 125 408 - 5.460 1  piece
HD KLMVB500 125 508 - 5.799 1  piece
HD KLMVB600 125 608 - 6.120 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts: 8 pieces.
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KLMSB
Internal riser for KLM

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMSB200 125 208 - 5.320 1  piece
HD KLMSB300 125 308 - 5.650 1  piece
HD KLMSB400 125 408 - 5.980 1  piece
HD KLMSB500 125 508 - 6.310 1  piece
HD KLMSB600 125 608 - 6.640 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLMVSB
Flexible (rising / low) bend for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMVSB200 125 218 1135 9.300 1  piece
HD KLMVSB300 125 318 1135 9.620 1  piece
HD KLMVSB400 125 418 1135 9.940 1  piece
HD KLMVSB500 125 518 1135 10.260 1  piece
HD KLMVSB600 125 618 1135 10.580 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts: 8 pieces.
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KLMAH
Horizontal branch hook for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMAH 96 169 125 0.420 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KLMAHV
Vertikal branch hook for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMAHV 96 27 265 0.420 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 3 pieces.

KLMDSH
Horizontal hinged joiner for KLM

Slides in the C-opening of the sidewalls  
Premounted
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMDSH 96 25 330 0.686 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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KLMDSV
Vertical hinged joiner for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMDSV 96 20 434 0.820 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KLMVST
Floor Support for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMVST 96 114 150 0.410 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

KLMVS
Reducing plate for KLM

Max. reduction of 300mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMVS 95 20 500 1.260 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts: 4 pieces.
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KLMZWAB
Stand-off bracket for KLM/KLZ/KLW

Used for vertical mounting of the cable ladder.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWAB 170 50 61 0.304 4  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.

KLMZWBK
Bracket clamp

For fixing cable ladder to a wall bracket. 
2 pieces per bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWBK25 20 25 - 0.051 20 P piece
HD KLMZWBK40 20 40 - 0.125 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
KLMZWBK25: Bolt B6.20 and nuts RM6 included. 
KLMZWBK40: Bolt B8.20 and nuts GM41M8 included.

DOPKLM
End cap for KLM

Color Yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLM 125 - 0.034 12  piece

To order per full packaging. 
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KLMKP
Joiner for KLM

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMKP 97 25 600 1.260 6  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts : 4 pieces.

BP
Floor plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD BP200 25 141 3000 1.560 3  m
HD BP300 25 241 3000 2.400 3  m
HD BP400 25 341 3000 3.230 3  m
HD BP500 25 441 3000 4.030 3  m
HD BP600 25 541 3000 4.860 3  m

Fix with:

HDBKID25 - - - - 0.030 20 P piece

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS85 85 3000 0.680 60 P m

Fix with:

HD GM41M6 - - M6 - 0.026 50 P piece
HD RB6.20 - - M6 20 0.006 100  piece

Fixing set: 1 per metre.
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Technical information
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Technical information
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KLZ
Cable ladder height 150

Cable ladder for large support distances up to 8 metres 
Perforated C rungs 41 x 21
Usable inner height 127 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 3000 mm or 9000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLZ200 150 218 2.00 6000 7.520 48  m
HD KLZ300 150 318 2.00 6000 7.840 48  m
HD KLZ400 150 418 2.00 6000 8.160 48  m
HD KLZ500 150 518 2.00 6000 8.480 48  m
HD KLZ600 150 618 2.00 6000 8.810 48  m
HD KLZ800 150 818 2.00 6000 9.950 48  m
HD KLZ1000 150 1018 2.00 6000 10.140 48  m

Fix with:

HD KLZKP 121 25 - 600 1.490 6  piece
HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/200

CHARACTERISTICS 
- strong 
- usable inner height 127 mm, ideal for large diameter cables 
- no further coupling holes are required if the cable ladder is cut 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables 
- partition (SLOS110) can be fixed to the cable ladder with a sliding nut (GM41M6) and pan head bolt 
(RB6.20). 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated 
- C-profile rungs are fixed at 250 mm intervals. 
- rungs are mechanically attached to the side wall of the cable ladder. 
- rungs are alternately placed with openings upwards and downwards.
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HDDIG
Industrial cover

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDDIG200 15 223 1.00 2000 1.850 2  m
HDDIG300 15 323 1.00 2000 2.650 2  m
HDDIG400 15 423 1.25 2000 4.100 2  m
HDDIG500 15 523 1.25 2000 5.050 2  m
HDDIG600 15 623 1.25 2000 5.950 2  m

Fix with:

HDDKIG - - - - 0.030 20 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

HDDKIG
Cover clamp

Number: 2 pieces per metre.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDKIG - - 0.030 20 P piece

To order per full packaging. 
Included: Bolt HDB6.30.

KLMZWABD
Stand-off bracket for cover KLM/KLZ/KLW

Number: 2 pieces per metre.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWABD 155 40 34 0.187 4  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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KLZB
Horizontal bend for KLZ

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZB200 150 208 - 7.705 1  piece
HD KLZB300 150 308 - 8.620 1  piece
HD KLZB400 150 408 - 9.543 1  piece
HD KLZB500 150 508 - 10.461 1  piece
HD KLZB600 150 608 - 11.381 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLZT
T-piece for KLZ

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZT200 150 208 - 13.017 1  piece
HD KLZT300 150 308 - 13.974 1  piece
HD KLZT400 150 408 - 14.931 1  piece
HD KLZT500 150 508 - 15.888 1  piece
HD KLZT600 150 608 - 16.843 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 12 pieces.
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KLZX
Cross-over for KLZ

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZX200 150 208 - 15.159 1  piece
HD KLZX300 150 308 - 18.004 1  piece
HD KLZX400 150 408 - 19.122 1  piece
HD KLZX500 150 508 - 20.191 1  piece
HD KLZX600 150 608 - 21.259 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 16 pieces.

KLZVB
External riser for KLZ

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZVB200 150 208 - 5.330 1  piece
HD KLZVB300 150 308 - 5.990 1  piece
HD KLZVB400 150 408 - 6.320 1  piece
HD KLZVB500 150 508 - 6.650 1  piece
HD KLZVB600 150 608 - 6.980 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.
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KLZSB
Internal riser for KLZ

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZSB200 150 208 - 6.180 1  piece
HD KLZSB300 150 308 - 6.510 1  piece
HD KLZSB400 150 408 - 6.840 1  piece
HD KLZSB500 150 508 - 7.170 1  piece
HD KLZSB600 150 608 - 7.500 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLZVSB
Flexible (rising / low) bend for KLZ

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZVSB200 150 218 1135 13.680 1  piece
HD KLZVSB300 150 318 1135 14.000 1  piece
HD KLZVSB400 150 418 1135 14.320 1  piece
HD KLZVSB500 150 518 1135 14.640 1  piece
HD KLZVSB600 150 618 1135 14.964 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.
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KLZAH
Horizontal branch hook KLZ

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZAH 120 169 150 0.830 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KLZAHV
Vertikal branch hook for KLZ

Slides in the C-opening of the sidewalls .
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZAHV 120 27 290 0.830 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 3 pieces.

KLZDSH
Horizontal hinged joiner for KLZ

Slides in the C-opening of the sidewalls  
Premounted
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZDSH 120 25 330 0.800 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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KLZDSV
Vertical hinged joiner for KLZ

Premounted with B12.20.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZDSV 120 20 434 1.540 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KLZVST
Floor Support for KLZ

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZVST 120 125 150 0.770 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts : 2 pieces.

KLZVS
Reducing plate for KLZ

Max. reduction of 300mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZVS 120 20 500 1.520 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 4 pieces.
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KLMZWAB
Stand-off bracket

Used for vertical mounting of the cable ladder.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWAB 170 50 61 0.304 4  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.

KLMZWBK
Bracket clamp

For fixing cable ladder to a wall bracket. 
2 pieces per bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWBK25 20 25 - 0.051 20 P piece
HD KLMZWBK40 20 40 - 0.125 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
KLMZWBK25: Bolt B6.20 and nuts RM6 included. 
KLMZWBK40: Bolt B8.20 and nuts GM41M8 included.

DOPKLZ
End cap for KLZ

Color Yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLZ 150 - 0.038 12  piece

To order per full packaging. 
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KLZKP
Joiner for KLZ

Slides in the C-opening of the sidewalls
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLZKP 121 25 600 1.490 6  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts : 4 pieces.

BP
Floor plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD BP200 25 141 3000 1.560 3  m
HD BP300 25 241 3000 2.400 3  m
HD BP400 25 341 3000 3.230 3  m
HD BP500 25 441 3000 4.030 3  m
HD BP600 25 541 3000 4.860 3  m

Fix with:

HDBKID25 - - - - 0.030 20 P piece

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS110 110 3000 0.820 30 P m

Fix with:

HD GM41M6 - - M6 - 0.026 50 P piece
HD RB6.20 - - M6 20 0.006 100  piece

Fixing set: 1 per meter.
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KLW
Cable ladder height 200

Cable ladder for large support distances up to 9 metres 
Perforated C rungs 41 x 21
Usable inner height 177 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 3000 mm or 9000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLW200 200 218 2.00 6000 10.020 36  m
HD KLW300 200 318 2.00 6000 10.340 36  m
HD KLW400 200 418 2.00 6000 10.660 36  m
HD KLW500 200 518 2.00 6000 10.980 36  m
HD KLW600 200 618 2.00 6000 11.310 36  m
HD KLW800 200 818 2.00 6000 12.000 36  m
HD KLW1000 200 1018 2.00 6000 12.640 36  m

Fix with:

HD KLWKP 170 25 - 900 4.332 6  piece
HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

LOAD DIAGRAM 
Graph valid for KLW. This diagram illustrates the permissible uniformly distributed horizontal loads applied 
to multiple supports. They comply with IEC 61537 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/200

CHARACTERISTICS 
- strong 
- usable inner height 177 mm, ideal for large diameter cables 
- no further coupling holes are required if the cable ladder is cut 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables 
- partition (SLOS110) can be fixed to the cable ladder with a sliding nut (GM41M6) and pan head bolt 
(RB6.20). 
 
TECHNICAL INFORMATION 
- Side walls are constructed from S profile with a return flange and are continuously perforated 
- C-profile rungs are fixed at 250 mm intervals. 
- rungs are mechanically attached to the side wall of the cable ladder. 
- rungs are alternately placed with openings upwards and downwards.
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HDDIG
Industrial cover

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDDIG200 15 223 1.00 2000 1.850 2  m
HDDIG300 15 323 1.00 2000 2.650 2  m
HDDIG400 15 423 1.25 2000 4.100 2  m
HDDIG500 15 523 1.25 2000 5.050 2  m
HDDIG600 15 623 1.25 2000 5.950 2  m

Fix with:

HDDKIG - - - - 0.030 20 P piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

HDDKIG
Cover clamp

Number: 2 pieces per metre.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDKIG - - 0.030 20 P piece

To order per full packaging. 
Included: Bolt HDB6.30.

KLMZWABD
Distance bracket for cover

Number: 2 pieces per metre.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWABD 155 40 34 0.187 4  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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KLWB
Horizontal bend for KLW

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWB200 200 208 - 9.675 1  piece
HD KLWB300 200 308 - 10.687 1  piece
HD KLWB400 200 408 - 11.698 1  piece
HD KLWB500 200 508 - 12.709 1  piece
HD KLWB600 200 608 - 13.721 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLWT
T-piece for KLW

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWT200 200 208 - 15.996 1  piece
HD KLWT300 200 308 - 17.012 1  piece
HD KLWT400 200 408 - 18.029 1  piece
HD KLWT500 200 508 - 19.045 1  piece
HD KLWT600 200 608 - 20.059 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 12 pieces.
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KLWX
Cross-over for KLW

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWX200 200 208 - 18.791 1  piece
HD KLWX300 200 308 - 21.636 1  piece
HD KLWX400 200 408 - 22.754 1  piece
HD KLWX500 200 508 - 23.823 1  piece
HD KLWX600 200 608 - 24.891 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 16 pieces.

KLWVB
External riser for KLW

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWVB200 200 208 - 7.480 1  piece
HD KLWVB300 200 308 - 7.810 1  piece
HD KLWVB400 200 408 - 8.140 1  piece
HD KLWVB500 200 508 - 8.470 1  piece
HD KLWVB600 200 608 - 8.800 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.
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KLWSB
Internal riser for KLW

Radius 600 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWSB200 200 208 - 8.000 1  piece
HD KLWSB300 200 308 - 8.330 1  piece
HD KLWSB400 200 408 - 8.660 1  piece
HD KLWSB500 200 508 - 8.990 1  piece
HD KLWSB600 200 608 - 9.320 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.

KLWVSB
Flexible (rising / low) bend for KLW

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWVSB200 200 218 1175 19.060 1  piece
HD KLWVSB300 200 318 1175 19.380 1  piece
HD KLWVSB400 200 418 1175 19.700 1  piece
HD KLWVSB500 200 518 1175 20.020 1  piece
HD KLWVSB600 200 618 1175 20.350 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts : 8 pieces.
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KLWAH
Horizontal branch hook for KLW

Slides in the C-opening of the sidewalls .
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWAH 169 169 200 1.370 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts : 4 pieces.

KLWAHV
Vertical branch hook for KLW

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWAHV 169 27 340 1.370 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 3 pieces.

KLWDSH
Horizontal hinged joiner for KLW

Premounted with B10.20
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWDSH 169 25 330 1.070 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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KLWDSV
Vertical hinged joiner for KLW

Premounted with B12.20.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWDSV 169 20 434 2.260 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

KLWVST
Floor Support for KLW

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWVST 169 150 150 1.130 2  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

KLWVS
Reducing plate for KLW

Max. reduction of 300mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWVS 170 20 500 2.060 1  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

Minimum number bolts and nuts: 4 pieces.
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KLMZWAB
Stand-off bracket

Used for vertical mounting of the cable ladder.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWAB 170 50 61 0.304 4  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.

KLMZWBK
Bracket clamp for KLM/KLZ/KLW

For fixing cable ladder to a wall bracket. 
2 pieces per bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLMZWBK25 20 25 - 0.051 20 P piece
HD KLMZWBK40 20 40 - 0.125 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
KLMZWBK25: Bolt B6.20 and nuts RM6 included. 
KLMZWBK40: Bolt B8.20 and nuts GM41M8 included.

DOPKLW
End cap for KLW

Color Yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLW 200 - 0.046 12  piece

To order per full packaging. 
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KLWKP
Joiner for KLW

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KLWKP 170 25 900 4.332 6  piece

Fix with:

HD RBK12.20 - - M12 20 0.052 100 P piece
HD RM12 - - M12 - 0.021 100  piece

To order per full packaging. 
Minimum number bolts and nuts : 4 pieces.

BP
Floor plate

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD BP200 25 141 3000 1.560 3  m
HD BP300 25 241 3000 2.400 3  m
HD BP400 25 341 3000 3.230 3  m
HD BP500 25 441 3000 4.030 3  m
HD BP600 25 541 3000 4.860 3  m

Fix with:

HDBKID25 - - - - 0.030 20 P piece

SLOS
Partition

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS110 110 3000 0.820 30 P m

Fix with:

HD GM41M6 - - M6 - 0.026 50 P piece
HD RB6.20 - - M6 20 0.006 100  piece

Fixing set: 1 per meter.



TECHNICAL INFORMATION

CABLE LADDERS2019 4-213

4

KLMZWABD
Technical information



TECHNICAL INFORMATION

2019CABLE LADDERS

4

4-214

KLMZWBK
Technical information
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CABLE CLAMPS

HDH1
Cable clamp

Applicable for ladders with KL / HDKS / KLL.
Max. load 1700 N
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDY1198 - 12 - 0.030 50 P piece
HDY1199 - 16 - 0.030 50 P piece
HDY1200 - 20 - 0.040 50 P piece
HDY1201 - 24 - 0.040 50 P piece
HDY1202 - 28 - 0.040 50 P piece
HDY1203 - 32 - 0.060 50 P piece
HDY1204 - 36 - 0.070 50 P piece
HDY1205 - 40 - 0.080 50 P piece
HDY1206 - 44 - 0.090 50 P piece
HDY1207 - 48 - 0.100 50 P piece
HDY1208 - 52 - 0.100 50 P piece
HDY1209 - 56 - 0.110 50 P piece
HDY1210 - 60 - 0.140 50 P piece
HDY1211 - 64 - 0.160 50 P piece
HDY1212 - 70 - 0.160 50 P piece

Applicable in case of C-rungs 15x30, for fixing 1 cable. 
Not suitable for SKL60. 
To order per full packaging.

HDRU1
Cable clamp

Applicable for ladders with HDKLIE, HDKLIS, SKL, HDKSR, KLM, KLZ, KLW.
Max. load 1700 N
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDY2186 - 14 - 0.040 50 P piece
HDY2187 - 20 - 0.050 50 P piece
HDY2188 - 26 - 0.060 50 P piece
HDY2189 - 32 - 0.090 50 P piece
HDY2190 - 38 - 0.100 50 P piece
HDY2191 - 44 - 0.110 50 P piece
HDY2192 - 52 - 0.160 50 P piece
HDY2193 - 60 - 0.160 50 P piece
HDY2194 - 70 - 0.180 50 P piece

Applicable in case of round rungs or C-rungs 41x21, for fixing 1 cable. 
To order per full packaging.
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HDH2
Cable clamp

Applicable for ladders with KL / HDKS / KLL.
Max. load 1700 N
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDY1213 - 12 - 0.040 50 P piece
HDY1214 - 16 - 0.040 50 P piece
HDY1215 - 20 - 0.040 50 P piece
HDY1216 - 24 - 0.050 50 P piece
HDY1217 - 28 - 0.060 50 P piece
HDY1218 - 32 - 0.080 50 P piece
HDY1219 - 36 - 0.100 50 P piece
HDY1220 - 40 - 0.100 50 P piece
HDY1221 - 44 - 0.130 50 P piece
HDY1223 - 52 - 0.150 50 P piece
HDY1224 - 56 - 0.150 50 P piece

Applicable in case of C-rungs 15x30, for fixing 2 cables. 
Not suitable for SKL60. 
To order per full packaging.

HDRU2
Cable clamp

Applicable for ladders with HDKLIE, HDKLIS, SKL, HDKSR, KLM, KLZ, KLW.
Max. load 1700 N
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDY2197 - 26 - 0.080 50 P piece

Applicable in case of round rungs or C-rungs 41x21, for fixing 2 cables. 
To order per full packaging.
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MOUNTING SYSTEMS
THREADED ROD FIXING

FL Fixing clamp for threaded rod 5-229
PBR Adjustable ceiling bracket 5-229
SDBG Steeldeck bracket 5-229
VFCB Central suspension bracket 5-230
OBG Upper bracket 5-230
BG Inside bracket 5-231
DR15.30 Supporting profile 5-232
DR21.41 Supporting profile 5-233

WIRE SUSPENSION
CSL Wire suspension lock 5-233
CS45LP Wire suspension with loop 5-234
CS90LP Wire suspension with loop 5-234
CS45SH Wire suspension with snap hook 5-235
CS90SH Wire suspension with snap hook 5-235
CS45M6 Wire suspension with stud bolt M6 5-236
CS90M8 Wire suspension with stud bolt M8 5-236
CS90EY Wire suspension with eyelet 5-236
CS45TG Wire suspension with toggle 5-237
CS90TG Wire suspension with toggle 5-237
CS45SHYA Wire suspension Y-split acc. with hooks 5-238
CS90SHYA Wire suspension Y-split acc. with hooks 5-238
CS45SHY Wire suspension Y-split with hooks 5-239
CS90SHY Wire suspension Y-split with hooks 5-239

BRACKETS
VMB Floor and wall bracket 5-240
OBZ130 Open suspension bracket 5-240
OBZ180 Open suspension bracket 5-241
COMEGACLU170 Open suspension bracket universal 5-242
COMEGACLU290 Open suspension bracket universal 5-243

CANTILEVER
CCLI Bracket for wall, ceiling and cable 5-243
LOMEGACLU150 Wall bracket universal 5-244
VOMEGA Joining piece 5-244
HDMBZ Wall support 5-245
WSUN Universal support bracket 5-245
KCL Snap-in bracket 5-246
WKS Bolted bracket 5-247
WKSS Adjustable bracket 5-248
HDWK Welded bracket 5-249
WKCL Snap-in bracket for MP-profile or MBWK 5-250
WKMP41.21 Bolt-on wall bracket MP41.21 5-250
WKMPCL41.21 Bolt-on wall bracket MP41.21 5-251
WKMP41.41 Bolt-on wall bracket MP41.41 5-251
WKMPCL41.41 Universal wall bracket MP41.41 5-252
WKUMP41.41 Bolt-on bracket MP41.41 for ceil. prof. 5-252
WKUMPCL41.41 Universal bracket MP41.41 for ceil. prof 5-253
HDWKM Heavy welded bracket 5-254
HDWKMD Heavy welded double bracket 5-254
HDHKI Welded clamping bracket 5-255
HDUKPIM Universal wall mount bracket 5-255
HDHKIZ Extra heavy duty welded clamping bracket 5-256

CEILING PROFILES
KPCL Clippable headplate 5-256
MPCL41.21 Clippable assembly profile 5-257
HDHSLECL Single ceiling profile clippable 5-258
CLHS Snap-in adapter for HDHSLECL 5-258
HDHSLDCL Double ceiling profile 5-259
HSLE3 Single ceiling profile perfo 3 sides 5-259
HSMES Single ceiling profile 5-260
HSMD Double ceiling profile 5-261
HDHSMD Double ceiling profile 5-261
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HDHSMU50 Ceiling profile medium heavy 5-262
HDTSU Spacer for HDHSMU50 5-262
HDHSIZ Heavy ceiling profile 5-263

CEILING PROFILES ACCESSORIES 
DOP41.21 End cap for MP41.21 5-263
DOP41.41 End cap for MP41.41 5-264
DOP41.82 End cap for MP41.82 5-264
DOPHSMU Protection cap for HSMU50 5-264
HDSKP Adjustable head plate 5-265

HDIPE ACCESSORIES
HDIPE80S Perforated I-profile 5-265
DOPIPE80 End cap for HDIPE80S 5-266
HDIPL06 Headplate for HDIPE80S 5-266
HDIPL10 Headplate for HDIPE80S 5-266
HDSKIPE Hinged headplate for HDIPE80S 5-267
HDKPIPE Joining piece for HDIPE80S 5-267
HDDKIPE Cross joiner for HDIPE80S 5-268
HDKIPE Mounting piece HDIPE80S 5-268
HDWVPIPE Bolted bracket 5-268

PROFILES
L25 L-profile 5-269
L25.50 L-profile 5-269
L50.50 L-profile 5-269
Z25 Z-profile 5-270
Z50 Z-profile 5-270
U24 U-profile 24 5-271
U48 U-profile 48 5-271
MP41.21 Assembly profile 5-272
HDMP41.21 Assembly profile 5-272
MP41.41 Assembly profile 5-273
HDMP41.41 Assembly profile 5-273
MP41.41DS Double assembly profile 5-274
HDMP41.41DS Double assembly profile 5-274
MP3.41.41 Assembly profile perforation on 3 sides 5-275
SKPE Adjustable head plate single 5-275
SKPD Adjustable head plate double 5-275

VS MOUNTING
VS41.41.62 Assembly accessory clippable 5-276
HDVS41.00-39 Assembly accessory clippable 5-277
HDVS41 Assembly accessory clippable 5-278

MOUNTING ACCESSORIES
TIM Threaded rod (DIN 975) 5-278
VM6334 Coupling nut (DIN 6334) 5-279
GM Sliding nut for supporting profile 5-280
GM41 Sliding nut for supporting profile 5-280
GMV41 Sliding nut spring supporting profile 5-280
B Bolt (DIN 933) 5-281
RBK Round head square neck bolt (DIN 603) 5-281
M Nut (DIN 934) 5-282
VM Toothed round head bolt / flange nut 5-282
VMK Round head square neck bolt / flange nut 5-282
RB Toothed round head bolt 5-283
RM Flange nut (DIN 6923) 5-283
CRO Flat giant washer (DIN 9021) 5-283
RO Giant washer (DIN 125-1 A) 5-284
ROTD Vibration damping washer 5-284
VSSPRAY Galvaspray 400 ml 5-284
RBS Edge protection 5-285

TECHNICAL INFORMATION 5-287
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5-229

FL
Fixing clamp for threaded rod

Standard finish Electro zinc-plated

Reference Max. load (in daN) Clamp range
FL1 250 0-22 mm
FL2 250 0-19 mm
FL3 350 5-25 mm

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- FL1 - M8 - 0.140 50 P piece
- FL2 - M10 - 0.150 50 P piece
- FL3 - M12 - 0.210 50 P piece

The fixing clamp is useful for I-profiles which are placed horizontally. The fixing clamp is delivered with an 
adjustable screw and lock-nut. Threated rod should be ordered separately.

PBR
Adjustable ceiling bracket

Perfect for a light inclining roof construction.
Max. load 170 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- PBR - - 0.140 20 P piece

To order per full packaging. 
Threaded rod TIM8 or TIM10 to be ordered separately.

SDBG
Steeldeck bracket

For fixing to steel roof constructions.
Max. load 300 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- SDBG - - 0.200 20 P piece

To order per full packaging. 
Included: Bolt B10.110, nut M10 and washer RO10.
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VFCB
Central suspension bracket

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VFCB - - 0.035 60 P piece

To order per full packaging. 
2 pieces for threaded rod suspension M6/M8. 
Can be used for wire cable trays: VFUL35.100, VFU(L)60.100, VFUL60.150  
 
1 piece for direct mounting to the ceiling 
Can be used for wire cable trays: GVFUL55.100, GVFUL60.150, GVFUL100.100 and GVFUL100.150.

OBG
Upper bracket

To mount cable trays with partition.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN)
OBG050 200
OBG075 200
OBG100 200
OBG150 200
OBG200 200
OBG250 150
OBG300 150
OBG400 90

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD OBG050 64 55 - 0.100 12 P piece
HD OBG075 64 80 - 0.130 12 P piece
HD OBG100 64 105 - 0.140 12 P piece
HD OBG150 64 155 - 0.190 12 P piece
HD OBG200 64 205 - 0.220 12 P piece
HD OBG250 64 255 - 0.270 12 P piece
HD OBG300 64 305 - 0.310 6 P piece
HD OBG400 64 405 - 0.390 6 P piece

To order per full packaging. 
To be mounted with threaded rod TIM8 or TIM10.

MOUNTING SYSTEMS 



 

MOUNTING SYSTEMS2019

5

5-231

BG
Inside bracket

To order Height 35 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Width Max. load (in daN)
BG075 200
BG100 200
BG150 200
BG200 150
BG250 120
BG300 90
BG400 30

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD BG60.075 54 70 - 0.200 12 P piece
HD BG60.100 54 95 - 0.210 12 P piece
HD BG60.150 54 145 - 0.270 12 P piece
HD BG60.200 54 195 - 0.330 12 P piece
HD BG60.250 54 245 - 0.380 12 P piece
HD BG60.300 54 295 - 0.430 6 P piece
HD BG60.400 54 395 - 0.530 6 P piece

To order per full packaging. 
Delivered with nut M10. 
To be fixed with threaded rod TIM10.
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DR15.30
Supporting profile

Max. load 100 daN
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DR100 15 30 100 0.060 10 P piece
HD DR150 15 30 150 0.080 10 P piece
HD DR200 15 30 200 0.110 10 P piece
HD DR250 15 30 250 0.130 10 P piece
HD DR300 15 30 300 0.160 10 P piece
HD DR350 15 30 350 0.190 10 P piece
HD DR15.30.2000 15 30 2000 0.600 2  m

To be fixed with two threaded rods TIM8 + nut M8 + CRO8. 
Always order the width of the cable tray + 50 mm.
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DR21.41
Supporting profile

Max. load 150 daN
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DR450 21 41 450 0.500 6 P piece
HD DR550 21 41 550 0.620 6 P piece
HD DR650 21 41 650 0.700 6 P piece

To order per full packaging. 
To be fixed with two threaded rods TIM10 + nut M10 + CRO10. 
Always order the width of the cable tray + 50 mm.

CSL
Wire suspension lock

Max. load CSL45: 45 daN
Max. load CSL90: 90 daN
Standard finish Aluminium

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CSL45 - - 0.020 10  piece
- CSL90 - - 0.050 10  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging.
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CS45LP
Wire suspension with loop

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45LP1 - 1000 0.020 10  piece
- CS45LP2 - 2000 0.040 10  piece
- CS45LP3 - 3000 0.060 10  piece
- CS45LP4 - 4000 0.080 10  piece
- CS45LP5 - 5000 0.100 10  piece
- CS45LP10 - 10000 0.200 10  piece

To order per full packaging.

CS90LP
Wire suspension with loop

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90LP1 - 1000 0.060 10  piece
- CS90LP2 - 2000 0.120 10  piece
- CS90LP3 - 3000 0.180 10  piece
- CS90LP4 - 4000 0.240 10  piece
- CS90LP5 - 5000 0.300 10  piece
- CS90LP10 - 10000 0.600 10  piece

To order per full packaging.
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CS45SH
Wire suspension with snap hook

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45SH1 - 1000 0.020 10  piece
- CS45SH2 - 2000 0.040 10  piece
- CS45SH3 - 3000 0.060 10  piece
- CS45SH4 - 4000 0.080 10  piece
- CS45SH5 - 5000 0.100 10  piece
- CS45SH10 - 10000 0.200 10  piece

To order per full packaging.

CS90SH
Wire suspension with snap hook

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90SH1 - 1000 0.060 10  piece
- CS90SH2 - 2000 0.120 10  piece
- CS90SH3 - 3000 0.180 10  piece
- CS90SH4 - 4000 0.240 10  piece
- CS90SH5 - 5000 0.300 10  piece
- CS90SH10 - 10000 0.600 10  piece

To order per full packaging.
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CS45M6
Wire suspension with stud bolt M6

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45M61 - 1000 0.020 10  piece
- CS45M62 - 2000 0.040 10  piece
- CS45M63 - 3000 0.060 10  piece
- CS45M64 - 4000 0.080 10  piece
- CS45M65 - 5000 0.100 10  piece
- CS45M610 - 10000 0.200 10  piece

To order per full packaging.

CS90M8
Wire suspension with stud bolt M8

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90M81 - 1000 0.060 10  piece
- CS90M82 - 2000 0.120 10  piece
- CS90M83 - 3000 0.180 10  piece
- CS90M84 - 4000 0.240 10  piece
- CS90M85 - 5000 0.300 10  piece
- CS90M810 - 10000 0.600 10  piece

To order per full packaging.

CS90EY
Wire suspension with eyelet

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90EY1 - 1000 0.060 10  piece
- CS90EY2 - 2000 0.120 10  piece
- CS90EY3 - 3000 0.180 10  piece
- CS90EY4 - 4000 0.240 10  piece
- CS90EY5 - 5000 0.300 10  piece
- CS90EY10 - 10000 0.600 10  piece

To order per full packaging.
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CS45TG
Wire suspension with toggle

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45TG1 - 1000 0.020 10  piece
- CS45TG2 - 2000 0.040 10  piece
- CS45TG3 - 3000 0.060 10  piece
- CS45TG4 - 4000 0.080 10  piece
- CS45TG5 - 5000 0.100 10  piece
- CS45TG10 - 10000 0.200 10  piece

To order per full packaging.

CS90TG
Wire suspension with toggle

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90TG1 - 1000 0.060 10  piece
- CS90TG2 - 2000 0.120 10  piece
- CS90TG3 - 3000 0.180 10  piece
- CS90TG4 - 4000 0.240 10  piece
- CS90TG5 - 5000 0.300 10  piece
- CS90TG10 - 10000 0.600 10  piece

To order per full packaging.
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CS45SHYA
Wire suspension Y-split acc. with hooks

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45SH150YA - 150 - 0.100 10  piece
- CS45SH300YA - 300 - 0.100 10  piece
- CS45SH500YA - 500 - 0.200 10  piece
- CS45SH800YA - 800 - 0.200 10  piece

To order per full packaging.

CS90SHYA
Wire suspension Y-split acc. with hooks

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90SH150YA - 150 - 0.150 10  piece
- CS90SH300YA - 300 - 0.150 10  piece
- CS90SH500YA - 500 - 0.300 10  piece
- CS90SH800YA - 800 - 0.300 10  piece

To order per full packaging.
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CS45SHY
Wire suspension Y-split with hooks

Max. load 45 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS45SH150Y1 - 150 1000 0.100 10  piece
- CS45SH150Y2 - 150 2000 0.100 10  piece
- CS45SH150Y3 - 150 3000 0.100 10  piece
- CS45SH300Y1 - 300 1000 0.150 10  piece
- CS45SH300Y2 - 300 2000 0.150 10  piece
- CS45SH300Y3 - 300 3000 0.150 10  piece
- CS45SH500Y1 - 500 1000 0.250 10  piece
- CS45SH500Y2 - 500 2000 0.250 10  piece
- CS45SH500Y3 - 500 3000 0.250 10  piece
- CS45SH800Y1 - 800 1000 0.400 10  piece
- CS45SH800Y2 - 800 2000 0.400 10  piece
- CS45SH800Y3 - 800 3000 0.400 10  piece

To order per full packaging.

CS90SHY
Wire suspension Y-split with hooks

Max. load 90 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CS90SH150Y1 - 150 1000 0.200 10  piece
- CS90SH150Y2 - 150 2000 0.200 10  piece
- CS90SH150Y3 - 150 3000 0.200 10  piece
- CS90SH300Y1 - 300 1000 0.250 10  piece
- CS90SH300Y2 - 300 2000 0.250 10  piece
- CS90SH300Y3 - 300 3000 0.250 10  piece
- CS90SH500Y1 - 500 1000 0.400 10  piece
- CS90SH500Y2 - 500 2000 0.400 10  piece
- CS90SH500Y3 - 500 3000 0.400 10  piece
- CS90SH800Y1 - 800 1000 0.600 10  piece
- CS90SH800Y2 - 800 2000 0.600 10  piece
- CS90SH800Y3 - 800 3000 0.600 10  piece

To order per full packaging.
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VMB
Floor and wall bracket

Suitable as floor-, wall-, and suspension bracket.
Max. load 200 daN
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VMB100 40 100 - 0.190 12 P piece
HD VMB150 40 150 - 0.220 12 P piece
HD VMB200 40 200 - 0.260 12 P piece
HD VMB300 40 300 - 0.330 12 P piece
HD VMB400 40 400 - 0.390 6 P piece
HD VMB500 40 500 - 0.460 6 P piece
HD VMB600 40 600 - 0.530 6 P piece

To order per full packaging. 
Floor bracket and suspension bracket: to mount with VFCL. 
Wall bracket: to mount with VFK.

OBZ130
Open suspension bracket

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A B
OBZ130.075 80 64 42,5
OBZ130.100 40 80 59,5
OBZ130.150 50 105 84,5
OBZ130.200 30 130 109,5
OBZ130.250 50 155 134,5
OBZ130.300 40 180 159,5
OBZ130.400 30 230 209,5

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD OBZ130.075 132 102 - 0.390 12 P piece
HD OBZ130.100 132 125 - 0.450 12 P piece
HD OBZ130.150 132 177 - 0.570 12 P piece
HD OBZ130.200 132 227 - 0.670 12 P piece
HD OBZ130.250 132 281 - 1.020 6 P piece
HD OBZ130.300 132 331 - 1.180 6 P piece
HD OBZ130.400 132 431 - 1.461 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.20. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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OBZ180
Open suspension bracket

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A B
OBZ180.075 50 64 42,5
OBZ180.100 30 80 59,5
OBZ180.150 30 105 84,5
OBZ180.200 30 130 109,5
OBZ180.250 40 155 134,5
OBZ180.300 40 180 159,5
OBZ180.400 20 230 209,5

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD OBZ180.075 182 102 - 0.460 12 P piece
HD OBZ180.100 182 125 - 0.510 12 P piece
HD OBZ180.150 182 177 - 0.630 12 P piece
HD OBZ180.200 182 227 - 0.720 12 P piece
HD OBZ180.250 182 281 - 1.100 6 P piece
HD OBZ180.300 182 331 - 1.270 6 P piece
HD OBZ180.400 182 431 - 1.500 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.20. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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COMEGACLU170
Open suspension bracket universal

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A
COMEGACLU170.150 60 145
COMEGACLU170.200 60 145
COMEGACLU170.300 50 195
COMEGACLU170.400 40 245

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD COMEGACLU170.150 175 194 - 0.460 12 P piece
HD COMEGACLU170.200 175 244 - 0.540 12 P piece
HD COMEGACLU170.300 175 344 - 0.700 6 P piece
HD COMEGACLU170.400 175 444 - 0.860 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050
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COMEGACLU290
Open suspension bracket universal

Useful for direct mounting to the ceiling or with threaded rod TIM8 or TIM10.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A
COMEGACLU290.100 70 145
COMEGACLU290.150 60 145
COMEGACLU290.200 60 145
COMEGACLU290.250 50 195
COMEGACLU290.300 50 195
COMEGACLU290.400 40 245

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD COMEGACLU290.100 290 169 - 0.520 12 P piece
HD COMEGACLU290.150 290 194 - 0.560 12 P piece
HD COMEGACLU290.200 290 244 - 0.620 12 P piece
HD COMEGACLU290.250 290 294 - 0.760 6 P piece
HD COMEGACLU290.300 290 344 - 0.820 6 P piece
HD COMEGACLU290.400 290 444 - 0.930 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050.

CCLI
Bracket for wall, ceiling and cable

Ideal for installations with wire suspensions. 
Also applicable for KBSCL, KBSI, KBS, KGI, KG.
Standard finish Pre-galvanised
Optional finish PE Coating

Max. load (daN) (wall) Max. load (daN) (ceiling)
CCLI100 80 65
CCLI150 60 45
CCLI200 120 110
CCLI300 130 80
CCLI400 100 60

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CCLI100 213 100 - 0.488 6 P piece
- CCLI150 215 150 - 0.594 6 P piece
- CCLI200 218 200 - 0.881 6 P piece
- CCLI300 224 300 - 1.402 6 P piece
- CCLI400 229 400 - 1.784 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Multiple brackets can be mounted one below another.
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LOMEGACLU150
Wall bracket universal

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN)
LOMEGACLU150.100 110
LOMEGACLU150.150 100
LOMEGACLU150.200 90
LOMEGACLU150.250 80
LOMEGACLU150.300 70
LOMEGACLU150.400 50
LOMEGACLU150.500 40
LOMEGACLU150.600 30

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LOMEGACLU150.100 145 155 - 0.300 12 P piece
HD LOMEGACLU150.150 145 185 - 0.320 12 P piece
HD LOMEGACLU150.200 145 235 - 0.340 12 P piece
HD LOMEGACLU150.250 145 285 - 0.450 12 P piece
HD LOMEGACLU150.300 145 335 - 0.490 12 P piece
HD LOMEGACLU150.400 145 435 - 0.540 6 P piece
HD LOMEGACLU150.500 145 535 - 0.710 6 P piece
HD LOMEGACLU150.600 145 635 - 0.770 6 P piece

To order per full packaging. 
Fixing of the cable tray by VM6.10. 
Use the VOMEGA to avoid compression of the profile. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets. 
 
Do not use with: VFUL30.065, VFUL35.150, VFU35.150, VFUL 60.050.

VOMEGA
Joining piece

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VOMEGA - - 0.060 24 P piece

To order per full packaging. 
For wall mounting 1 piece, for double mounting 2 pieces back to back.

MOUNTING SYSTEMS 



 

MOUNTING SYSTEMS2019

5

5-245

HDMBZ
Wall support

Max. load 40 daN
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

C
HDMBZ075 30
HDMBZ100 47,50
HDMBZ150 65,50
HDMBZ200 97,50

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDMBZ075 120 104 - 0.310 6 P piece
HDMBZ100 120 125 - 0.350 6 P piece
HDMBZ150 120 175 - 0.470 6 P piece
HDMBZ200 120 233 - 0.660 6 P piece

To order per full packaging. 

WSUN
Universal support bracket

For direct fixing on the wall
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN)
WSUN100 70
WSUN150 60
WSUN200 120
WSUN300 120
WSUN400 120
WSUN500 120
WSUN600 120

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WSUN100 53 117 - 0.130 12 P piece
HD WSUN150 59 167 - 0.185 12 P piece
HD WSUN200 69 217 - 0.257 12 P piece
HD WSUN300 81 317 - 0.388 12 P piece
HD WSUN400 93 417 - 0.534 24 P piece
HD WSUN500 106 517 - 0.777 6 P piece
HD WSUN600 118 617 - 0.829 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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KCL
Snap-in bracket

No fixing elements required. For fixing to ceiling profiles HDHSLECL and assembly profile MPCL + 
KPCL.
Standard finish Pre-galvanised

Max. load (in daN)
KCL100 110
KCL150 100
KCL200 100
KCL250 90
KCL300 90
KCL400 70
KCL500 60
KCL600 50

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KCL100 80 180 - 0.220 12 P piece
- KCL150 80 230 - 0.300 12 P piece
- KCL200 80 280 - 0.350 12 P piece
- KCL250 80 330 - 0.440 24 P piece
- KCL300 80 380 - 0.470 12 P piece
- KCL400 80 480 - 0.750 6 P piece
- KCL500 80 580 - 0.950 6 P piece
- KCL600 80 680 - 1.130 6 P piece

To order per full packaging. 
Adapter CLHS for a symmetrical fixing. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKS
Bolted bracket

For direct fixing to walls and ceiling profiles
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A D
WKS100 110 99 40
WKS150 110 99 40
WKS200 120 99 40
WKS300 130 119 60
WKS400 130 119 60
WKS500 140 139 80
WKS600 150 139 80

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKS100 99 117 - 0.240 12 P piece
HD WKS150 99 167 - 0.330 12 P piece
HD WKS200 99 217 - 0.380 12 P piece
HD WKS300 119 317 - 0.630 12 P piece
HD WKS400 119 417 - 0.760 6 P piece
HD WKS500 139 517 - 1.000 6 P piece
HD WKS600 139 617 - 1.230 6 P piece

To order per full packaging. 
For fixing to ceiling profiles, order the necessary fixing elements separately : two sliding nuts GM41M10 
and 
- bolt B10.20 per bracket for ceiling profile HDHSLECL/HDHSLDCL. 
- bolt B10.30 per bracket for ceiling profile HSMES/HSMD. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKSS
Adjustable bracket

For fixing on the wall and also on the ceiling profile. 
Adjustable angle from -20° to +40°.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

Max. load (in daN) A D
WKSS100 110 90 40
WKSS150 110 90 40
WKSS200 120 90 40
WKSS300 100 110 60
WKSS400 75 110 60
WKSS500 60 130 80
WKSS600 50 130 80

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKSS100 90 117 - 0.330 12 P piece
HD WKSS150 90 167 - 0.267 12 P piece
HD WKSS200 90 217 - 0.320 12 P piece
HD WKSS300 110 317 - 0.641 12 P piece
HD WKSS400 110 417 - 0.821 6 P piece
HD WKSS500 130 517 - 1.071 6 P piece
HD WKSS600 130 617 - 1.259 6 P piece

To order per full packaging. 
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HDWK
Welded bracket

For fixing on the wall and also on the ceiling profile.
Thickness head plate 5 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Max. load (in daN) A D
HDWK100 120 106,5 46,5
HDWK150 230 112 52
HDWK200 340 116 56
HDWK250 450 120,5 60,5
HDWK300 320 125 65
HDWK400 430 134 74
HDWK500 390 142,5 82,5
HDWK600 350 150 90

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWK100 106 117 - 0.300 12 P piece
HDWK150 112 167 - 0.360 12 P piece
HDWK200 116 217 - 0.430 12 P piece
HDWK250 120 267 - 0.530 12 P piece
HDWK300 125 317 - 0.730 12 P piece
HDWK400 134 417 - 0.880 6 P piece
HDWK500 142 517 - 1.300 6 P piece
HDWK600 150 617 - 1.600 6 P piece

To order per full packaging. 
For fixing on ceiling profiles, order the necessary fixing elements separately: two sliding nuts GM41M10 
and 
- tapbolt B10.20 per bracket for ceiling profile HDHSLECL/HDHSLDCL. 
- tapbolt B10.30 per bracket for ceiling profile HSMES/HSMD. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKCL
Snap-in bracket for MP-profile or MBWK

 Ideal in combination with ceiling profile HSLE3 and perforated MP-profile.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

Max. load (daN) HSLE3
WKCL100 190
WKCL150 190
WKCL200 160
WKCL300 125
WKCL400 90
WKCL500 70

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKCL100 65 100 - 0.229 12 P piece
HD WKCL150 65 150 - 0.294 12 P piece
HD WKCL200 65 200 - 0.334 12 P piece
HD WKCL300 65 300 - 0.464 12 P piece
HD WKCL400 65 400 - 0.604 4 P piece
HD WKCL500 65 400 - 0.744 4 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

WKMP41.21
Bolt-on wall bracket MP41.21

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A D
WKMP41.21.150 380 112 74
WKMP41.21.200 250 112 74
WKMP41.21.300 160 112 74

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKMP41.21.150 112 150 - 0.450 12 P piece
HD WKMP41.21.200 112 200 - 0.550 12 P piece
HD WKMP41.21.300 112 300 - 0.650 1 P piece

To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKMPCL41.21
Bolt-on wall bracket MP41.21

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A D
WKMPCL41.21.150 160 112 74
WKMPCL41.21.200 90 112 74
WKMPCL41.21.300 40 112 74

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKMPCL41.21.150 112 200 - 0.450 12  piece
HD WKMPCL41.21.200 112 250 - 0.550 12  piece
HD WKMPCL41.21.300 112 350 - 0.650 1  piece

To order per full packaging. 

WKMP41.41
Bolt-on wall bracket MP41.41

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A D
WKMP41.41.300 500 132 93
WKMP41.41.400 350 132 93
WKMP41.41.500 275 132 93
WKMP41.41.600 200 132 93
WKMP41.41.750 180 132 93

WKMP41.41.1000 130 132 93

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKMP41.41.300 132 300 - 0.900 1 P piece
HD WKMP41.41.400 132 400 - 1.100 1 P piece
HD WKMP41.41.500 132 500 - 1.300 1 P piece
HD WKMP41.41.600 132 600 - 1.500 1 P piece
HD WKMP41.41.750 132 750 - 1.800 1 P piece
HD WKMP41.41.1000 132 1000 - 2.300 1 P piece

To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKMPCL41.41
Universal wall bracket MP41.41

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A D
WKMPCL41.41.300 265 132 93
WKMPCL41.41.400 235 132 93
WKMPCL41.41.500 190 132 93
WKMPCL41.41.600 120 132 93

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKMPCL41.41.300 132 350 - 0.970 1 P piece
HD WKMPCL41.41.400 132 450 - 1.090 1 P piece
HD WKMPCL41.41.500 132 550 - 1.220 1 P piece
HD WKMPCL41.41.600 132 650 - 1.340 1 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

WKUMP41.41
Bolt-on bracket MP41.41 for ceil. prof.

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A
WKUMP41.41.300 400 80
WKUMP41.41.400 300 80
WKUMP41.41.500 240 80
WKUMP41.41.600 175 80
WKUMP41.41.750 160 80

WKUMP41.41.1000 90 80

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKUMP41.41.300 80 300 - 0.900 1 P piece
HD WKUMP41.41.400 80 400 - 1.100 1 P piece
HD WKUMP41.41.500 80 500 - 1.300 1 P piece
HD WKUMP41.41.600 80 600 - 1.500 1 P piece
HD WKUMP41.41.750 80 750 - 1.800 1 P piece
HD WKUMP41.41.1000 80 1000 - 2.300 1 P piece

To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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WKUMPCL41.41
Universal bracket MP41.41 for ceil. prof

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Max. load (in daN) A
WKUMPCL41.41.150 550 80
WKUMPCL41.41.200 550 80
WKUMPCL41.41.300 265 80
WKUMPCL41.41.400 235 80
WKUMPCL41.41.500 190 80
WKUMPCL41.41.600 120 80

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD WKUMPCL41.41.150 80 200 - 0.520 12 P piece
HD WKUMPCL41.41.200 80 250 - 0.840 12 P piece
HD WKUMPCL41.41.300 80 350 - 0.970 1 P piece
HD WKUMPCL41.41.400 80 450 - 1.090 1 P piece
HD WKUMPCL41.41.500 80 550 - 1.220 1 P piece
HD WKUMPCL41.41.600 80 650 - 1.340 1 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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HDWKM
Heavy welded bracket

For fixing on the wall and also on the ceiling profile.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Max. load (in daN)
HDWKM100 600
HDWKM200 620
HDWKM300 750
HDWKM400 750
HDWKM500 700
HDWKM600 580
HDWKM800 320

HDWKM1000 250

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWKM100 125 125 - 0.450 12 P piece
HDWKM200 134 225 - 0.650 12 P piece
HDWKM300 175 325 - 1.377 6 P piece
HDWKM400 175 425 - 1.696 6 P piece
HDWKM500 175 525 - 2.014 1 P piece
HDWKM600 175 625 - 2.332 1 P piece
HDWKM800 175 825 - 2.969 1 P piece
HDWKM1000 175 1025 - 3.606 1 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

HDWKMD
Heavy welded double bracket

For fixing to I-beam and wall. 
When fitting to an I-beam, to be fixed with TIM12 and corresponding MP41.41 profile (300 mm max.). 
 SWL is limited to 615 daN when fitting on the open side of the I-beam. 
Maximum I-beam width = 300 mm. 
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Max. load (in daN)
HDWKMD500 1500
HDWKMD600 1300
HDWKMD800 950

HDWKMD1000 750

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWKMD500 170 525 - 6.137 1 P piece
HDWKMD600 170 625 - 6.762 1 P piece
HDWKMD800 170 825 - 8.012 1 P piece
HDWKMD1000 170 1025 - 9.262 1 P piece

The technical information for this product can be found at the end of this chapter.
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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HDHKI
Welded clamping bracket

For fixing to ceiling profiles HDHSIZ and HDIPE80S 
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Max. Load (in daN)
HDHKI100 300
HDHKI150 300
HDHKI200 300
HDHKI250 330
HDHKI300 330
HDHKI400 310
HDHKI500 310
HDHKI600 300

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHKI100 90 117 - 0.513 24 P piece
HDHKI150 90 167 - 0.569 24 P piece
HDHKI200 90 217 - 0.631 24 P piece
HDHKI250 100 267 - 0.688 12 P piece
HDHKI300 100 317 -  0.881 12 P piece
HDHKI400 117 417 -  1.059 12 P piece
HDHKI500 117 517 - 1.484 6 P piece
HDHKI600 117 617 -  1.740 6 P piece

Welded headplate. 
Included: clamp plate, bolt HDB10.40 and nut HDM10. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

HDUKPIM
Universal wall mount bracket

Adapter plate for fitting wall supports on an I-beam or ‘soft’ wall. Goes with HDWKM and WSUN.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDUKPIM 245 400 - 2.572 1  piece

The technical information for this product can be found at the end of this chapter.
Including 2x M12 bolt, 2x washer and 2x nut. 
When fitting to an I-beam, to be fixed with TIM12 and corresponding MP41.41 profile. 
Maximum I-beam width = 300 mm.  
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HDHKIZ
Extra heavy duty welded clamping bracket

For fixing to ceiling profiles HDHSIZ and HDIPE80S
Thickness head plate 5 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Max. load (in daN)
HDHKIZ300 900
HDHKIZ400 910
HDHKIZ500 920
HDHKIZ600 930

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHKIZ300 175 325 - 1.300 1 P piece
HDHKIZ400 200 425 - 1.700 1 P piece
HDHKIZ500 230 525 - 2.250 1 P piece
HDHKIZ600 260 625 - 3.050 1 P piece

Headplate is welded. 
Included: 2x clamp plate, 2x bolt HDB10.40 and 2x nut HDM10. 
Max. load (in daN): uniformly distributed over complete width of cantilever brackets.

KPCL
Clippable headplate

Clippable headplate for ceiling profile
Max. load 300 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KPCL41.21 84 130 - 0.530 10 P piece

To order per full packaging. 
Innovative and low cost. 
Tested according to CEI/IEC 61537. 
The end plate should always be fixed with the supplied supporting plate.
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MPCL41.21
Clippable assembly profile

 Ideal in combination with the KCL support bracket.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- MPCL41.21.150.200 41 21 1.50 210 0.240 10 P piece
- MPCL41.21.150.300 41 21 1.50 300 0.340 10 P piece
- MPCL41.21.150.400 41 21 1.50 420 0.480 10 P piece
- MPCL41.21.150.500 41 21 1.50 510 0.580 10 P piece
- MPCL41.21.150.600 41 21 1.50 600 0.680 10 P piece
- MPCL41.21.150.800 41 21 1.50 810 0.920 10 P piece
- MPCL41.21.150.3 41 21 1.50 3000 1.150 3 P m

To order per full packaging. 
Is preassembled with support brackets, the resulting assembly clips into the KPCL. 
Fix the KPCL to the ceiling, then slide in the profile locking it in place. 
 
Protection cap in yellow PVC: DOP41.21
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HDHSLECL
Single ceiling profile clippable

Ceiling profile: HDMP41.21 
Welded headplate: 120x120 mm
Max. load 1000 daN
Thickness head plate 4 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSLECL200 - 210 0.740 25 P piece
HDHSLECL300 - 300 0.850 1 P piece
HDHSLECL400 - 420 1.010 1 P piece
HDHSLECL500 - 510 1.130 1 P piece
HDHSLECL600 - 600 1.230 1 P piece
HDHSLECL800 - 810 1.450 1 P piece
HDHSLECL1000 - 1020 1.750 1 P piece
HDHSLECL1200 - 1200 1.950 1 P piece

The technical information for this product can be found at the end of this chapter.
For single and double sided fixing of the bracket KCL and for single sided fixing of the other brackets 
WKS and HDWK using sliding nut GM41M10 and hexagonal bolt B10.20. 
Protection cap in yellow PVC: DOP41.21.

CLHS
Snap-in adapter for HDHSLECL

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CLHS - - 0.120 24 P piece

To order per full packaging. 
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HDHSLDCL
Double ceiling profile

Ceiling profile: HDMP41.21 
Welded headplate: 120x120 mm
Max. load 1800 daN
Thickness head plate 4 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSLDCL200 - 210 1.000 20 P piece
HDHSLDCL300 - 300 1.230 1 P piece
HDHSLDCL400 - 420 1.480 1 P piece
HDHSLDCL500 - 510 1.700 1 P piece
HDHSLDCL600 - 600 1.900 1 P piece
HDHSLDCL800 - 810 2.250 1 P piece
HDHSLDCL1000 - 1020 2.900 1 P piece
HDHSLDCL1200 - 1200 3.340 1 P piece

The technical information for this product can be found at the end of this chapter.
For single and double sided fixing of brackets WKS and HDWK. 
Use sliding nut GM41M10 and hexagonal bolt B10.20. 
Protection cap in yellow PVC : DOP41.41.

HSLE3
Single ceiling profile perfo 3 sides

Ceiling profile: MP3.41.41 
Welded headplate: 135x135 mm
Max. load 1800 daN
Thickness head plate 5 mm
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD HSLE3.300 - 300 0.970 1 P piece
HD HSLE3.400 - 400 1.090 1 P piece
HD HSLE3.500 - 500 1.220 1 P piece
HD HSLE3.600 - 600 1.340 1 P piece
HD HSLE3.700 - 700 1.470 1 P piece
HD HSLE3.800 - 800 1.590 1 P piece
HD HSLE3.900 - 900 1.720 1 P piece
HD HSLE3.1000 - 1000 1.840 1 P piece
HD HSLE3.1200 - 1200 2.090 1 P piece
HD HSLE3.1500 - 1500 2.470 1 P piece

The technical information for this product can be found at the end of this chapter.
To mount on 4 sides: 3 sides via slots through bracket WKCL , 4th side where one can fix with a sliding 
nut GM41M10 and hexagonal bolt B10.30. 
Protection cap in yellow PVC: DOP41.41.
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HSMES
Single ceiling profile

Ceiling profile: MP41.41S 
Welded headplate: 120x120 mm
Max. load 1800 daN
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD HSMES200 - 200 1.020 20 P piece
HD HSMES300 - 300 1.280 1 P piece
HD HSMES400 - 400 1.530 1 P piece
HD HSMES500 - 500 1.790 1 P piece
HD HSMES600 - 600 2.050 1 P piece
HD HSMES800 - 800 2.570 1 P piece
HD HSMES1000 - 1000 3.090 1 P piece
HD HSMES1200 - 1200 3.600 1 P piece
HD HSMES1500 - 1500 4.380 1 P piece

The technical information for this product can be found at the end of this chapter.
Also applicable for double mounting. 
Use sliding nut GM41M10 and hexagonal bolt B10.30.  
Protection cap in yellow PVC: DOP41.41.
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HSMD
Double ceiling profile

Ceiling profile: MP41.41 double 
Welded headplate: 135x135 mm
Max. load 3500 daN
Thickness head plate 5 mm
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD HSMD200 - 200 1.600 15 P piece
HD HSMD300 - 300 2.150 1 P piece
HD HSMD400 - 400 2.650 1 P piece
HD HSMD500 - 500 3.300 1 P piece
HD HSMD600 - 600 3.900 1 P piece

The technical information for this product can be found at the end of this chapter.
For single and double sided fixing of brackets. 
Use sliding nut GM41M10 and hexagonal bolt B10.30. 
Protection cap in yellow PVC: DOP41.82

HDHSMD
Double ceiling profile

Ceiling profile: MP41.41 double 
Welded headplate: 135x135 mm
Max. load 3500 daN
Thickness head plate 5 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSMD800 - 800 4.900 1 P piece
HDHSMD1000 - 1000 6.000 1 P piece
HDHSMD1200 - 1200 7.200 1 P piece
HDHSMD1500 - 1500 9.000 1 P piece

For single and double sided fixing of brackets. 
Use sliding nut GM41M10 and hexagonal bolt B10.30. 
Protection cap in yellow PVC: DOP41.82.
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HDHSMU50
Ceiling profile medium heavy

Max. load 2100 daN
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSMU50.200 - 200 0.940 1 P piece
HDHSMU50.300 - 300 1.160 1 P piece
HDHSMU50.400 - 400 1.380 1 P piece
HDHSMU50.500 - 500 1.610 1 P piece
HDHSMU50.600 - 600 1.830 1 P piece
HDHSMU50.800 - 800 2.270 1 P piece
HDHSMU50.1000 - 1000 2.710 1 P piece
HDHSMU50.1200 - 1200 3.150 1 P piece
HDHSMU50.1500 - 1500 3.820 1 P piece

HDTSU50
Spacer for HDHSMU50

Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDTSU50 - - 0.223 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: bolt HDB10.80, HDCRO10 and nuts HDM10.
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HDHSIZ
Heavy ceiling profile

Ceiling profile: HDIPE80S 
Welded headplate: 80x200 mm
Max. load 2940 daN
Thickness head plate 5 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSIZ200 - 200 1.800 1 P piece
HDHSIZ400 - 400 3.050 1 P piece
HDHSIZ500 - 500 3.600 1 P piece
HDHSIZ600 - 600 4.200 1 P piece
HDHSIZ800 - 800 5.500 1 P piece
HDHSIZ1000 - 1000 6.700 1 P piece
HDHSIZ1200 - 1200 8.000 1 P piece
HDHSIZ1500 - 1500 9.900 1 P piece
HDHSIZ1800 - 1800 12.000 1 P piece
HDHSIZ2000 - 2000 13.300 1 P piece

The technical information for this product can be found at the end of this chapter.
For double sided fixing of clamping brackets HDHKI and HDHKIZ.  
Application: as ceiling or floor support. 
Protection cap in yellow PVC: DOPIPE80.

DOP41.21
End cap for MP41.21

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOP41.21 26 41 21 0.010 50 P piece

To order per full packaging. 
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DOP41.41
End cap for MP41.41

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOP41.41 26 41 41 0.010 50 P piece

To order per full packaging. 

DOP41.82
End cap for MP41.82

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOP41.82 26 41 82 0.020 20 P piece

To order per full packaging. 

DOPHSMU
Protection cap for HSMU50

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPHSMU 26 50 0.017 50 P piece

To order per full packaging. 
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HDSKP
Adjustable head plate

Welded headplate: 120x120 mm
Max. load  1200 daN
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDSKP - 120 120 1.300 12 P piece

The technical information for this product can be found at the end of this chapter.
Ideal for fixing on sloping ceilings with 4 bolts HDB10x20 and 4 screws HDM10, max. angle of 60°.

HDIPE80S
Perforated I-profile

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDIPE80S 80 46 6000 5.610 6 P m

Moment of resistance: Wx = 19.50 cm³. 
Protection cap in yellow PVC: DOPIPE80.
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DOPIPE80
End cap for HDIPE80S

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPIPE80 26 80 - 0.020 12 P piece

To order per full packaging. 

HDIPL06
Headplate for HDIPE80S

Max. load  3500 daN
Thickness head plate 5 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDIPL06 185 80 - 1.422 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
To be fixed on HDIPE80S with 2 bolts HDB12.40 and nuts HDM12.

HDIPL10
Headplate for HDIPE80S

Max. load  4400 daN
Thickness head plate 10 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDIPL10 190 200 - 3.910 1 P piece

The technical information for this product can be found at the end of this chapter.
To be fixed on HDIPE80S with 2 bolts HDB12.40 and nuts HDM12.
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HDSKIPE
Hinged headplate for HDIPE80S

To be mounted on HDIPE80S profile, max. angle of 35°.
Max. load  2350 daN
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDSKIPE - 3.00 191 1.670 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: 2x HDKPIPE, 2x bolt HDB10.30, 2x nut HDM10 and 2x HDRO10.

HDKPIPE
Joining piece for HDIPE80S

To joint straighten HDIPE80S profiles.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKPIPE 67 3.00 191 0.370 6 P piece

Fix with:

- HDB10.30 - - M10 30 0.027 100  piece
- HDM10 - - M10 - 0.010 100 P piece
- HDRO10 - - 10.00 - 0.004 100 P piece

To order per full packaging. 
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HDDKIPE
Cross joiner for HDIPE80S

To joint squarely 2 HDIPE80S profiles.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDDKIPE 60 3.00 - 0.270 6 P piece

Fix with:

- HDB10.30 - - M10 30 0.027 100  piece
- HDM10 - - M10 - 0.010 100 P piece
- HDRO10 - - 10.00 - 0.004 100 P piece

To order per full packaging. 

HDKIPE
Mounting piece HDIPE80S

To fix the HDIPE80S profile on the wall.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDKIPE - 6.00 - 0.240 6 P piece

To order per full packaging. 

HDWVPIPE
Bolted bracket

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWVPIPE 65 65 6.50 - 0.190 10 P piece

To order per full packaging. 
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L25
L-profile

Groove holes of 25x7 mm with intervals of 50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD L25.125 25 25 1.25 3000 0.400 3  m
HD L25.200 25 25 2.00 3000 0.670 3  m

L25.50
L-profile

Groove holes of 25x7 mm with intervals of 50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD L25.50.125 25 50 1.25 3000 0.820 3  m
HD L25.50.200 25 50 2.00 3000 1.000 3  m

L50.50
L-profile

Groove holes of 25x7 mm with intervals of 50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD L50.50.125 50 50 1.25 3000 0.800 3  m
HD L50.50.200 50 50 2.00 3000 1.330 3  m
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Z25
Z-profile

Groove holes of 25x7 mm with intervals of 50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD Z25.25.25.125 50 25 1.25 3000 0.730 3  m

The technical information for this product can be found at the end of this chapter.

Z50
Z-profile

Groove holes of 25x7 mm with intervals of 50 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD Z50.50.50.125 100 50 1.25 3000 1.520 3  m
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U24
U-profile 24

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD U24.125 24 24 1.25 3000 0.682 3  m

U48
U-profile 48

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD U48.125 48 48 1.25 3000 1.372 3 P m
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MP41.21
Assembly profile

Profile opening 22 mm
Standard finish Pre-galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- MP41.21.150.3S 41 21 1.50 3000 1.220 3 P m
HD MP41.21.250.3S 41 21 2.50 3000 1.750 3 P m
HD MP41.21.250.6S 41 21 2.50 6000 1.750 6 P m

HDMP41.21
Assembly profile

Profile opening 22 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDMP41.21.250.3S 41 21 2.50 3000 1.850 3 P m
HDMP41.21.250.6S 41 21 2.50 6000 1.850 6 P m
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MP41.41
Assembly profile

Profile opening 22 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD MP41.41.250.6S 41 41 2.50 6000 2.530 6 P m
HD MP41.41.250.3S 41 41 2.50 3000 2.530 3 P m

HDMP41.41
Assembly profile

Profile opening 22 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDMP41.41.250.3S 41 41 2.50 3000 2.700 3 P m
HDMP41.41.250.6S 41 41 2.50 6000 2.700 6 P m
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MP41.41DS
Double assembly profile

Profile opening 22 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD MP41.41.250.6DS 82 41 2.50 6000 5.330 6 P m

HDMP41.41DS
Double assembly profile

Profile opening 22 mm
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HDMP41.41.250.6DS 82 41 2.50 6000 5.700 6 P m
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MP3.41.41
Assembly profile perforation on 3 sides

Profile opening 23,5 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD MP3.41.41.200.3 41 41 2.00 3000 1.800 3 P m

SKPE
Adjustable head plate single

Profile opening 23,5 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- SKPE41 92 40 135 0.370 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 

SKPD
Adjustable head plate double

Profile opening 23,5 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- SKPD41 92 46 135 0.532 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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VS41
Assembly accessory clippable

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VS41.00 - 40 6.00 - 0.065 24  piece
- VS41.05 - 40 5.00 - 0.130 24 P piece
- VS41.06 - 40 5.00 - 0.190 24  piece
- VS41.08 - 40 5.00 - 0.260 24  piece
- VS41.13 - 40 5.00 - 0.320 12  piece
- VS41.17 - 40 5.00 - 0.240 12  piece
- VS41.18 - 40 5.00 - 0.210 12  piece
- VS41.27 - 40 5.00 - 0.290 12  piece
- VS41.36 - 40 5.00 - 0.210 12  piece
- VSCL41.37 - - 0.800 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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HDVS41.00-39
Assembly accessory clippable

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVS41.00 - 40 6.00 - 0.065 24 P piece
HDVS41.01 - 40 5.00 - 0.130 24 P piece
HDVS41.02 - 40 5.00 - 0.190 24 P piece
HDVS41.03 - 40 5.00 - 0.260 24 P piece
HDVS41.04 - 40 5.00 - 0.320 24 P piece
HDVS41.05 - 40 5.00 - 0.130 24 P piece
HDVS41.06 - 40 5.00 - 0.190 24 P piece
HDVS41.07 - 40 5.00 - 0.200 24 P piece
HDVS41.08 - 40 5.00 - 0.260 24 P piece
HDVS41.09 - 40 5.00 - 0.190 24 P piece
HDVS41.10 - 40 5.00 - 0.160 24 P piece
HDVS41.12 - 40 5.00 - 0.260 12 P piece
HDVS41.13 - 40 5.00 - 0.320 12 P piece
HDVS41.14 - 40 5.00 - 0.460 12 P piece
HDVS41.16 - 40 5.00 - 0.270 12 P piece
HDVS41.17 - 40 5.00 - 0.240 12 P piece
HDVS41.18 - 40 5.00 - 0.210 12 P piece
HDVS41.19 - 40 5.00 - 0.270 12 P piece
HDVS41.20 - 40 5.00 - 0.350 12 P piece
HDVS41.25 - 40 5.00 - 0.250 12 P piece
HDVS41.26 - 40 5.00 - 0.360 12 P piece
HDVS41.27 - 40 5.00 - 0.290 12 P piece
HDVS41.28 - 40 5.00 - 0.290 12 P piece
HDVS41.31 - 40 5.00 - 0.340 12 P piece
HDVS41.36 - 40 5.00 - 0.210 12 P piece
HDVS41.37 - 40 5.00 - 0.470 12 P piece
HDVSCL41.37 - - 0.800 6 P piece
HDVS41.38 - 40 5.00 - 0.640 12 P piece
HDVS41.39 - 40 5.00 - 0.920 4 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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HDVS41.41-62
Assembly accessory clippable

Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVS41.41 - 40 5.00 - 0.370 12 P piece
HDVS41.42 - 40 5.00 - 0.330 12 P piece
HDVS41.43 - 40 8.00 - 0.200 12 P piece
HDVS41.44 - 40 5.00 - 0.145 24 P piece
HDVS41.45 - 40 3.00 - 0.100 12 P piece
HDVS41.46 - 40 6.00 - 0.135 12 P piece
HDVS41.54 - 40 5.00 - 1.100 6 P piece
HDVS41.55 - 40 5.00 - 1.100 6 P piece
HDVS41.56 - 40 5.00 - 0.800 6 P piece
HDVS41.57 - 40 5.00 - 0.800 6 P piece
HDVS41.58 - 40 5.00 - 1.400 6 P piece
HDVS41.59 - 40 5.00 - 1.554 6  piece
HDVS41.60 - 40 5.00 - 0.800 6  piece
HDVSCL41.60 - - 0.800 6 P piece
HDVS41.61 - 40 5.00 - 0.410 6  piece
HDVS41.62 - 40 5.00 134 0.448 6  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 

TIM
Threaded rod (DIN 975)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Reference Max. load (in daN)
TIM6 300
TIM8 550

TIM10 900
TIM12 1300

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TIM6 - M6 2000 0.177 100 P m
HD TIM8 - M8 2000 0.319 50 P m
HD TIM10 - M10 2000 0.500 50 P m
HD TIM12 - M12 2000 0.725 30 P m

Fix with:

HD M8 - - M8 - 0.005 100 P piece
HD M10 - - M10 - 0.010 100 P piece
HD M12 - - M12 - 0.017 100 P piece
HD RO8 - - M8 - 0.002 100 P piece
HD RO10 - - M10 - 0.004 100 P piece
HD RO12 - - M12 - 0.006 100 P piece
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VM6334
Coupling nut (DIN 6334)

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VM6 18 M6 - 0.009 50 P piece
- VM8 24 M8 - 0.021 50 P piece
- VM10 30 M10 - 0.042 50 P piece
- VM12 36 M12 - 0.059 50 P piece

To order per full packaging. 
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GM
Sliding nut for supporting profile

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD GM6 - M6 - 0.010 50 P piece
HD GM8 - M8 - 0.010 50 P piece

To order per full packaging. 
Fits in the rung of the cable ladders KL, HDKS and KLL(I). 

GM41
Sliding nut for supporting profile

For stepless fixing of the brackets on the ceiling profiles.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD GM41M6 - M6 - 0.026 50 P piece
HD GM41M8 - M8 - 0.030 50 P piece
HD GM41M10 - M10 - 0.040 50 P piece
HD GM41M12 - M12 - 0.040 50 P piece

To order per full packaging. 
Used with the profiles (HD)MP41.21 and (HD)MP41.41. 
Fits in the rung of the cable ladders KLM, KLW, KLZ. 

GMV41
Sliding nut spring supporting profile

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- GMV41M6 - M6 - 0.030 50 P piece
- GMV41M8 - M8 - 0.030 50 P piece
- GMV41M10 - M10 - 0.040 50 P piece
- GMV41M12 - M12 - 0.040 50 P piece

To order per full packaging. 
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B
Bolt (DIN 933)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD B6.20 - M6 20 0.006 100 P piece
HD B6.30 - M6 30 0.008 100 P piece
HD B8.20 - M8 20 0.012 100 P piece
HD B8.30 - M8 30 0.016 100 P piece
HD B8.40 - M8 40 0.019 100 P piece
HD B8.50 - M8 50 0.022 100 P piece
HD B8.70 - M8 70 0.028 100 P piece
HD B10.20 - M10 20 0.021 100 P piece
HD B10.30 - M10 30 0.027 100 P piece
HD B10.40 - M10 40 0.033 100 P piece
HD B10.80 - M10 80 0.053 100 P piece
HD B12.20 - M12 20 0.034 100 P piece
HD B12.30 - M12 30 0.040 100 P piece
HD B12.40 - M12 40 0.047 100 P piece
HD B12.50 - M12 50 0.058 100 P piece

To order per full packaging. 

RBK
Round head square neck bolt (DIN 603)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD RBK6.10 - M6 10 0.006 100  piece
HD RBK6.20 - M6 20 0.010 100  piece
HD RBK12.20 - M12 20 0.052 100 P piece

To order per full packaging. 
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M
Nut (DIN 934)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD M6 - M6 - 0.003 100 P piece
HD M8 - M8 - 0.005 100 P piece
HD M10 - M10 - 0.010 100 P piece
HD M12 - M12 - 0.017 100 P piece

To order per full packaging. 
According to EN 024-034. 

VM
Toothed round head bolt / flange nut

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VM4.40 - M4 40 0.005 100 P piece
HD VM6.10 - M6 10 0.008 100 P piece
HD VM6.20 - M6 20 0.009 100 P piece

- VM6.50 - M6 50 0.015 100 P piece
- VM8.16 - M8 16 0.021 100 P piece
- VM10.50 - M10 50 0.041 100 P piece

To order per full packaging. 
According to DIN 50 961. 

VMK
Round head square neck bolt / flange nut

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VMK6.10 - M6 - 0.009 100 P piece
- VMK8.15 - M8 - 0.021 100 P piece

HD VMK12.20 - M12 - 0.073 100 P piece

To order per full packaging. 
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RB
Toothed round head bolt

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD RB6.10 - M6 10 0.004 100  piece
HD RB6.20 - M6 20 0.006 100  piece

To order per full packaging. 

RM
Flange nut (DIN 6923)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD RM6 - M6 - 0.003 100  piece
HD RM8 - M8 - 0.007 100  piece
HD RM10 - M10 - 0.013 100  piece
HD RM12 - M12 - 0.021 100  piece

To order per full packaging. 

CRO
Flat giant washer (DIN 9021)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD CRO6 - M6 - 0.003 100 P piece
HD CRO8 - M8 - 0.006 100 P piece
HD CRO10 - M10 - 0.012 100 P piece
HD CRO12 - M12 - 0.027 100 P piece

To order per full packaging. 
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RO
Giant washer (DIN 125-1 A)

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- RO4 - M4 - 0.001 100 P piece
- RO6 - M6 - 0.001 100 P piece

HD RO8 - M8 - 0.002 100 P piece
HD RO10 - M10 - 0.004 100 P piece
HD RO12 - M12 - 0.006 100 P piece

To order per full packaging. 

ROTD
Vibration damping washer

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- ROTD8 9 32 12.00 - 0.012 20 P piece

To order per full packaging. 

VSSPRAY
Galvaspray 400 ml

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VSSPRAY - - 0.450 12 P piece

To order per full packaging. 
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RBS
Edge protection

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- RBS075.250 - - 0.035 100 P m

To order per 10 m.
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CSL
Technical information
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CCLI
Technical information
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WSUN
Technical information

WKCL
Technical information
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WKMPCL41.41
Technical information
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WKUMPCL41.41
Technical information



TECHNICAL INFORMATION

2019MOUNTING SYSTEMS

5

5-292

HDWKM
Technical information

HDWKMD
Technical information
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HDUKPIM
Technical information
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HDHSLECL
Technical information

HDHSLDCL
Technical information
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HSLE3
Technical information
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HSMES
Technical information
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HSMD
Technical information
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HDTSU
Technical information
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HDHSIZ
Technical information

HDSKP
Technical information
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HDIPL06
Technical information

HDIPL10
Technical information
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HDSKIPE
Technical information

Z25
Technical information
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SKPE
Technical information
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SKPD
Technical information
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VS41
Technical information
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HDVS41.00-39
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Uniform concrete floor systems

Covers for raised floor, not water resistant

Covers for concrete floor, water resistant

Covers for concrete floor, not  water resistant
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VGI 
VGI28 Floor trunking with integrated ends 6-315
VGI38 Floor trunking with integrated ends 6-316
VGI48 Floor trunking with integrated ends 6-316

VGLI 
VGLI28 Floor trunking light integrated ends 6-317
VGLI38 Floor trunking light integrated ends 6-317
VGLI48 Floor trunking light integrated ends 6-318

UNIFORM FLOOR SYSTEM
VSB Rising / low elbow for floor trunking 6-318
VK Joining piece for floor trunking 6-319
VE End piece for floor trunking 6-319
NEO Universal floorbox 6-320
VEVV Form element 6-321
VERV Form element round 6-321
VEVP Form element for polished concrete 6-322
VERP Form element round for polished concrete 6-322

COVERS for CONCRETE FLOOR, not water resistant

CARPET | LINOLEUM | VINYL
BDVKK2 Blind cover rectangular, universal 6-325
KDVKK2 Hinged cover rectangular, universal 6-326
BDVKK3 Blind cover square, universal 6-327
KDVKK3 Hinged cover square, universal 6-328
BDRKK3 Blind cover round, universal 6-329
KDRKK3 Hinged cover round, universal 6-330

PARQUET | TILE | EPOXY
KDVIT2 Hinged cover rectangular, Stainl. steel 6-331
KDVIRK2 Hinged cover rectangular, with border 6-332
KDVIT3 Hinged cover square, stainless steel 6-333
KDVITV3 Hinged cover square flat stainless steel 6-334
KDVIRK3 Hinged cover square, with border 6-335
DRIT3 Blind cover round with cable output 6-336

COVERS for CONCRETE FLOOR, water resistant

TILE | EPOXY | POLISHED CONCRETE
BDVITWD2 Blind cover rectangular, water resistant 6-339
BDVITWD3 Blind cover square, water resistant 6-340
DVITWD3 Tile-cassette square, water resistant 6-341
DVITWDV3 Hinged cover square flat water resistant 6-342
KDVITWD3 Hinged cover square, water resistant 6-343
KDVITWDV3 Hinged cover square flat water resistant 6-344
BDRITWD3 Blind cover round, water resistant 6-345
DRITWD3 Cover round, watertight cable outlet 6-346
KUWDT Tube for water resistant cable exit 6-347

COVERS for RAISED FLOOR, not water resistant

CARPET | LINOLEUM | VINYL | PARQUET 
BDVKK2 Blind cover rectangular, universal 6-351
KDVKK2 Hinged cover rectangular, universal 6-352
KDVIRK2 Hinged cover rectangular, with border 6-353
BDVKK3 Blind cover square, universal 6-354
KDVKK3 Hinged cover square, universal 6-355
KDVIRK3 Hinged cover square, with border 6-356
BDRKK3 Blind cover round, universal 6-357
KDRKK3 Hinged cover round, universal 6-358

FLUSH FLOOR TRUNKING SYSTEM

OVG
OVG Open flush floor trunking 6-362
OVGBP Bottom plate for OVG450.4 6-362
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OVG COVER
DOVG Cover for flush floor trunking 6-363
DOVGV.2 Cover for flush floor trunking 6-363
DOVGV.3 Cover for flush floor trunking 6-363
DOVGR.3 Cover for flush floor trunking 6-364

OVG ACCESSORIES
OVGB Bend for flush floor trunking 6-364
OVGT T-piece for flush floor trunking 6-364
OVGK Cross piece for flush floor trunking 6-365
OVGE End part for flush floor trunking 6-365
KDVKK2 Hinged cover rectangular, universal 6-366
KDVIRK2 Hinged cover rectangular, with border 6-367
KDVKK3 Hinged cover square, universal 6-368
KDVIRK3 Hinged cover square, with border 6-369
KDRKK3 Hinged cover round, universal 6-370
OVGZ Universal side for flush floor trunking 6-371
OVGP Extrusion profile flush floor trunking 6-371
OVGTR Crossbar for flush floor trunking 6-371
OVGVST Bottom for flush floor trunking 6-372
OVGAN Screed anchor for flush floor trunking 6-372
OVGTAP Carpet border for flush floor trunking 6-372
OVGHV Connection angle for flush trunking 6-373
OVGEQ Earth conductor clamp for flush trunking 6-373
OVGEQH Earth conductor clamp for flush trunking 6-373
SLOS Division plate free 6-374

TECHNICAL INFORMATION 6-375

ACCESSORIES

ACCESSORIES
NEOT Supporting Alu-frame 6-382
NEOAVT Anchor base NEO 6-382
NEOTVT Support NEOT 6-382
AM Extension Nut 6-383
OHE Packer floorcover 6-384
IOK Filler edge for cover 6-384
KDVIZ Kit for heavy load 6-385
BDVIZ Kit for heavy load 6-385
TSBU Apparatus cup universal 6-386
TSBU45 Apparatus cup 45 6-386
TSBU50 Apparatus cup 50 6-387
TSBUD Apparatus cup angular 6-387
ADPU Coverplate for TSBU 6-388
ADPUB Baseplate for TSBU 6-388
ADSU Cap 6-389
SSBU Divider plate TSBU 6-389
IDP Fixing plate ADPUD 6-390
GBP Blind plate 6-390
TSBL Low profile apparatus box 6-391
ASTSBL Adapter piece Low profile apparatus box 6-391
MK Silicon box 6-392
OV Degreaser 6-392

TECHNICAL INFORMATION 6-393
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VGI28
Floor trunking with integrated ends

With 2 or 3 compartments.
Thickness cover 1,50 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGI28.170S1 28 170 3000 4.968 150  m
- VGI28.170S2 28 170 3000 5.467 150  m
- VGI28.250S1 28 250 3000 6.538 150  m
- VGI28.250S2 28 250 3000 7.241 150  m
- VGI28.350S1 28 350 3000 8.500 150  m
- VGI28.350S2 28 350 3000 9.471 150  m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented.
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VGI38
Floor trunking with integrated ends

With 2 or 3 compartments.
Thickness cover 1,50 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGI38.170S1 38 170 3000 5.282 150  m
- VGI38.170S2 38 170 3000 5.860 150  m
- VGI38.250S1 38 250 3000 6.852 150  m
- VGI38.250S2 38 250 3000 7.634 150 P m
- VGI38.350S1 38 350 3000 8.814 150  m
- VGI38.350S2 38 350 3000 9.863 150 P m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented.

VGI48
Floor trunking with integrated ends

With 2 or 3 compartments.
Thickness cover 1,50 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGI48.170S1 48 170 3000 5.596 150  m
- VGI48.170S2 48 170 3000 6.252 150  m
- VGI48.250S1 48 250 3000 7.166 150  m
- VGI48.250S2 48 250 3000 8.026 150  m
- VGI48.350S1 48 350 3000 9.128 150  m
- VGI48.350S2 48 350 3000 10.256 150  m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented. 
 
 
 
 
 
 
 
 
 
.
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VGLI28
Floor trunking light integrated ends

With 2 or 3 compartments.
Thickness cover 1,00 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGLI28.170S1 28 170 3000 3.976 150  m
- VGLI28.170S2 28 170 3000 4.475 150  m
- VGLI28.250S1 28 250 3000 5.232 150 P m
- VGLI28.250S2 28 250 3000 5.935 150  m
- VGLI28.350S1 28 350 3000 6.802 150  m
- VGLI28.350S2 28 350 3000 7.772 150 P m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented.

VGLI38
Floor trunking light integrated ends

With 2 or 3 compartments.
Thickness cover 1,00 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGLI38.170S1 38 170 3000 4.211 150  m
- VGLI38.170S2 38 170 3000 4.789 150  m
- VGLI38.250S1 38 250 3000 5.467 150 P m
- VGLI38.250S2 38 250 3000 6.249 150  m
- VGLI38.350S1 38 350 3000 7.037 150  m
- VGLI38.350S2 38 350 3000 8.086 150 P m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented.
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VGLI48
Floor trunking light integrated ends

With 2 or 3 compartments.
Thickness cover 1,00 mm
Thickness trunk 1,00 mm
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- VGLI48.170S1 48 170 3000 4.447 150  m
- VGLI48.170S2 48 170 3000 5.103 150  m
- VGLI48.250S1 48 250 3000 5.703 150  m
- VGLI48.250S2 48 250 3000 6.563 150  m
- VGLI48.350S1 48 350 3000 7.273 150  m
- VGLI48.350S2 48 350 3000 8.400 150  m

Tested according EN 50085-2-2. 
In total 16 predrilled fixing points available per length. 
No additional pieces needed for equipotential connection. 
The product is patented.

VSB
Rising / low elbow for floor trunking

With 2 or 3 compartments.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VSB28.170S1 28 170 - 0.600 1  piece
- VSB28.170S2 28 170 - 0.650 1  piece
- VSB28.250S1 28 250 - 0.750 1  piece
- VSB28.250S2 28 250 - 0.800 1  piece
- VSB28.350S1 28 350 - 1.000 1  piece
- VSB28.350S2 28 350 - 1.050 1  piece
- VSB38.170S1 38 170 - 0.600 1  piece
- VSB38.170S2 38 170 - 0.650 1  piece
- VSB38.250S1 38 250 - 0.800 1  piece
- VSB38.250S2 38 250 - 0.850 1  piece
- VSB38.350S1 38 350 - 1.000 1  piece
- VSB38.350S2 38 350 - 1.100 1  piece
- VSB48.170S1 48 170 - 0.600 1  piece
- VSB48.170S2 48 170 - 0.700 1  piece
- VSB48.250S1 48 250 - 0.750 1  piece
- VSB48.250S2 48 250 - 0.850 1  piece
- VSB48.350S1 48 350 - 1.050 1  piece
- VSB48.350S2 48 350 - 1.150 1  piece

Tested according EN 50085-2-2. 
To connect the galvanised floor trunking with a rising trunking. 
Also useful as a low piece.
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VK
Joining piece for floor trunking

To couple two trunkings.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VK28.170 28 170 - 0.266 12 P piece
- VK28.250 28 250 - 0.331 12 P piece
- VK28.350 28 350 - 0.411 12 P piece
- VK38.170 38 170 - 0.282 12 P piece
- VK38.250 38 250 - 0.347 12 P piece
- VK38.350 38 350 - 0.427 12 P piece
- VK48.170 48 170 - 0.298 12 P piece
- VK48.250 48 250 - 0.363 12 P piece
- VK48.350 48 350 - 0.443 12 P piece

Tested according EN 50085-2-2. 
To order per full packaging.

VE
End piece for floor trunking

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VE28.170 30 165 - 0.080 1  piece
- VE28.250 30 245 - 0.110 1  piece
- VE28.350 30 345 - 0.160 1  piece
- VE38.170 40 165 - 0.100 1  piece
- VE38.250 40 245 - 0.140 1  piece
- VE38.350 40 345 - 0.180 1  piece
- VE48.170 50 165 - 0.110 1  piece
- VE48.250 50 245 - 0.160 1  piece
- VE48.350 50 345 - 0.220 1  piece

Tested according EN 50085-2-2.
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6-320

NEO
Universal floorbox

For all widths and heights of floor trunkings. 
For square, rectangular and round cover set.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- NEO 48 490 490 4.150 1 P piece

Tested to EN 50085-2-2. 
 
Side panels are equipped with break-away surfaces for Ø 16 mm for assembly with pipes. 
Provided with 4 alignment marks. 
Bottom plate is provided with earthing clamp. 
 
Height is adjustable to suit the height of trunking, 28, 38 or 48 mm. 
Side panels are cut and folded to suit the width of the trunking. 
A form element, type VEVV or VERV, is required to install the floor box. 
Minimum height of the screed: 65mm
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6-321

VEVV
Form element

Delivered with reinforcing plates.

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VEVV2 275 190 270 0.700 12 P piece
- VEVV3 275 270 270 0.800 12 P piece

Standard height: 137 mm on top of the NEO 
For additional height: extra form elements required (height 68mm/piece): VEVV2: VEVVS2, VEVV3: 
VEVVS3.

To order per full packaging. 
Height screed: max. 298 mm 
 
VEVV2: For rectangular cover set 
- BDVKK2 
- KDVKK2 
- KDVIT2 
- KDVIRK2 
- BDVITWD2 
 
VEVV3: For square cover set 
- BDVKK3 
- KDVKK3 
- KDVIT3, KDVITV3 
- KDVIRK3 
- BDVITWD3 
- KDVITWD3, KDVITWDV3 
- DVITWD3, DVITWDV3

VERV
Form element round

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VERV3 265 330 330 0.900 12 P piece

Standard height: 130 mm on top of the NEO.
For additional height: extra form elements required (height 65 mm/piece): VERVS3. 

To order per full packaging. 
Height screed: max. 298 mm 
 
VERV3: For round cover set 
- BDRKK3 
- KDRKK3 
- BDRITWD3 
- DRITWD3 
- DRIT3
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6-322

VEVP
Form element for polished concrete

To be fixed with the NEOT, VEVV, NEO.
Standard finish expanded polystyrene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VEVP2 - 189 264 0.211 1  piece
- VEVP3 - 264 264 0.231 1 P piece

Mounted on the NEOT3 that is supplied with the cover at walking floor height. 
VEVP2: For rectangular cover set 
- KDVIT2 
- BDVITWD2 
 
VEVP3: For square cover set 
- KDVIT3, KDVITV3 
- BDVITWD3 
- KDVITWD3, KDVITWDV3 
- DVITWD3, DVITWDV3

VERP
Form element round for polished concrete

Standard finish expanded polystyrene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VERP3 - - 0.244 1  piece

Fix with:

- NEOT - - - - - -  -

To be fixed with the NEOT, VERV, NEO. 
For round cover set 
- BDRITWD3 
- DRITWD3 
- DRIT3
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Covers for concrete floor, not  water resistant
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6-325

BDVKK2
Blind cover rectangular, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVKK2.5-7011 - 192 267 1.750 6 P piece
- BDVKK2.5-9011 - 192 267 1.750 6 P piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEVB2.2 and/or 
OHEVB2.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
For use in dry floors only.
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6-326

KDVKK2
Hinged cover rectangular, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK2.5-7011 - 192 267 1.650 6 P piece
- KDVKK2.5-9011 - 192 267 1.650 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV2.2 and/or 
OHEV2.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover must not be earthed. 
 
For use in dry floors only.
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6-327

BDVKK3
Blind cover square, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVKK3.5-7011 - 267 267 2.300 6 P piece
- BDVKK3.5-9011 - 267 267 2.300 6 P piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEVB3.2 and/or 
OHEVB3.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
For use in dry floors only.
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6-328

KDVKK3
Hinged cover square, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK3.5-7011 - 267 267 2.200 6 P piece
- KDVKK3.5-9011 - 267 267 2.200 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV3.2 and/or 
OHEV3.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and 2 cable organisers.  
Hinged cover must not be earthed.  
 
For use in dry floors only. 
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6-329

BDRKK3
Blind cover round, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDRKK3.5-7011 - 327 327 2.400 6 P piece
- BDRKK3.5-9011 - 327 327 2.400 6 P piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHER3.2 and/or 
OHER3.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
For use in dry floors only.
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KDRKK3
Hinged cover round, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDRKK3.5-7011 - 327 327 2.450 6 P piece
- KDRKK3.5-9011 - 327 327 2.450 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHER3.2 and/or 
OHER3.5. 
 
Can be fixed through included universal clamps in screed floor. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and 2 cable organisers. 
Hinged cover must not be earthed. 
 
For use in dry floors only. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
.
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KDVIT2
Hinged cover rectangular, Stainl. steel

Build-in frame + tileframe + cable outlet + alu frame
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIT2 - 192 267 2.500 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Depth of floor covering can be reduced by fitting packers OHEV2.2 and/or OHEV2.5. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT2. 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
A reinforcement kit KDVIZ2 is available to support heavy loads. 
 
For use in dry floors only.
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6-332

KDVIRK2
Hinged cover rectangular, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK2 - 192 267 2.125 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
Depth of floor covering can be reduced by fitting packers OHEV2.2 and/or OHEV2.5 
 
Can be fixed through included universal clamps in screed floor. 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
A reinforcement kit KDVIZ2 is available to support heavy loads. 
 
For use in dry floors only.
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6-333

KDVIT3
Hinged cover square, stainless steel

Build-in frame + tileframe + cable outlet + alu frame
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIT3 - 267 267 3.100 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
Depth of floor covering can be reduced by fitting packers OHEV3.2 and/or OHEV3.5. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Hinged cover is provided with 2 cable outlets with integrated push lever and 2 cable organisers. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
A reinforcement kit KDVIZ3 is available to support heavy loads. 
 
For use in dry floors only.
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6-334

KDVITV3
Hinged cover square flat stainless steel

Build-in frame + tileframe + cable outlet + alu frame
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Flat
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVITV3 - 267 267 3.350 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Hinged cover is provided with 2 cable outlets with integrated push lever and 2 cable organisers. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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6-335

KDVIRK3
Hinged cover square, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK3 - 267 267 2.675 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
Depth of floor covering can be reduced by fitting packers OHEV3.2 and/or OHEV3.5 
 
Can be fixed through included universal clamps in screed floor. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and 2 cable organisers. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
A reinforcement kit KDVIZ3 is available to support heavy loads. 
 
For use in dry floors only.
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6-336

DRIT3
Blind cover round with cable output

Build-in frame + tileframe + cable outlet + alu frame
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DRIT3 - 267 267 2.825 1 P piece

Tested to EN 50085-2-2. 
 
Cover for 3 compartments. 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
 
Cover is provided with 1 cable outlets with integrated push lever and cable organiser. 
Cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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Covers for concrete floor, water resistant
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6-339

BDVITWD2
Blind cover rectangular, water resistant

Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVITWD2 - 192 267 2.250 1 P piece

Tested to EN 50085-2-2. 
 
Depth of floor covering can be reduced by fitting packers OHEVB2.2 and OHEVB2.5. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT2. 
Mounting without hinges. 
Cover can be mounted into cover frame in 2 directions. 
A reinforcement kit BDVIZ2 is available to support heavy loads. 
 
Ideal for wet areas.
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6-340

BDVITWD3
Blind cover square, water resistant

Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVITWD3 - 267 267 2.750 1 P piece

Tested to EN 50085-2-2. 
 
Depth of floor covering can be reduced by fitting packers OHEVB3.2 and/or OHEVB3.5. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Mounting without hinges. 
Cover can be mounted into cover frame in 4 directions. 
 
A reinforcement kit is available to support heavy loads BDVIZ3. 
 
Ideal for wet areas.
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6-341

DVITWD3
Tile-cassette square, water resistant

Build-in frame + tileframe + water resistant cable outlet + alu frame + tube cover key
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 23
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DVITWD3 - 267 267 3.100 1 P piece

Tested to EN 50085-2-2. 
 
Cover for 3 compartments. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Mounting without hinges. 
Cover can be mounted into cover frame in 4 directions. 
Cover is provided with a watertight cable exit and an aluminium screwcover. This can be extended with a 
cable exit tube (KUWDT) which guarantees watertightness when in use. 
Cover is provided with an earthing strip between cover and frame. 
 
Ideal for wet areas.
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6-342

DVITWDV3
Hinged cover square flat water resistant

Build-in frame + tileframe + water resistant cable outlet + alu frame + tube cover key
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 23
Non-active condition IP 53
Depth of floor covering Flat
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DVITWDV3 - 267 267 4.800 1 P piece

Tested to EN 50085-2-2. 
 
Cover for 3 compartments. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Mounting without hinges. 
Cover can be mounted into cover frame in 4 directions. 
Cover is provided with a watertight cable exit and an aluminium screwcover. This can be extended with a 
cable exit tube (KUWDT) which guarantees watertightness when in use. 
Cover is provided with an earthing strip between cover and frame. 
 
Ideal for wet areas.
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6-343

KDVITWD3
Hinged cover square, water resistant

Build-in frame + tileframe + water resistant cable outlet + alu frame + tube cover key
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 23
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVITWD3 - 267 267 3.800 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Cover can be mounted into cover frame in 1 direction. 
Hinged cover is provided with a watertight cable exit and an aluminium screwcover. This can be extended 
with a cable exit tube (KUWDT) which guarantees watertightness when in use. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
Ideal for wet areas.
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6-344

KDVITWDV3
Hinged cover square flat water resistant

Build-in frame + tileframe + water resistant cable outlet + alu frame + tube cover key
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 23
Non-active condition IP 53
Depth of floor covering Flat
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVITWDV3 - 267 267 4.800 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Cover can be mounted into cover frame in 1 direction. 
Hinged cover is provided with a watertight cable exit and an aluminium screwcover. This can be extended 
with a cable exit tube (KUWDT) which guarantees watertightness when in use. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
Ideal for wet areas.
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6-345

BDRITWD3
Blind cover round, water resistant

Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDRITWD3 - 327 327 2.825 1 P piece

Tested to EN 50085-2-2. 
 
Depth of floor covering can be reduced by fitting packers OHER3.2 and/or OHER3.5. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Mounting without hinges. 
 
Ideal for wet areas.
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6-346

DRITWD3
Cover round, watertight cable outlet

Build-in frame + tileframe + water resistant cable outlet + alu frame + tube cover key
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 23
Non-active condition IP 53
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DRITWD3 - 327 327 3.350 1 P piece

Tested to EN 50085-2-2. 
 
Cover for 3 compartment boxes. 
 
Can be leveled by adjusting 4 bolts on included alu-frame NEOT3. 
Mounting without hinges. 
Cover is provided with a watertight cable exit and an aluminium screwcover. This can be extended with a 
cable exit tube (KUWDT) which guarantees watertightness when in use. 
Cover is provided with an earthing strip between cover and frame. 
 
Ideal for wet areas.
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6-347

KUWDT
Tube for water resistant cable exit

For water resistant covers 
Standard finish Aluminium

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KUWDT - - 0.170 1 P piece

Tested to EN 50085-2-2. 
 
Can be screwed into alu-ring of cover. 
The tube protects against ingress of water to a depth of 30mm. 
The tube is covered with the aluminium screw-on cover of the cover. 
This cover protects against ingress of water coming from all directions. 
When not in use, the tube can be stored underneath the aluminium ring of the cover.
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Covers for raised floor, not water resistant
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6-351

BDVKK2
Blind cover rectangular, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVKK2.5-7011 - 192 267 1.750 6 P piece
- BDVKK2.5-9011 - 192 267 1.750 6 P piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEVB2.2 and/or 
OHEVB2.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x195 mm (with a tolerance of -1 mm to +2 mm). 
- Clamp range between 25 and 45 mm 
 
For use in dry floors only.
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6-352

KDVKK2
Hinged cover rectangular, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK2.5-7011 - 192 267 1.650 6 P piece
- KDVKK2.5-9011 - 192 267 1.650 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV2.2 and/or 
OHEV2.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x195 mm (with a tolerance of -1 mm to +2 mm). 
- Clamp range between 25 and 45 mm 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover must not be earthed. 
 
For use in dry floors only.
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6-353

KDVIRK2
Hinged cover rectangular, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK2 - 192 267 2.125 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Depth of floor covering can be reduced by fitting packers OHEV2.2 and/or OHEV2.5 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x195 mm (with a tolerance of -1 mm to +2 mm). 
- clamp range between 25 and 45 mm 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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6-354

BDVKK3
Blind cover square, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVKK3.5-7011 - 267 267 2.300 6 P piece
- BDVKK3.5-9011 - 267 267 2.300 6 P piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEVB3.2 and/or 
OHEVB3.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x270 mm (with a tolerance of -1 mm to +2 mm). 
- Clamping range 25 to 50 mm 
 
For use in dry floors only.



COVERS FOR RAISED FLOOR, NOT WATER RESISTANT

FLOOR INSTALLATIONS2019

6

6-355

KDVKK3
Hinged cover square, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK3.5-7011 - 267 267 2.200 6 P piece
- KDVKK3.5-9011 - 267 267 2.200 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV3.2 and/or 
OHEV3.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x270 mm (with a tolerance of -1 mm to +2 mm). 
- Clamping range 25 to 50 mm 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser.  
Hinged cover must not be earthed.  
 
For use in dry floors only. 
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6-356

KDVIRK3
Hinged cover square, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK3 - 267 267 2.675 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Depth of floor covering can be reduced by fitting packers OHEV3.2 and/or OHEV3.5 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels 270x270 mm (with a tolerance of -1 mm to +2 mm). 
- Clamp range between 25 and 50 mm 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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6-357

BDRKK3
Blind cover round, universal

Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDRKK3.5-7011 - 327 327 2.400 6 P piece
- BDRKK3.5-9011 - 327 327 2.400 6  piece

Tested to EN 50085-2-2. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHER3.2 and/or 
OHER3.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels diameter 330 mm (with a tolerance of -1 mm to +2 mm). 
- Clamp range between 25 and 50 mm. 
 
For use in dry floors only.
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6-358

KDRKK3
Hinged cover round, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDRKK3.5-7011 - 327 327 2.450 6 P piece
- KDRKK3.5-9011 - 327 327 2.450 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHER3.2 and/or 
OHER3.5. 
 
Can be fixed through included universal clamps in raised floor panels. 
- Cut-outs in the floor panels diameter 330 mm (with a tolerance of -1 mm to +2 mm). 
- Clamp range between 25 and 50 mm 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser. 
Hinged cover must not be earthed. 
 
For use in dry floors only.
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FLOOR INSTALLATIONS

Flush floor trunking system
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6-362

OVG
Open flush floor trunking

Ideal for frequent addition or removal of cables. For both new constructions and renovations.
To order till height 150 mm

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- OVG250.3 - 250 2400 9.406 24 P m
- OVG350.3 - 350 2400 11.986 24 P m
- OVG450.4 - 450 2400 19.228 24 P m

The technical information for this product can be found at the end of this chapter.
Tested according EN 50085-2-2. 
- Used in screeded floors to be finished with carpet or vinyl. 
- Levelling range: 55 to 110 mm. 
- Hinged covers can be mounted from levelling height 70 mm. 
- Universal side for all levelling heights. 
- Straightforward assembly of accessories with plastic corner connector. 
 
Each flush floor trunking comes standard with the following products: 
- 2 Extrusion profile (OVGP) 
- 2 Universal sides (OVGZ) 
- 3 Cross bars (OVGTR) 
- 2 Carpet borders (OVGTAP)* 
- 3 Sealed covers (DOVG) 
- 6 Levelling pieces 
- 12 Taperedhead metal screws (ST48x25) 
- 6 Screed anchor (OVGAN) 
- 12 Tapered head bolts (BZ5.16) 
- 6 Levelling screws 
- 2 Baseplates (OVGVST) 
- 4x ST48x22 
* Gauge of OVGTAP depends on the gauge of the cover.

OVGBP
Bottom plate for OVG450.4

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGBP250 - 380 1250 2.775 10 P piece
- OVGBP350 - 480 1250 3.506 10 P piece
- OVGBP450 - 580 1250 4.238 10 P piece

To order per full packaging.



FLUSH FLOOR TRUNKING SYSTEM

FLOOR INSTALLATIONS2019

6

6-363

DOVG
Cover for flush floor trunking

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOVG250.3 - 250 3.00 800 4.725 1  piece
- DOVG350.3 - 350 3.00 800 6.603 1  piece
- DOVG450.4 - 450 4.00 800 12.218 1  piece

DOVGV.2
Cover for flush floor trunking

For hinged cover KDVKK2 and KDVIRK2.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOVGV250.3.2 - 250 3.00 800 3.313 1  piece

Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. Replace the cover where 
you want to mount the flush mounting unit with a cover for the relevant flush mounting unit. Place the flush 
mounting unit in the opening provided. Fasten the flush mounting unit by tightening the clamps.

DOVGV.3
Cover for flush floor trunking

For hinged cover KDVKK3 and KDVIRK3.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOVGV350.3.3 - 350 3.00 800 4.783 1  piece
- DOVGV450.4.3 - 450 4.00 800 8.843 1  piece

Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. Replace the cover where 
you want to mount the flush mounting unit with a cover for the relevant flush mounting unit. Place the flush 
mounting unit in the opening provided. Fasten the flush mounting unit by tightening the clamps.
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6-364

DOVGR.3
Cover for flush floor trunking

For hinged cover KDRKK3.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOVGR450.4.3 - 450 4.00 800 9.450 1  piece

Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. Replace the cover where 
you want to mount the flush mounting unit with a cover for the relevant flush mounting unit. Place the flush 
mounting unit in the opening provided. Fasten the flush mounting unit by tightening the clamps.

OVGB
Bend for flush floor trunking

Connection angle (OVGHV) + end part (OVGE) + crossbar + 2 earth conductors (OVGEQ - OVGEQH).

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGB250.3 - 250 - 1.011 1 P piece
- OVGB350.3 - 350 - 1.307 1 P piece
- OVGB450.4 - 450 - 1.661 1 P piece

The technical information for this product can be found at the end of this chapter.

OVGT
T-piece for flush floor trunking

2 connection angles (OVGHV) + crossbar + 2 earth conductor clamps (OVGEQH)

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGT250.3 - 250 - 0.466 1 P piece
- OVGT350.3 - 350 - 0.799 1 P piece
- OVGT450.4 - 450 - 1.073 1 P piece

The technical information for this product can be found at the end of this chapter.
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6-365

OVGK
Cross piece for flush floor trunking

4 connection angles (OVGHV) + 2 crossbars + 4 earth conductor clamps (OVGEQH)

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGK250.3 - 250 - 1.166 1 P piece
- OVGK350.3 - 350 - 1.598 1 P piece
- OVGK450.4 - 450 - 2.146 1 P piece

The technical information for this product can be found at the end of this chapter.

OVGE
End part for flush floor trunking

2 connection angles (OVGHV) + end part + bottom (OVGVST) + 2 earthing straps.

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGE250.3 - 250 - 0.438 1 P piece
- OVGE350.3 - 350 - 0.518 1 P piece
- OVGE450.4 - 450 - 0.598 1 P piece

The technical information for this product can be found at the end of this chapter.
For sealing the end of your open flush floor trunking. 
 
These are slide into the conduit using the 2 plastic corner connectors. Level it so that the unit is properly 
supported. Connect the earthing cables.
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6-366

KDVKK2
Hinged cover rectangular, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK2.5-7011 - 192 267 1.650 6 P piece
- KDVKK2.5-9011 - 192 267 1.650 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV2.2 and/or 
OHEV2.5. 
 
Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover must not be earthed. 
 
For use in dry floors only.
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6-367

KDVIRK2
Hinged cover rectangular, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK2 - 192 267 2.125 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 2 compartments. 
 
Depth of floor covering can be reduced by fitting packers OHEV2.2 and/or OHEV2.5 
 
Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. 
 
Hinged cover is provided with 1 cable outlet with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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6-368

KDVKK3
Hinged cover square, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVKK3.5-7011 - 267 267 2.200 6 P piece
- KDVKK3.5-9011 - 267 267 2.200 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHEV3.2 and/or 
OHEV3.5. 
 
Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser.  
Hinged cover must not be earthed.  
 
For use in dry floors only. 
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KDVIRK3
Hinged cover square, with border

Build-in frame with border + tileframe + cable outlet 
Max. load 2000 N (small surface area)
Max. load 3000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Max. 26 mm
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIRK3 - 267 267 2.675 1 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Depth of floor covering can be reduced by fitting packers OHEV3.2 and/or OHEV3.5 
 
Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser. 
Hinged cover is provided with an earthing strip between cover and frame. 
 
For use in dry floors only.
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6-370

KDRKK3
Hinged cover round, universal

Build-in frame + hinged cover + cable outlet unit
Color grey RAL 7011 / Black RAL 9011
Max. load 1500 N (small surface area)
Max. load 2000 N (large surface area)
Active condition IP 20
Non-active condition IP 30
Depth of floor covering Min. 5 mm - Max. 12 mm
Thickness steel plate 3 mm
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDRKK3.5-7011 - 327 327 2.450 6 P piece
- KDRKK3.5-9011 - 327 327 2.450 6 P piece

Tested to EN 50085-2-2. 
 
Hinged cover for 3 compartments. 
 
Standard depth of floor covering is 5 mm and can be reduced by fitting packers OHER3.2 and/or 
OHER3.5. 
 
Replace the clamps of the hinged cover by the enclosed clamps of the DOVG. 
 
Hinged cover is provided with 2 cable outlets with integrated push lever and cable organiser. 
Hinged cover must not be earthed. 
 
For use in dry floors only.
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OVGZ
Universal side for flush floor trunking

Color Black RAL 9011
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- OVGZ - 2400 0.370 24  m

OVGP
Extrusion profile flush floor trunking

Standard finish Aluminium

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- OVGP4 - 2400 0.803 24  m

OVGTR
Crossbar for flush floor trunking

Additional support to mount the covers.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGTR250 - 250 - 0.430 10  piece
- OVGTR350 - 350 - 0.616 10  piece
- OVGTR450 - 450 - 0.804 10  piece

To order per full packaging. 
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6-372

OVGVST
Bottom for flush floor trunking

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGVST - - 0.110 1  piece

To order per full packaging. 

OVGAN
Screed anchor for flush floor trunking

Color black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGAN - - 0.010 1  piece

OVGTAP
Carpet border for flush floor trunking

Color Black RAL 9011
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- OVGTAP3 - 2400 0.090 24  m
- OVGTAP4 - 2400 0.100 24  m

OVGTAP3 for OVG250.3 and OVG350.3. 
OVGTAP4 for OVG450.4.
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OVGHV
Connection angle for flush trunking

Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGHV - - 0.010 1  piece

OVGEQ
Earth conductor clamp for flush trunking

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGEQ - - 0.020 1  piece

OVGEQH
Earth conductor clamp for flush trunking

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OVGEQH - - 0.020 1  piece
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SLOS
Division plate free

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD SLOS35 35 3000 0.330 150 P m
HD SLOS60 60 3000 0.511 120 P m
HD SLOS85 85 3000 0.680 60 P m
HD SLOS110 110 3000 0.820 30 P m
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OVG
Technical information

1) Slip the OVGZ (a) into the chamber (b) of the OVGPR (c). A levelling range of 55-80 mm is obtained by placing the OVGZ with its longest side 
on the ground. A levelling range of 80-110 mm is obtained by placing the OVGZ with its shortest side on the ground.  
 
2) Mount 3 OVGVSTs (d) per OVGPR (c). The 2 OVGVST provided with a baseplate (e) are mounted at the end where an OVGTR (f) has been 
placed. These 2 OVGVST must be positioned so that they overlap the duct with half of their length. The preassembled baseplates (e) must 
about against the OVGZ (a). Mount the other OVGVST at intervals of 800 mm. Extra OVGVSTs can be easily added by hooking them into the slot 
provided (g) in the OVGPR.  
 
3) The 2 OVGVST which overlap the duct, will be used for coupling with the abutting length.  
 
4) Determine how you will use the OVGTAP 3 (h): flush mounted or not. Turn levelling screws (i) to the right for levelling up. Turn levelling screws (i) 
to the left for levelling down. Hook the OVGAN (j) into the slot (g) in the OVGPR. Make sure to seal up any openings with adhesive tape.  
 
5) The system can now be filled with screed (m) and subsequently finished (l). 
 
Remark 
! To obtain a levelling height of less than 80 mm, shorten the levelling screws to below the top of the aluminium section (k) before pouring the 
screed (m).  
! Note: when laying or removing cables we advise you not to remove the traverses between the aluminium sections.
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OVGB
Technical information

1. Remove the length stated in the table from the aluminium profile (a) and the side section (b). Remove a section from the carpet surround that is 
12 mm shorter. Move the traverse section (d) of the end section so that it is positioned between the two profiles and fasten with the two screws (e). 
Reposition the feet (f) as shown in the drawing. 
 
2. Position the earthing strap under corner (i) along with the plastic corner connector (h) in the aluminium profiles of the section which you want to 
branch off from. Fasten the right earthing clamp (j) the plastic corner connector (h) and the 2 earthing cables (p) in the aluminium profile of the end 
section. She end section (g) onto the section you want branch off from and connect 1 earthing cable.  
 
3. Locate the traverse for the supports (k) under the cover of the section from which you are branching off. In order to hold the traverse section at 
the right level the M6 bolts supplied (l) must be positioned under the most central opening along both sides of the traverse section. Attach the top 
to the traverse section making use of the most central opening.  
 
4. Slide the section you want to branch off from (m) on to the plastic corner connectors that you have attached to the section from which you want 
to branch off.  
 
5. Cut to size a surplus section of the side (n) so this can be slid into the end section in order to close it off. Line everything up.  
 
6. Seal off all openings (for example o) with adhesive tape.



TECHNICAL INFORMATION

FLOOR INSTALLATIONS2019

6

6-377

OVGT
Technical information

1. Remove the length stated in the table from the aluminium profile (a) and the side section (b). Remove a section that is 24mm shorter from the 
carpet surround (c) so that the edges extend on both sides of the aluminium profile by 12mm.  
 
2. Locate both earthing straps under corner (e) along with the 2 plastic corner connectors (d) in the aluminium profiles of the section from which 
you want to branch off. Fix in position the earth straps (e) using the M5 screws provided (f).  
 
3. Position the traverse section (h) for the supports under the cover of the sections you want to branch off from. In order to hold the traverse 
section in the right position you must locate the M6 bolts provided at both sides in the most central hole of the traverse section. Attach the top to 
the traverse section making use of the most central opening of the traverse section.  
 
 
4. Slide the section which you want to branch off from (i) onto the plastic corner connectors and the earthing straps which you have attached to 
the section you want to branch off to. 
 
 
5. Align all components until everything is in line.  
 
6. Close up all openings (for example j) with adhesive tape.
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6-378

OVGK
Technical information

1. Remove the length stated in the table from the aluminium profile (a) and the side section (b). Remove a section that is 24mm shorter from the 
carpet surround (c) so that the edges extend on both sides of the aluminium profile by 12mm.  
 
 
2. Locate both earthing straps under corner (e) along with the 2 plastic corner connectors (d) and the 2 earthings cables (k) in the aluminium 
profiles of the section from which you want to branch off. Fix in position the earth straps (e) and the 2 earthings cables (k) using the M5 screws 
provided (f).  
 
3. Position the traverse section (h) for the supports under the cover of the sections you want to branch off from. In order to hold the traverse 
section in the right position you must locate the M6 bolts provided at both sides in the most central hole of the traverse section. Attach the top to 
the traverse section making use of the most central opening of the traverse section.  
 
4. Slide the section which you want to branch off from (i) onto the plastic corner connectors and the earthing straps which you have attached to 
the section you want to branch off to. Fix the earthing cables (k). 
 
5. Follow steps 1-4 for the other side of the OVG where you want to branch off. 
 
6. Align all components until everything is in line.  
 
7. Close up all openings (for example j) with adhesive tape.
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OVGE
Technical information

1. Locate the 2 corner connectors OVGHV (a) in the ends of the profile that is provided with the end section. 
 
2. Attach one end of the earthing straps supplied (b) in the slot provided on the inside of the profile (c).  
 
3. Mount a foot (d) in the middle of the profile of the end section.  
 
4. Slide the end section into the length of the OVG which you want to close off.  
 
5. Cut a side section (e) to size and attach this under the end section as this is done for the section runs. 
 
6. Attach the other end of the earthing straps into the aluminium profiles of the section you want to close off.
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NEOT
Supporting Alu-frame

Universal supporting frame. 
Integrated in covers KDVIT, KDVITV3, DRIT3, DVITWD3, DVITWDV3, BDVITWD, KDVITWD3, 
KDVITWDV3, BDRITWD3, DRITWD3.
Standard finish Aluminium

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- NEOT2 - - 0.750 1  piece
- NEOT3 - - 0.750 1  piece

Set contains: 
- Aluminium frame  
- 4 extension nuts AM6.48  
- 4 anchorfeet 
- 4 long bolts M 8x70 
- 4 short bolts M 8x45 
  
Higher leveling range can be achieved per added set of 4 nuts AM6.48. 
1 set = 92 - 145 mm. 
2 sets = 140 - 193 mm. 
3 sets = 188 - 241 mm. 
4 sets = 236 - 289 mm. 

NEOAVT
Anchor base NEO

Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- NEOAVT - - 0.027 12  piece

To order per full packaging.

NEOTVT
Support NEOT

Individual leveling foot for the NEOT Alu-rim.  
Only to be used with raised floorsystems.
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- NEOTVT - - 0.030 4  piece
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The technical information for this product can be found at the end of this chapter. 

To order per full packaging.

 
AM
Extension Nut

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- AM6.48 48 - 0.034 48 P piece
- AM6.96 96 - 0.067 48 P piece

Can be added to the aluminium frame.  
To order per full packaging.
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OHE
Packer floorcover

Packers can be added to level the floor finish in the covers.
Standard finish Cardboard

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OHEV2.2 - - 0.045 1  piece
- OHEV2.5 - - 0.200 1  piece
- OHEV3.2 - - 0.060 1  piece
- OHEV3.5 - - 0.250 1  piece
- OHER3.2 - - 0.060 1  piece
- OHER3.5 - - 0.250 1  piece
- OHEVB2.2 - - 0.070 1  piece
- OHEVB2.5 - - 0.174 1  piece
- OHEVB3.2 - - 0.098 1  piece
- OHEVB3.5 - - 0.244 1  piece

For 3 compartment square covers: 
- OHEV3.2 and OHEV3.5 
For 2 compartment rectangular covers: 
- OHEV2.2 and OHEV2.5  
For 3 compartment round covers: 
- OHER3.2 and OHER3.5  
For blind cover square: 
- OHEVB3.2 and OHEVB3.5 
For blind cover rectangular: 
- OHEVB2.2 and OHEVB2.5 
 
Only for spaces with dry floor treatment.

IOK
Filler edge for cover

Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- IOK2 16 213 288 0.179 4  piece
- IOK3 16 288 288 0.198 4  piece
- IOKR 16 347 347 0.294 4  piece

To order per full packaging.

Stainless filler rim is advised to be used for oversized floor cut-outs between 272 and 275 mm (square 
and rectangular), between 197 and 200 mm (rectangular) and between diameter 332 and 335 mm 
(round).  
 
IOK2: Filler rim for covers BDVKK2, KDVKK2 
IOK3: Filler rim for covers BDVKK3, KDVKK3 
IOKR: Filler rim for covers BDRKK3, KDRKK3
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KDVIZ
Kit for heavy load

Max. load 1,5 tons
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KDVIZ2 - 182 10.00 227 0.537 1 P piece
- KDVIZ3 - 227 15.00 257 1.138 1 P piece

Tested according EN 50085-2-2. 
 
- KDVIZ2 for KDVIT2 and KDVIRK2. 
- KDVIZ3 for KDVIT3 and KDVIRK3.

BDVIZ
Kit for heavy load

Max. load 1,5 tons
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- BDVIZ2 - 182 10.00 257 0.608 1 P piece
- BDVIZ3 - 257 20.00 257 1.717 1 P piece

Tested according EN 50085-2-2. 
 
- BDVIZ2 for BDVITWD2. 
- BDVIZ3 for BDVITWD3.
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TSBU
Apparatus cup universal

Clippable system.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- TSBU - - 0.090 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
Can be clipped and fixed in the cover frame at different heights. 
 
Set containing: 
- 2 screw-in cable restrainers 
 
A bottom cover plate type ADPUB and cover plates ADPU, according to desired connections, can be 
added. 
2 x 71mm module application is possible with 2 x APDU1.50.50. For use of 3 x 71mm module, please 
contact Vergokan. 
Break away the extreme corners for mounting.

TSBU45
Apparatus cup 45

Clippable system.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- TSBU4.45.45 - - 0.110 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
For 4 clip devices type 45x45. 
Can be clipped and fixed in the cover frame at different heights. 
 
Set containing: 
- Base cup 
- Cover plate ADPU4.45.45 
- 2 screw-in cable restrainers 
- Divider SSBU 
 
A bottom cover plate, type ADPUB, can be added. 
Break away the extreme corners for mounting.
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TSBU50
Apparatus cup 50

Clippable system.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- TSBU3.50.50 - - 0.100 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
For 3 clip devices type 50x50. 
2 x 71mm module application is possible with 2 x APDU1.50.50. For use of 3 x 71mm module, please 
contact Vergokan 
Can be clipped and fixed in the cover frame at different heights. 
 
Set containing: 
- Base cup 
- Cover plate ADPU3.50.50 
- 2 screw-in cable restrainers 
 
A bottom cover plate, type ADPUB, can be added. 
Break away the extreme corners for mounting.

TSBUD
Apparatus cup angular

Clippable system.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- TSBUD3.36ANGLE - - 0.120 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
Can be clipped and fixed in the cover frame at different heights. 
 
Set containing: 
- Base cup 
- Cover plate ADPUD3.36ANGLE 
 
A bottom cover plate type ADPUB and 3 dataplates type IDP, can be added. 
Break away the extreme corners for mounting.
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ADPU
Coverplate for TSBU

Color Black RAL 9011
Standard finish Polycarbonate

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- ADPU1.50.50 - - 0.010 12 P piece
- ADPU2.45.45 - - 0.010 12 P piece
- ADPU3.50.50 - - 0.010 12 P piece
- ADPU4.45.45 - - 0.020 12 P piece
- ADPUD3.36ANGLE - - 0.010 12 P piece
- ADPUSC18.34 - - 0.012 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
- ADPU1.50.50 for 1 screw-in module 50x50. 
- ADPU3.50.50: For use of 3 x 71mm module, please contact Vergokan. 
- ADPU2.45.45 for 2 clip devices type 45x45. 
- ADPU4.45.45 for 4 clip devices type 45x45. 
- ADPUSC18.34 for quick connection. clippable to bottom cover plate ADPUB. 
- ADPU1.50.50 and ADPU3.50.50: unused positions can be filled with blind caps, type ADSU50.50. 
- ADPU2.45.45 and ADPU4.45.45: unused positions can be filled with blind caps, type ADSU45.45.

ADPUB
Baseplate for TSBU

To seal the open side of TSBU in high-voltage applications.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- ADPUB - - 0.035 24 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
Provided with:  
- Snap-off corners for cable exit. 
- A removable section for use with quick connector (in combination with ADPUSC18.34). 
Scored for easy separation.
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ADSU
Cap

Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- ADSU45.45 - 45 45 0.010 12 P piece
- ADSU50.50 - 50 50 0.010 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2. 
 
- ADSU45.45: for covering unused positions in ADPU2.45.45, ADPU4.45.45, TSBL3 et TSBL2. 
- ADSU50.50: for covering unused positions in ADPU1.50.50 and ADPU3.50.50. 
- Simple mounting and removing or re-positioning of new modules. 
- Efficient protection of spare plates.

SSBU
Divider plate TSBU

Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- SSBU - - 0.010 12 P piece

To order per full packaging. 
Tested to EN 50085-2-2.
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IDP
Fixing plate ADPUD

Color Black RAL 9011
Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- IDP00 - - 0.020 6 P piece
- IDP01 - - 0.020 6 P piece
- IDP02 - - 0.020 6 P piece
- IDP03 - - 0.020 6 P piece
- IDP04 - - 0.020 6 P piece
- IDP05 - - 0.020 6 P piece

To order per 6 pieces. 
Tested to EN 50085-2-2. 
 
- IDP00: Blind plate 
- IDP01: for 45 x 45 mm 
- IDP02: for 2x 14,8 x 19,4 mm 
- IDP03: for 3x 14,7 x 20,1 mm 
- IDP04: for 3x RJ45 
- IDP05: for 3x 14,6 x 19,3 mm

GBP
Blind plate

Color grey RAL 7011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- GBP - - 0.030 12 P piece

To order per full packaging. 
Tested according EN 50085-2-2. 
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TSBL
Low profile apparatus box

Completely clippable.
Color Black RAL 9011
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- TSBL2 - - 0.210 6 P piece
- TSBL3 - - 0.275 3 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Tested to EN 50085-2-2. 
 
For oblique mounting of clip devices type 45. 
 
TSBL2: 
Up to 4 mounting positons. 
Set contains base cup + 1 frame + 2 screw-in cable restrainers. 
TSBL3: 
Up to 8 mounting positons. 
Set contains base cup + 2 frames + 4 screw-in cable restrainers.

ASTSBL
Adapter piece Low profile apparatus box

 Adapter piece for angle arrangement
Standard finish Polypropylene

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- ASTSBL - - 0.013 6 P piece

To order per full packaging. 
Adapter for the mounting of 3 single sockets in the TSBL that are used with right angled plugs.
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MK
Silicon box

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- MK - - 0.520 1 P piece

OV
Degreaser

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- OV - - 0.400 1 P piece
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NEOTVT
Technical information

TSBL
Technical information
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FIRE RESISTANCE
STANDARD SUPPORTING CONSTRUCTION

CABLE TRAYS
KBS60 Perforated cable tray 7-408
KPBS Joiner for Cable tray (BS) 7-408

CABLE LADDERS
KLBS60 Cable ladder KL (BS) 7-409
KPBSKL Joiner for cable ladder (BS) 7-409
BK Fixing clamp 7-409

VERTICAL MOUNTING
KL60 Cable ladder 7-410
LVBS60 Joiner for vertical cable ladder (BS) 7-410
HDAB35.110 Stand-off bracket 7-410

CABLE CLAMPS
DR15.30 Supporting profile 7-411
SYBS Stop for Y cable clamp (BS) 7-411
HDH1 Cable clamp for 1 cable 7-412

MOUNTING SYSTEMS
LOMEGA150 Bracket / Ceiling profile 7-412
COMEGA290 Open suspension bracket 7-413
VOMEGA Joining piece 7-413
KCLBS Click-on bracket (BS) 7-414
HDWK Welded bracket 7-415
HDBSKLEM Clamp for fixing of threaded rod (BS) 7-415
MPCL Assembly profile clippable 7-416
HDHSLECL Single ceiling profile clippable 7-417
CLHS Adapter for HDHSLECL 7-417
HDVS41.45 Assembly accessory 7-418
TIM Threaded rod (DIN 975) 7-418

TECHNICAL INFORMATION 7-419

NON-STANDARD SUPPORTING CONSTRUCTION

CABLE TRAYS
KBSI60 Cable tray with interlocking ends 7-434

CABLE LADDERS
KLLIBS60 Cable ladder interlocking ends (BS) 7-434
LBS Strip (BS) 7-435
QL Quick link with screw cap 7-435
HDVS41.05 Assembly accessory 7-436
HDAB35.110 Stand-off bracket 7-436

MOUNTING SYSTEMS
HDWK Welded bracket 7-436
HDBSKLEM Clamp for fixing of threaded rod 7-437
HDWKM Heavy welded bracket 7-437
HDHSMU50 Ceiling profile medium heavy 7-438
HDTSU Spacer for HDHSMU50 7-438
HSMES Single ceiling profile 7-439
DKBS Double bracket (BS) 7-439
MPCL Clippable assembly profile 7-440
HDHSLECL Single ceiling profile clips 7-440
CLHS Snap-in adapter for HDHSLECL 7-441
HDVS41 Assembly accessory 7-441
TIM Threaded rod (DIN 975) 7-442

TECHNICAL INFORMATION 7-443

ASSEMBLY ACCESSORIES

ACCESSORIES
B Bolt (DIN 933) 7-455
M Nut (DIN 934) 7-455
VM6334 Coupling nut (DIN 6334) 7-455
VM Toothed round head bolt / flange nut 7-456
VMK Round head square neck bolt / flange nut 7-456
GM41 Sliding nut for supporting profile 7-456
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RO Giant washer (DIN 125-1 A) 7-457
CRO Flat giant washer (DIN 9021) 7-457
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INTRODUCTION  
The safety of people in case of fire can only be guaranteed if all the necessary safety installations remain operational. Cable support systems with 
preservation of functionality maintain their supporting function in case of fire and thereby contribute to the continuing operation of an installation. 
Until the European standard is published, VERGOKAN uses, the DIN 4102-12 Standard to test and certify the preservation of functionality of its 
installations. 
 
DIN 4102-12 
The DIN Standard 4102 part 12 defines the requirements and testing method for fire resistance of electric cable support systems required to maintain 
its integrity. The standard, limited to 1KV, specifies 3 categories of functional maintenance as follows: E30, E60 and E90. These categories designate 
the period of time for which the integrity of the installation is maintained. To determine which installations must have functional integrity in case of fire, 
we refer to local regulations. 
 
IMPLEMENTATION  
Cable support systems with functional integrity are tested for one configuration, which may be altered under certain conditions as long as the 
functional integrity of the cables isn’t negatively influenced by the installation. 
Permitted deviations are:  
- The load per metre and/or the support distance may be reduced; 
- The width of the trays/ladders and brackets may be reduced; 
- The number of trays/ladders may be reduced; 
- The horizontal distance between the trays and the ladders may be adapted; 
- The material gauges may be increased; 
- A setup may be horizontally or vertically offset, as long as the offset sections are adequately supported to prevent buckling or shearing; 
- Any certified soffit fixed support system may also be used for wall mounting; 
- A partition may be added to separate the cables with functional integrity from other cables; 
- A bolted connection may be replaced by a welded connection. 
 
STANDARD SUPPORTING CONSTRUCTION  
The supporting constructions described in DIN Standard 4102 part 12 are also named cable independent supporting constructions. According to the 
regulations in Germany, all the cables with functional integrity according to DIN Standard 4102 part 12 are applicable to these constructions. 
These constructions satisfy the following conditions: 
- Support distance ≤ 1200mm 
- Material gauge of the trays/ladder walls ≥ 1,5mm 
- Height of the trays/ladders = 60mm 
- Width of the ladders ≤ 400mm 
- Width of the trays ≤ 300mm (perforation rate 15±5%) 
- Rung distance of the ladders ≤ 150mm 
- The extent of the arm is supported by a threaded rod fixed to the soffit 
- The load is ≤ 10kg/lm for cable trays and ≤ 20kg/lm for cable ladders 
 
Standard supporting constructions are tested according to DIN Standard 4102 part 12 and certified with “GS” certificates (Gutachterlichen 
Stellungnahme). These certificates can be found on our website. 
 
NON-STANDARD SUPPORTING CONSTRUCTION  
These are supporting constructions that don’t comply with the conditions for standard supporting constructions. Non-standard supporting 
constructions are also tested in accordance with DIN Standard 4102 part 12. According to the German regulation, these supporting constructions are 
cable specific. That means that in these constructions, the cables with functional integrity must be of the same type and brand as specified in the ABP 
certificate (Allgemeines Bauaufsichtliches Prüfzeugnis). 
 
DIN Standard 4102 part 12 is a German standard. Non-German test institutes can also be accredited to test according to this standard. However, our 
experience is that the German market doesn’t recognise certificates issued by these non-German institutes. Please verify what the regulations are in 
your market.
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FAQ  
  
Are there any restrictions regarding the installation of supporting constructions with functional integrity below ground? 
Answer: No, as long as the construction to be installed matches the functional integrity requirements. 
 
Which anchors/plugs should be used? 
Answer: Certificated plugs or anchors with preservation of functionality that at least matches that of the supporting construction. These may be 
loaded to a maximum of 500N. 
 
How many levels can I mount on a ceiling profile? 
Answer: That depends on the relevant certificate. Normally one may assume that the maximum tensile stress and maximum bending moment on the 
ceiling profile may not be larger than the certificated setup. 
 
May I lay cables without functional integrity onto an installation with functional integrity? 
Answer: Yes, as long as the cables with functional integrity are not influenced negatively. For example, the cables with and without functional integrity 
must be separated by a partition. 
 
May I use coated cable trays or ladders with functional integrity? 
Answer: The authorised use of coating on a cable tray needs to be specifically mentioned in the certificate. The most recent certificates obtained by 
Vergokan authorise the use of coatings. Consult your Vergokan contact to establish which certificates are applicable. 
 
May I use a galvanised supporting construction? 
Answer: Yes, it’s also specifically mentioned in the certificate. 
 
May I use a supporting construction in stainless steel? 
Answer: Yes, as long as the load performance and other dimensions (such as material gauge) remains the same. Consult your Vergokan contact to 
establish which stainless steel products may be used. 
 
May one use intersections, bends and tees in constructions with functional integrity? 
Answer: Accessories are allowed as long as they are supported directly before and after each piece. 
 
May I fit a cover onto a supporting construction with functional integrity? 
Answer: A cover may have a negative impact on the cables in case of fire. A cover needs to be specifically tested and included in the certificate. 
Vergokan has not yet carried out tests with covers. 
 
May I use a vertical installation with functional integrity in an open space (away from a wall)? 
Answer: No, vertical installations must be fixed onto a wall. 
 
For further questions, please contact our technical advisers.
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KBS60
Perforated cable tray

Max. load 10 daN
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised
Optional finish PE Coating

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBS60.100.150 60 100 1.50 3000 2.350 60 P m
HD KBS60.150.150 60 150 1.50 3000 2.830 30 P m
HD KBS60.200.150 60 200 1.50 3000 3.320 30 P m
HD KBS60.300.150 60 300 1.50 3000 4.300 30 P m

The technical information for this product can be found at the end of this chapter.

KPBS
Joiner for Cable tray (BS)

For joining of KBS60.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD KPBS100 55 96 - 0.550 1 P piece
HD KPBS150 55 146 - 0.670 1 P piece
HD KPBS200 55 196 - 0.850 1 P piece
HD KPBS300 55 296 - 1.100 1 P piece

Fix with:

HD VMK6.10 - - M6 - 0.009 100 P piece

Use all perforations. 
 
 
 
 
 
 
 
 
 
.
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KLBS60
Cable ladder KL (BS)

Side walls : L-profile 
C-rungs
Usable inner height 45 mm
Rung distance 100 mm
Max. load 20 daN
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- KLBS60.200 60 200 3000 2.760 24  m
- KLBS60.300 60 300 3000 3.360 24  m
- KLBS60.400 60 400 3000 3.860 24  m

KPBSKL
Joiner for cable ladder (BS)

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KPBSKL200 55 196 - 1.100 1  piece
- KPBSKL300 55 296 - 1.450 1  piece
- KPBSKL400 55 396 - 1.850 1  piece

Fix with:

HD VMK6.10 - - M6 - 0.009 100 P piece

BK
Fixing clamp

For fixing of the cable ladder KLBS on the wall bracket. 
Two pieces per bracket.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD BK - - 0.020 50 P piece

To order per full packaging. 
Included: Bolt B6.20, nut RM6 and VFKG30.



STANDARD SUPPORTING CONSTRUCTION

2019FIRE RESISTANCE

7

7-410

KL60
Cable ladder

Can only be used for vertical mounting 
Side walls : perforated L-profile 
C-rungs
Usable inner height 45 mm
Rung distance 300 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KL60.200 60 200 3000 2.370 24 P m
HD KL60.300 60 300 3000 2.570 24 P m
HD KL60.400 60 400 3000 2.770 24 P m

Fix with:

HD LVBS60 51 200 - - 0.120 12 P piece

LVBS60
Joiner for vertical cable ladder (BS)

Only for vertical mounting 
For joining of KL60
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LVBS60 51 200 - 0.120 12 P piece

Fix with:

HD VMK6.10 - - M6 - 0.009 100 P piece

To order per full packaging. 

HDAB35.110
Stand-off bracket

Used for vertical mounting of the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDAB35.110 150 40 - 0.210 20 P piece

Fix with:

HD VM6.20 - - M6 20 0.009 100 P piece

To order per full packaging. 
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DR15.30
Supporting profile

For wall and ceiling constructions
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DR100 15 30 100 0.060 10 P piece
HD DR150 15 30 150 0.080 10 P piece
HD DR200 15 30 200 0.110 10 P piece
HD DR250 15 30 250 0.130 10 P piece
HD DR300 15 30 300 0.160 10 P piece
HD DR350 15 30 350 0.190 10 P piece
HD DR15.30.2000 15 30 2000 0.600 2  m

Max. support distance = 300 mm. 
Use of cable clamps, type H. 
Applicable with all DIN 4102-12 certified cables. 
Fixing to the ceiling or wall with certified concrete anchors. 
Distance between the anchors max. 250 mm.

SYBS
Stop for Y cable clamp (BS)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD SYBS - 30 2.00 30 0.014 50 P piece

To order per full packaging. 
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HDH1
Cable clamp for 1 cable

Applicable in case of C-rungs 15x30.
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDY1198 - 12 - 0.030 50 P piece
HDY1199 - 16 - 0.030 50 P piece
HDY1200 - 20 - 0.040 50 P piece
HDY1201 - 24 - 0.040 50 P piece
HDY1202 - 28 - 0.040 50 P piece
HDY1203 - 32 - 0.060 50 P piece
HDY1204 - 36 - 0.070 50 P piece
HDY1205 - 40 - 0.080 50 P piece
HDY1206 - 44 - 0.090 50 P piece
HDY1207 - 48 - 0.100 50 P piece
HDY1208 - 52 - 0.100 50 P piece
HDY1209 - 56 - 0.110 50 P piece
HDY1210 - 60 - 0.140 50 P piece
HDY1211 - 64 - 0.160 50 P piece
HDY1212 - 70 - 0.160 50 P piece

To order per full packaging. 
Max. 1 cable per cable clamp

LOMEGA150
Bracket / Ceiling profile

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LOMEGA150.100 145 145 - 0.300 12 P piece
HD LOMEGA150.150 145 195 - 0.320 12 P piece
HD LOMEGA150.200 145 245 - 0.340 12 P piece
HD LOMEGA150.250 145 295 - 0.450 12 P piece
HD LOMEGA150.300 145 345 - 0.490 12 P piece
HD LOMEGA150.400 145 445 - 0.540 6 P piece

Fix with:

HD B10.30 - - M10 30 0.027 100 P piece
HD CRO10 - - M10 - 0.012 100 P piece
HD M10 - - M10 - 0.010 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Ends held up through a threaded rod TIM. 
Use the VOMEGA to avoid compression of the profile. 
When ordering, add 100 mm to the width. E.g. KBS 300 mm: use LOMEGA150.400.
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COMEGA290
Open suspension bracket

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- COMEGA290.150 290 195 - 0.560 12 P piece
- COMEGA290.200 290 245 - 0.620 12 P piece
- COMEGA290.250 290 295 - 0.760 6 P piece
- COMEGA290.300 290 345 - 0.820 6 P piece
- COMEGA290.400 290 445 - 0.930 6 P piece

To order per full packaging. 
Ends held up by threaded rod TIM10. 
Use the VOMEGA to avoid compression of the profile. 
When ordering, add 100 mm to the width. E.g. KBS 300 mm: use COMEGA290.400.

VOMEGA
Joining piece

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VOMEGA - - 0.060 24 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
For wall mounting 1 piece, for double mounting 2 pieces, back to back.
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KCLBS
Click-on bracket (BS)

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KCLBS100 80 180 - 0.220 48  piece
- KCLBS200 80 280 - 0.350 48  piece
- KCLBS300 80 380 - 0.470 24  piece
- KCLBS400 80 480 - 0.750 24  piece

Fix with:

- VM4.40 - - M4 40 0.005 100 P piece

The technical information for this product can be found at the end of this chapter.
Completely clipsable, secured with VM4.40. 
Use CLHS for symmetrical mounting. 
Clamp for fixing of threaded rod (HDBSKLEM) to order separately.
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HDWK
Welded bracket

Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWK100 106 117 - 0.300 12 P piece
HDWK150 112 167 - 0.360 12 P piece
HDWK200 116 217 - 0.430 12 P piece
HDWK250 120 267 - 0.530 12 P piece
HDWK300 125 317 - 0.730 12 P piece
HDWK400 134 417 - 0.880 6 P piece

Fix with:

HD B10.40 - - M10 40 0.033 100 P piece
HD CRO10 - - M10 - 0.012 100 P piece
HD M10 - - M10 - 0.010 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
For symmetrical mounting, use HDB12.50 + HDCRO12 + HDM12.

HDBSKLEM
Clamp for fixing of threaded rod (BS)

Very fast securing of the threaded rod TIM, using a clamping bold. Applicable on HDWK and KCLBS.
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDBSKLEM 25 125 - 0.120 20 P piece

To order per full packaging. 
Ends held up through threaded rod TIM.  
No additional bolts and nuts needed. 
Threaded rod can be mounted in 1 continuous length. 
Diameter of the threaded rod TIM not of influence. 
Clamping bolt to be tightened with angular momentum of 10 Nm.
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MPCL
Assembly profile clippable

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- MPCL41.21.150.200 41 21 1.50 210 0.240 10 P piece
- MPCL41.21.150.300 41 21 1.50 300 0.340 10 P piece
- MPCL41.21.150.400 41 21 1.50 420 0.480 10 P piece
- MPCL41.21.150.500 41 21 1.50 510 0.580 10 P piece

Fix with:

HD M8 - - M8 - 0.005 100 P piece
HD M10 - - M10 - 0.010 100 P piece
HD M12 - - M12 - 0.017 100 P piece
HD RO8 - - M8 - 0.002 100 P piece
HD RO10 - - M10 - 0.004 100 P piece
HD RO12 - - M12 - 0.006 100 P piece

To order per full packaging. 
To be fixed with 2 threaded rods to the ceiling:  
- TIM8 + nut M8 + CRO8  
- TIM10 + nut M10 + RO10  
- TIM12 + nut M12 + RO12  
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HDHSLECL
Single ceiling profile clippable

Ceiling profile: HDMP41.21 
Welded headplate of 120 x 120 mm
Max. load 1000 daN
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSLECL300 - 300 0.850 1 P piece
HDHSLECL400 - 420 1.010 1 P piece
HDHSLECL500 - 510 1.130 1 P piece
HDHSLECL600 - 600 1.230 1 P piece
HDHSLECL800 - 810 1.450 1 P piece
HDHSLECL1000 - 1020 1.750 1 P piece
HDHSLECL1200 - 1200 1.950 1 P piece

The technical information for this product can be found at the end of this chapter.
Also applicable for double mounting. 
Fixed with 2 anchoring bolts. 
For symmetrical mounting, to fix with 2 anchoring bolts M12.

CLHS
Adapter for HDHSLECL

For symmetrical mounting of KCLBS
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CLHS - - 0.120 24 P piece

To order per full packaging. 



STANDARD SUPPORTING CONSTRUCTION

2019FIRE RESISTANCE

7

7-418

HDVS41.45
Assembly accessory

To be used when mounting the threaded rod to the wall.
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVS41.45 - 40 3.00 - 0.100 12 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 

TIM
Threaded rod (DIN 975)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Reference Max. load (in daN)
TIM8 550

TIM10 900
TIM12 1300

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TIM8 - M8 2000 0.319 50 P m
HD TIM10 - M10 2000 0.500 50 P m
HD TIM12 - M12 2000 0.725 30 P m

Fix with:

HD M8 - - M8 - 0.005 100 P piece
HD M10 - - M10 - 0.010 100 P piece
HD M12 - - M12 - 0.017 100 P piece
HD RO8 - - M8 - 0.002 100 P piece
HD RO10 - - M10 - 0.004 100 P piece
HD RO12 - - M12 - 0.006 100 P piece
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KCLBS
Technical information
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HDWK
Technical information
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HDHSLECL
Technical information
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HDVS41.45
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KBSI60
Cable tray with interlocking ends

Interlocking ends 
Alternative perforations 
Return flanges
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KBSI60.075.100 60 75 1.00 3000 1.400 60 P m
- KBSI60.075.125 60 75 1.25 3000 1.750 60 P m

HD KBSI60.100.075 60 100 0.75 3000 1.170 60 P m
HD KBSI60.100.100 60 100 1.00 3000 1.560 60 P m

- KBSI60.100.125 60 100 1.25 3000 1.950 60 P m
HD KBSI60.150.075 60 150 0.75 3000 1.420 30 P m
HD KBSI60.150.100 60 150 1.00 3000 1.890 30 P m

- KBSI60.150.125 60 150 1.25 3000 2.360 30 P m
HD KBSI60.200.075 60 200 0.75 3000 1.660 30 P m
HD KBSI60.200.100 60 200 1.00 3000 2.220 30 P m

- KBSI60.200.125 60 200 1.25 3000 2.770 30 P m
HD KBSI60.300.075 60 300 0.75 3000 2.150 30 P m
HD KBSI60.300.100 60 300 1.00 3000 2.870 30 P m

- KBSI60.300.125 60 300 1.25 3000 3.580 30 P m
HD KBSI60.400.100 60 400 1.00 3000 3.520 30 P m

Fix with:

HD VMK6.10 - - M6 - 0.009 100 P piece

The technical information for this product can be found at the end of this chapter.

KLLIBS60
Cable ladder interlocking ends (BS)

Usable inner height 44 mm 

Rung distance 150 mm
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD KLLIBS60.150 60 150 1.00 3000 2.166 30  m
HD KLLIBS60.200 60 200 1.00 3000 2.286 30  m
HD KLLIBS60.300 60 300 1.00 3000 2.516 30  m
HD KLLIBS60.400 60 400 1.00 3000 2.752 30  m

The technical information for this product can be found at the end of this chapter.
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LBS
Strip (BS)

Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD LBS60.200 - 60 200 0.260 1 P piece
HD LBS60.300 - 60 300 0.390 1 P piece
HD LBS60.400 - 60 400 0.520 1 P piece
HD LBS60.500 - 60 500 0.660 1 P piece
HD LBS60.600 - 60 600 0.790 1 P piece
HD LBS60.800 - 60 800 1.050 1 P piece
HD LBS60.1000 - 60 1000 1.310 1 P piece
HD LBS60.1200 - 60 1200 1.570 1 P piece
HD LBS60.1500 - 60 1500 1.970 1 P piece

The technical information for this product can be found at the end of this chapter.

QL
Quick link with screw cap

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD QL6 - 6.00 - 0.040 20 P piece
HD QL8 - 8.00 - 0.080 20 P piece

To order per full packaging. 
- QL6: for fixing console to LBS. 
- QL8: for fixing LBS to VS41.05.
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HDVS41.05
Assembly accessory

Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVS41.05 - 40 5.00 - 0.130 24 P piece

To order per full packaging. 
HDVS41.41 / HDVS41.42: Bolt B10.40 included.

HDAB35.110
Stand-off bracket

Used for vertical mounting of the cable ladder.
Standard finish Hot-dip galvanised
Optional finish PE Duplex system

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDAB35.110 150 40 - 0.210 20 P piece

Fix with:

HD VM6.20 - - M6 20 0.009 100 P piece

To order per full packaging. 

HDWK
Welded bracket

Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWK100 106 117 - 0.300 12 P piece
HDWK150 112 167 - 0.360 12 P piece
HDWK200 116 217 - 0.430 12 P piece
HDWK250 120 267 - 0.530 12 P piece
HDWK300 125 317 - 0.730 12 P piece
HDWK400 134 417 - 0.880 6 P piece

Fix with:

HD B10.40 - - M10 40 0.033 100 P piece
HD CRO10 - - M10 - 0.012 100 P piece
HD M10 - - M10 - 0.010 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
For symmetrical mounting, use HDB12.50 + HDCRO12 + HDM12.
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HDBSKLEM
Clamp for fixing of threaded rod

Very fast securing of the threaded rod TIM, using a clamping bold. Applicable on HDWK and KCLBS.
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDBSKLEM 25 125 - 0.120 20 P piece

To order per full packaging. 
Ends held up through threaded rod TIM.  
No additional bolts and nuts needed. 
Threaded rod can be mounted in 1 continuous length. 
Diameter of the threaded rod TIM not of influence. 
Clamping bolt to be tightened with angular momentum of 10 Nm.

HDWKM
Heavy welded bracket

For direct fixing on the wall and also for fixing on the ceiling profile
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDWKM100 125 125 - 0.450 12 P piece
HDWKM200 134 225 - 0.650 12 P piece
HDWKM300 175 325 - 1.377 6 P piece
HDWKM400 175 425 - 1.696 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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HDHSMU50
Ceiling profile medium heavy

Welded headplate: 135 x132 mm
Max. load 2100 daN
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSMU50.200 - 200 0.940 1 P piece
HDHSMU50.300 - 300 1.160 1 P piece
HDHSMU50.400 - 400 1.380 1 P piece
HDHSMU50.500 - 500 1.610 1 P piece
HDHSMU50.600 - 600 1.830 1 P piece
HDHSMU50.800 - 800 2.270 1 P piece
HDHSMU50.1000 - 1000 2.710 1 P piece
HDHSMU50.1200 - 1200 3.150 1 P piece
HDHSMU50.1500 - 1500 3.820 1 P piece

The technical information for this product can be found at the end of this chapter.

HDTSU
Spacer for HDHSMU50

Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDTSU50 - - 0.223 12 P piece

To order per full packaging. 
Included: bolt HDB10.80, HDCRO10 and nuts HDM10.
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HSMES
Single ceiling profile

Ceiling profile: MP41.41S 
Welded headplate: 120x120 mm
Max. load 1800 daN
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD HSMES200 - 200 1.020 20 P piece
HD HSMES300 - 300 1.280 1 P piece
HD HSMES400 - 400 1.530 1 P piece
HD HSMES500 - 500 1.790 1 P piece
HD HSMES600 - 600 2.050 1 P piece
HD HSMES800 - 800 2.570 1 P piece
HD HSMES1000 - 1000 3.090 1 P piece

The technical information for this product can be found at the end of this chapter.
Also applicable for double mounting.

DKBS
Double bracket (BS)

For fixing to ceiling profile HSMES.
Standard finish Pre-galvanised
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD DKBS100 82 291 - 0.860 12 P piece
HD DKBS150 82 391 - 1.170 6 P piece
HD DKBS200 82 491 - 1.470 6 P piece
HD DKBS250 82 591 - 1.780 6 P piece
HD DKBS300 82 691 - 2.090 6 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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MPCL
Clippable assembly profile

Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- MPCL41.21.150.200 41 21 1.50 210 0.240 10 P piece
- MPCL41.21.150.300 41 21 1.50 300 0.340 10 P piece
- MPCL41.21.150.400 41 21 1.50 420 0.480 10 P piece
- MPCL41.21.150.500 41 21 1.50 510 0.580 10 P piece
- MPCL41.21.150.600 41 21 1.50 600 0.680 10 P piece
- MPCL41.21.150.800 41 21 1.50 810 0.920 10 P piece
- MPCL41.21.150.3 41 21 1.50 3000 1.150 3 P m

Fix with:

HD M8 - - M8 - 0.005 100 P piece
HD M10 - - M10 - 0.010 100 P piece
HD M12 - - M12 - 0.017 100 P piece
HD RO8 - - M8 - 0.002 100 P piece
HD RO10 - - M10 - 0.004 100 P piece
HD RO12 - - M12 - 0.006 100 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 

HDHSLECL
Single ceiling profile clips

Ceiling profile: HDMP41.21 
Welded headplate of 120 x 120 mm
Max. load 1000 daN
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDHSLECL300 - 300 0.850 1 P piece
HDHSLECL400 - 420 1.010 1 P piece
HDHSLECL500 - 510 1.130 1 P piece
HDHSLECL600 - 600 1.230 1 P piece
HDHSLECL800 - 810 1.450 1 P piece
HDHSLECL1000 - 1020 1.750 1 P piece
HDHSLECL1200 - 1200 1.950 1 P piece

Also applicable for double mounting. 
Fixed with 2 anchoring bolts. 
For symmetrical mounting, to fix with 2 anchoring bolts M12.
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CLHS
Snap-in adapter for HDHSLECL

For symmetrical mounting of KCLBS
Standard finish Pre-galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- CLHS - - 0.120 24 P piece

To order per full packaging. 

HDVS41
Assembly accessory

To be used when mounting the threaded rod to the wall.
Standard finish Hot-dip galvanised

Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HDVS41.45 - 40 3.00 - 0.100 12 P piece

To order per full packaging. 
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TIM
Threaded rod (DIN 975)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

Reference Max. load (in daN)
TIM8 550

TIM10 900
TIM12 1300

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

HD TIM8 - M8 2000 0.319 50 P m
HD TIM10 - M10 2000 0.500 50 P m
HD TIM12 - M12 2000 0.725 30 P m

Fix with:

HD M8 - - M8 - 0.005 100 P piece
HD M10 - - M10 - 0.010 100 P piece
HD M12 - - M12 - 0.017 100 P piece
HD RO8 - - M8 - 0.002 100 P piece
HD RO10 - - M10 - 0.004 100 P piece
HD RO12 - - M12 - 0.006 100 P piece
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KLLIBS60
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LBS
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HDWK
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HDWKM
Technical information
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HDHSMU50
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B
Bolt (DIN 933)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD B10.20 - M10 20 0.021 100 P piece
HD B10.30 - M10 30 0.027 100 P piece
HD B10.40 - M10 40 0.033 100 P piece
HD B10.80 - M10 80 0.053 100 P piece
HD B12.50 - M12 50 0.058 100 P piece

To order per full packaging. 

M
Nut (DIN 934)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD M8 - M8 - 0.005 100 P piece
HD M10 - M10 - 0.010 100 P piece
HD M12 - M12 - 0.017 100 P piece

To order per full packaging. 

VM6334
Coupling nut (DIN 6334)

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VM8 24 M8 - 0.021 50 P piece
- VM10 30 M10 - 0.042 50 P piece
- VM12 36 M12 - 0.059 50 P piece

To order per full packaging. 
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VM
Toothed round head bolt / flange nut

Standard finish Electro zinc-plated

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- VM4.40 - M4 40 0.005 100 P piece
HD VM6.10 - M6 10 0.008 100 P piece
HD VM6.20 - M6 20 0.009 100 P piece

- VM10.50 - M10 50 0.041 100 P piece

To order per full packaging. 
According to DIN 50 961. 

VMK
Round head square neck bolt / flange nut

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD VMK6.10 - M6 - 0.009 100 P piece

To order per full packaging. 

GM41
Sliding nut for supporting profile

For stepless fixing of the brackets on the ceiling profiles.
Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD GM41M10 - M10 - 0.040 50 P piece

To order per full packaging. 
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RO
Giant washer (DIN 125-1 A)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD RO8 - M8 - 0.002 100 P piece
HD RO10 - M10 - 0.004 100 P piece
HD RO12 - M12 - 0.006 100 P piece

To order per full packaging. 

CRO
Flat giant washer (DIN 9021)

Standard finish Electro zinc-plated
Optional finish HD Hot-dip galvanised

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

HD CRO8 - M8 - 0.006 100 P piece
HD CRO10 - M10 - 0.012 100 P piece
HD CRO12 - M12 - 0.027 100 P piece

To order per full packaging. 
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STAINLESS STEEL
CABLE TRAYS

I4KBSI Cable tray with interlocking ends 8-464
I6KBSI60 Cable tray with interlocking ends 8-465
I4KG60 Cable tray not perforated 8-466
I6KG60 Cable tray not perforated 8-467
I4D Universal cover 8-468
I6D Universal cover 8-468

CABLE TRAYS ACCESSORIES
I6B90 Horizontal bend 90° 8-468
I6DB90 Cover for horizontal bend 90° 8-469
I6AS Horizontal adapter 90° 8-470
I6DAS Cover for horizontal adapter 90° 8-470
I6DS60 Hinged joiner 8-471
I6SLOS Bolt-in partition 8-471
I6V60.200 Joiner 8-472
KBV Fast locking for KBSI 8-472
DCL cover clamp clips 8-472

WIRE CABLE TRAYS
I6VF60 Wire cable tray for heavy duty 8-473
I6D Universal cover 8-473
DCLVF Captive cover clamp 8-474

WIRE CABLE TRAYS ACCESSORIES
I6KPVF Joiner for wire cable tray 8-474
I6VFK Joining clamp 8-474
I6VFKK25 Joining clamp 8-475
I6VFKG30 Joining clamp 8-475
I6VFKS Support joiner for wire cable tray 8-475
I6VFCB Central suspension bracket 8-476
I6VFM Wall bracket 8-476
I6VFO Suspension piece 8-477
I6VFMM Wall and mounting bracket 8-477
I6VMB Floor and wall bracket 8-477

KLL CABLE LADDERS
I4KLLI60 Cable ladder interlocking ends 8-478
I6KLLI60 Cable ladder interlocking ends 8-479
I4KLL110 Cable ladder 8-480
I6KLL110 Cable ladder 8-481

KLL ACCESSORIES CABLE LADDERS
I4D Universal cover 8-482
I6D Universal cover 8-482
I4KLLDK Cover clamp for I4KLL 8-482
I6KLLDK Cover clamp for I6KLL 8-483
I6KLLABD Distance bracket for cover I6KLL 8-483
I6KLLB Horizontal bend for I6KLL 8-484
I6KLLT T-piece for I6KLL 8-484
I6KLLX Cross-over for I6KLL 8-485
I6KLLVB External riser for I6KLL 8-485
I6KLLSB Internal riser for I6KLL 8-486
I6KLLVSB Flexible (rising / low) bend for I6KLL 8-486
I6KLLAH Horizontal branch hook for I6KLL 8-487
I6KLLAHV Vertical branch hook for I6KLL 8-487
I6KLLDSH Horizontal hinged joiner for I6KLL 8-487
I6KLLDSV Vertical hinged joiner for I6KLL 8-488
I6KLLVS Reducing plate for I6KLL 8-488
I6KLLVST Floor support for I6KLL 8-488
I6KLLKP Joiner for I6KLL 8-489
I6KLLBK Bracket clamp for I6KLL 8-490
DOPKLL End cap for KLL 8-490
I6SLOS Bolt-in partition 8-490

KLM CABLE LADDERS
I6KLM Cable ladder height 125 8-491

KLM ACCESSORIES CABLE LADDERS
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I6DIG Cover 8-492
I6DKIG Cover clamp 8-492
I6KLMZWABD Distance bracket cover I6KLM/I6KLZ/I6KLW 8-492
I6KLMB Horizontal bend for I6KLM 8-493
I6KLMT T-piece for I6KLM 8-493
I6KLMX Cross-over for I6KLM 8-494
I6KLMVB External riser for I6KLM 8-494
I6KLMSB Internal riser for I6KLM 8-495
I6KLMVSB Flexible (rising / low) bend for I6KLM 8-495
I6KLMAH Horizontal branch hook for I6KLM 8-495
I6KLMAHV Vertical branch hook for I6KLM 8-496
I6KLMDSH Horizontal hinged joiner for I6KLM 8-496
I6KLMDSV Vertical hinged joiner for I6KLM 8-496
I6KLMVST Floor support for I6KLM 8-497
I6KLMVS Reducing plate for I6KLM 8-497
I6KLMZWAB Distance bracket for I6KLM/I6KLZ/I6KLW 8-497
I6KLMKP Joiner for I6KLM 8-498
I6KLMZWBK Bracket clamp forI6KLM/I6KLZ/I6KLW 8-498
DOPKLM End cap for KLM 8-499
I6SLOS Partition 8-499

KLZ CABLE LADDERS
I6KLZ Cable ladder height 150 8-500

KLZ ACCESSORIES CABLE LADDERS
I6DIG Cover 8-501
I6DKIG Cover clamp 8-501
I6KLMZWABD Distance bracket cover I6KLM/I6KLZ/I6KLW 8-501
I6KLZB Horizontal bend for I6KLZ 8-502
I6KLZT T-piece for I6KLZ 8-502
I6KLZX Cross-over for I6KLZ 8-503
I6KLZVB External riser for I6KLZ 8-503
I6KLZSB Internal riser for I6KLZ 8-504
I6KLZVSB Flexible (rising / low) bend for I6KLZ 8-504
I6KLZAH Horizontal branch hook for I6KLZ 8-505
I6KLZAHV Vertical branch hook for I6KLZ 8-505
I6KLZDSH Horizontal hinged joiner for I6KLZ 8-506
I6KLZDSV Vertical hinged joiner for I6KLZ 8-506
I6KLZVST Floor support for I6KLZ 8-507
I6KLZVS Reducing plate for I6KLZ 8-507
I6KLMZWAB Distance bracket for I6KLM/I6KLZ/I6KLW 8-507
I6KLZKP Joiner for I6KLZ 8-508
I6KLMZWBK Bracket clamp forI6KLM/I6KLZ/I6KLW 8-508
DOPKLZ End cap for KLZ 8-508
I6SLOS Partition 8-509

MOUNTING SYSTEMS
I6PB Ceiling bracket 8-509
I4VOMEGA Joining piece 8-509
I6VOMEGA Joining piece 8-510
I4COMEGA290 Open suspension bracket 8-510
I6COMEGA290 Open suspension bracket 8-511
I4LOMEGA150 Bracket / Ceiling profile 8-511
I6LOMEGA150 Bracket / Ceiling profile 8-512
I4WK Welded bracket 8-512
I6WK Welded bracket 8-513
I6WSU Universal support bracket 8-513
I6HSLES Single ceiling profile 8-514
I4MP41.21 Assembly profile 8-514
I6MP41.21 Assembly profile 8-514
I4MP41.41 Assembly profile 8-515
I6MP41.41 Assembly profile 8-515
I6TIM Threaded rod (DIN 975) 8-515
I6VM Toothed round head bolt / flange nut 8-516
I6GM41 Sliding nut for supporting profile 8-516
I6GM Sliding nut for supporting profile 8-516
I6RBK Round head square neck bolt (DIN 603) 8-517
I6RB Toothed round head bolt 8-517
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I6RM Flange nut (DIN 6923) 8-517
I6B Bolt (DIN 933) 8-518
I6M Nut (DIN 934) 8-518
I6CRO Flat giant washer (DIN 9021) 8-518
I6RO Giant washer (DIN 125-1 A) 8-519

TECHNICAL INFORMATION 8-521
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STAINLESS STEEL 
 
Stainless steel is used in locations where high resistance to corrosion is a primary requisite as well as on occasion in extreme circumstances (such as 
high temperature and/or pressure).  
 
Stainless steel consists of an iron alloy which contains a minimum of 10.5% chromium and maximum 1.2% carbon. The quantity of chromium 
prevents the formation of corrosion in a non-polluted atmosphere. The high corrosion resistance is the result of the formation of a thin oxide film on the 
surface, which prevents the steel beneath from being damaged. If this oxide film is damaged as a result of mechanical or chemical treatment and the 
circumstances are such that it is not repaired, then local corrosion may occur, while the reminder of the surface remains unaffected. For example, in an 
acid, reducing solution it is usually not possible for the metal to form a protective oxide film.  
 
Currently there are some 200 different kinds of steel that may be described as “stainless” steel. Every year modified or new alloys appear. Some 
alloys now contain almost 30% chromium. In addition, a large number of other elements are added to obtain specific properties, depending on the 
manufacturing process. Among the added elements are nickel, carbon, titanium, aluminium, copper, sulphur and selenium.  
 
One of the best known standards is that drawn up by the American Iron and Steel Institute (AISI), under which a specific quality of stainless steel is 
indicated by three figures. Another well-known method is the European standard whereby the stainless steel is characterised using a material number. 
In practice, the question of the extent to which a specific type of stainless steel defined in terms of the AISI standard corresponds to a material number 
often arises.  
 
APPLICATIONS 
• Automotive industry; 
• Tunnel construction; 
• Construction industry; 
• Chemical industry; 
• Electronic equipment; 
• Petroleum industry / petrochemical industry; 
• Food industry; 
• Aviation; 
• Mechanical engineering; 
• Medical and pharmaceutical industry; 
• Decorative purposes and kitchen equipment. 
 
VERGOKAN OFFERS 2 DIFFERENT GRADES OF STAINLESS STEEL:  
 
1. AISI - STAINLESS STEEL 304 (EN 1.4301 - V2A)  
Chromium: 17.5% - 19.5% / Nickel: 8%-10.5%  
The general characteristics are as follows:  
• Austenitic;  
• Good impact resistance at very low temperatures; 
• Excellent resistance to corrosion in many oxidizing environments. 
 
2. AISI - STAINLESS STEEL 316 L (EN 1.4404 - V4A)  
Chromium: 16.5%-18.5 / Nickel: 10.5%-13% / Molybdenum: 2%-2.5%  
The general characteristics are as follows: 
• Austenitic and heat-resistant steel; 
• Very good creep strength at high temperatures (up to 760°C); 
• The molybdenum gives stainless steel 316 better overall corrosion resistant properties when compared to most other chromium-nickel types of steel 
in several corrosive environments, including the maritime climate;  
• In atmospheric conditions stainless steel 316 has excellent resistance to corrosion even in the presence of acids, such as nitric acid. The material 
has excellent resistance to alkaline solutions as well as organic and inorganic salts. In general this material is highly resistant to corrosion in 
atmospheric conditions including marine environments.
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8-464

I4KBSI60
Cable tray with interlocking ends

Interlocking ends 
Alternative perforations 
Return flanges
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4KBSI60.100.080 60 100 0.80 3000 1.300 3 P m
- I4KBSI60.200.080 60 200 0.80 3000 1.900 3 P m
- I4KBSI60.300.080 60 300 0.80 3000 2.400 3 P m
- I4KBSI60.400.100 60 400 1.00 3000 3.700 3  m

Fix with:

- KBV - - - - 0.001 100 P piece
- I6VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
Graph valid for I4KBSI60. This diagram illustrates the permissible uniformly distributed loads applied to 
multiple supports. They comply with IEC 61537 par 10.3.3. test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

STAINLESS STEEL 
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8-465

I6KBSI60
Cable tray with interlocking ends

Interlocking ends 
Alternative perforations 
Return flanges
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KBSI60.100.080 60 100 0.80 3000 1.300 3 P m
- I6KBSI60.200.080 60 200 0.80 3000 1.900 3 P m
- I6KBSI60.300.080 60 300 0.80 3000 2.400 3 P m
- I6KBSI60.400.100 60 400 1.00 3000 3.700 3 P m

Fix with:

- KBV - - - - 0.001 100 P piece
- I6VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
Graph valid for I6KBSI60. This diagram illustrates the permissible uniformly distributed loads applied to 
multiple supports. They comply with IEC 61537 par 10.3.3. test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

 STAINLESS STEEL
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I4KG60
Cable tray not perforated

Smooth surface 
Return flanges
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4KG60.100.080 60 100 0.80 3000 1.500 30  m
- I4KG60.200.080 60 200 0.80 3000 2.170 30  m
- I4KG60.300.080 60 300 0.80 3000 2.770 30  m
- I4KG60.400.100 60 400 1.00 3000 4.460 30  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece
- I6V60.200 50 200 - - 0.080 48 P piece

LOAD DIAGRAM 
Graph valid for I4KG60. This diagram illustrates the permissible uniformly distributed loads applied to 
multiple supports. They comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

STAINLESS STEEL 
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I6KG60
Cable tray not perforated

Smooth surface 
Return flanges
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KG60.100.080 60 100 0.80 3000 1.500 30  m
- I6KG60.200.080 60 200 0.80 3000 2.170 30  m
- I6KG60.300.080 60 300 0.80 3000 2.770 30  m
- I6KG60.400.100 60 400 1.00 3000 4.460 30  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece
- I6V60.200 50 200 - - 0.080 48 P piece

LOAD DIAGRAM 
Graph valid for I6KG60. This diagram illustrates the permissible uniformly distributed loads applied to 
multiple supports. They comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

 STAINLESS STEEL
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I4D
Universal cover

Cover with board height of 10 mm.
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4D100 10 102 0.80 3000 0.820 3  m
- I4D200 10 202 0.80 3000 1.420 3  m
- I4D300 10 302 0.80 3000 2.100 3  m
- I4D400 10 402 1.00 3000 4.150 3  m

I6D
Universal cover

Cover with board height of 10 mm.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6D100 10 102 0.80 3000 0.820 3  m
- I6D200 10 202 0.80 3000 1.420 3  m
- I6D300 10 302 0.80 3000 2.100 3  m
- I6D400 10 402 1.00 3000 4.150 3  m

Fix with:

- DCL - - - - 0.005 100 P piece

 

I6B90
Horizontal bend 90°

Slides over the cable trays
Radius 100 mm
Standard finish Stainless Steel 316

W 75 100 150 200 300 400 500 600
A 280 305 355 405 505 605 705 805
B 280 305 355 405 505 605 705 805

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6B90.60.100 60 100 - 0.880 1  piece
- I6B90.60.200 60 200 - 1.450 1  piece
- I6B90.60.300 60 300 - 2.130 1  piece
- I6B90.60.400 60 400 - 2.940 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

STAINLESS STEEL 
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I6DB90
Cover for horizontal bend 90°

Radius 100 mm
Standard finish Stainless Steel 316

75 100 150 200 300 400 500 600
B 281 306 356 406 506 606 706 806

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6DB90.100 10 106 - 0.400 1  piece
- I6DB90.200 10 206 - 0.850 1  piece
- I6DB90.300 10 306 - 1.420 1  piece
- I6DB90.400 10 406 - 2.130 1  piece

Fix with:

- DCL - - - - 0.005 100 P piece

 STAINLESS STEEL
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I6AS
Horizontal adapter 90°

Slides over the cable trays
Radius 100 mm
Standard finish Stainless Steel 316

75 100 150 200 300 400 500 600
A 483 508 558 608 708 808 908 1008

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6AS60.100 60 100 - 0.570 1  piece
- I6AS60.200 60 200 - 0.710 1  piece
- I6AS60.300 60 300 - 0.840 1  piece
- I6AS60.400 60 400 - 0.980 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

I6DAS
Cover for horizontal adapter 90°

Radius 100 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6DAS100 10 106 - 0.240 1  piece
- I6DAS200 10 206 - 0.390 1  piece
- I6DAS300 10 306 - 0.520 1  piece
- I6DAS400 10 406 - 0.650 1  piece

Fix with:

- DCL - - - - 0.005 100 P piece

STAINLESS STEEL 
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I6DS60
Hinged joiner

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6DS60 60 - 0.130 50  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

I6SLOS
Bolt-in partition

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6SLOS35 35 3000 0.330 3  m
- I6SLOS60 60 3000 0.510 3  m
- I6SLOS85 85 3000 0.680 3  m
- I6SLOS110 110 3000 0.820 3  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

 STAINLESS STEEL



 

2019STAINLESS STEEL

8

8-472

I6V60.200
Joiner

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6V60.200 50 200 - 0.080 48 P piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

KBV
Fast locking for KBSI

Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- KBV - - 0.001 100 P piece

To order per full packaging. 

DCL
cover clamp clips

2 pieces per meter.  
 Not applicable for I4KG / I6KG.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCL - - 0.005 100 P piece

To order per full packaging. 

STAINLESS STEEL 
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I6VF60
Wire cable tray for heavy duty

Screen: 50x100 mm 
Thread: 4.50 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6VF60.050 60 50 3000 0.690 3 P m
- I6VF60.100 60 97 3000 1.010 3 P m
- I6VF60.200 60 197 3000 1.263 3 P m
- I6VF60.300 60 297 3000 1.660 3 P m
- I6VF60.400 60 397 3000 2.040 3 P m

Fix with:

- I6KPVF 60 - - - 0.100 30 P piece
- I6VFK - - - - 0.020 50 P piece
- I6VFKS 55 250 - - 0.270 20 P piece

LOAD DIAGRAM 
Graph valid for I6VF60. This diagram illustrates the permissible uniformly distributed loads applied to 
multiple supports. They comply with IEC 61537 par 10.3.3 test type III with connection to 1/5 of the span. 
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

I6D
Universal cover

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6D100 10 102 0.80 3000 0.820 3  m
- I6D200 10 202 0.80 3000 1.420 3  m
- I6D300 10 302 0.80 3000 2.100 3  m
- I6D400 10 402 1.00 3000 4.150 3  m

Fix with:

- DCLVF - - - - 0.005 100 P piece

 STAINLESS STEEL
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DCLVF
Captive cover clamp

2 pieces per meter.
Standard finish Stainless Steel 

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DCLVF - - 0.005 100 P piece

To order per full packaging. 

I6KPVF
Joiner for wire cable tray

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KPVF 60 - 0.100 30 P piece

To order per full packaging. 

I6VFK
Joining clamp

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFK - - 0.020 50 P piece

To order per full packaging. 

STAINLESS STEEL 
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I6VFKK25
Joining clamp

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFKK25 - 25 - 0.005 50 P piece

To order per full packaging. 

I6VFKG30
Joining clamp

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFKG30 - 30 - 0.007 50 P piece

To order per full packaging. 

I6VFKS
Support joiner for wire cable tray

For maximum stability and safety
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFKS 55 250 - 0.270 20 P piece

To order per full packaging. 
Toothed round head and nut included.

 STAINLESS STEEL



 

2019STAINLESS STEEL

8

8-476

I6VFCB
Central suspension bracket

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFCB - - 0.035 48 P piece

To order per full packaging. 
Can be used for wire cable trays I6VF60.100 and I6VF60.150. 
Threaded rod I6TIM6 or I6TIM8 and nut I6M6 or I6M8, should be ordered separately.

I6VFM
Wall bracket

For fixing on the wall
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFM - - 0.030 20 P piece

To order per full packaging. 

STAINLESS STEEL 
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I6VFO
Suspension piece

For threaded rod suspension
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFO - - 0.030 20 P piece

To order per full packaging. 
Threaded rod I6TIM6 or I6TIM8 should be ordered separately.

I6VFMM
Wall and mounting bracket

For fixing of contact boxes and wall fixing
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VFMM 60 - 0.080 20 P piece

I6VMB
Floor and wall bracket

Suitable as floor-, wall-, and suspension bracket
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VMB100 40 100 - 0.180 30 P piece
- I6VMB200 40 200 - 0.260 30 P piece
- I6VMB300 40 300 - 0.340 30 P piece
- I6VMB400 40 400 - 0.420 20 P piece
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I4KLLI60
Cable ladder interlocking ends

Side walls : perforated S profile 
Perforated C rungs 15 x 30
Usable inner height 44 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4KLLI60.150 60 150 1.00 3000 2.110 30  m
- I4KLLI60.200 60 200 1.00 3000 2.210 30  m
- I4KLLI60.300 60 300 1.00 3000 2.400 30  m
- I4KLLI60.400 60 400 1.00 3000 2.590 30  m
- I4KLLI60.500 60 500 1.00 3000 2.790 30  m
- I4KLLI60.600 60 600 1.00 3000 3.810 30  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

BELASTUNGSDIAGRAMM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- interlocking 
- partition (I4SLOS35) can be fixed to the cable ladder with a sliding nut (I6GM6 ) and pan head bolt 
(I6RB6.10) 
- no further coupling holes are required if the cable ladder is cut 
- use joiners (I6KLLKP60) and bolts (I6VM6.10) to join the cut lenghts of cable ladder 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated 
Side walls are continuously perforated 
C-profile rungs are fixed at 250 mm intervals 
Rungs are mechanically attached to the side wall of the cable ladder 
Rungs are alternately placed with openings upwards and downwards.
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I6KLLI60
Cable ladder interlocking ends

Side walls: perforated S profile 
Perforated C rungs 15 x 30
Usable inner height 44 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KLLI60.150 60 150 1.00 3000 2.110 30  m
- I6KLLI60.200 60 200 1.00 3000 2.067 30  m
- I6KLLI60.300 60 300 1.00 3000 2.400 30  m
- I6KLLI60.400 60 400 1.00 3000 2.590 30  m
- I6KLLI60.500 60 500 1.00 3000 2.790 30  m
- I6KLLI60.600 60 600 1.00 3000 3.224 30  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- interlocking 
- partition (I6SLOS35) can be fixed to the cable ladder with a sliding nut (I6GM6) and pan head bolt 
(I6RB6.10) 
- no further coupling holes are required if the cable ladder is cut 
- use joiners (I6KLLKP60) and bolts (I6VM6.10) to join the cut lenghts of cable ladder 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated 
Side walls are continuously perforated 
C-profile rungs are fixed at 250 mm intervals 
Rungs are mechanically attached to the side wall of the cable ladder 
Rungs are alternately placed with openings upwards and downwards.
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I4KLL110
Cable ladder

Side walls : perforated S profile 
Perforated C rungs 15 x 30
Usable inner height 94 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4KLL110.200 110 200 1.25 3000 3.610 18  m
- I4KLL110.300 110 300 1.25 3000 3.810 18  m
- I4KLL110.400 110 400 1.25 3000 4.000 18  m
- I4KLL110.500 110 500 1.25 3000 4.190 18  m
- I4KLL110.600 110 600 1.25 3000 5.210 18  m

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (I6SLOS85) can be fixed to the cable ladder with a sliding nut (I6GM6) and pan head bolt 
(I6RB6.10) 
- no further coupling holes are required if the cable ladder is cut. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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I6KLL110
Cable ladder

Side walls: perforated S profile 
Perforated C rungs 15 x 30
Usable inner height 94 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 6000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KLL110.200 110 200 1.25 3000 3.610 18  m
- I6KLL110.300 110 300 1.25 3000 3.810 18  m
- I6KLL110.400 110 400 1.25 3000 4.000 18  m
- I6KLL110.500 110 500 1.25 3000 4.190 18  m
- I6KLL110.600 110 600 1.25 3000 4.624 18  m
- I6KLL110.200.6 110 200 1.25 6000 3.610 18  m
- I6KLL110.400.6 110 400 1.25 6000 4.000 18  m
- I6KLL110.600.6 110 600 1.25 6000 4.624 18  m

Fix with:

- I6KLLKP110 89 13 - 400 0.500 12  piece
- I6VM6.10 - - M6 10 0.008 100 P piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/100

CHARACTERISTICS 
- lightweight 
- strong 
- partition (I6SLOS85) can be fixed to the cable ladder with a sliding nut (I6GM6) and pan head bolt 
(I6RB6.10) 
- no further coupling holes are required if the cable ladder is cut. 
- rungs are perforated to enable efficient attachment of cables. 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated. 
C-profile rungs are fixed at 250 mm intervals. 
Rungs are mechanically attached to the side wall of the cable ladder. 
Rungs are alternately placed with openings upwards and downwards.
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I4D
Universal cover

Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4D200 10 202 0.80 3000 1.420 3  m
- I4D300 10 302 0.80 3000 2.100 3  m
- I4D400 10 402 1.00 3000 4.150 3  m

Fix with:

- I4KLLDK 20 20 - - 0.024 20  piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

I6D
Universal cover

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6D200 10 202 0.80 3000 1.420 3  m
- I6D300 10 302 0.80 3000 2.100 3  m
- I6D400 10 402 1.00 3000 4.150 3  m

Fix with:

- I6KLLDK 20 20 - - 0.024 20  piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

I4KLLDK
Cover clamp for I4KLL

Number: 2 pieces per metre
Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I4KLLDK 20 20 - 0.024 20  piece

To order per full packaging. 
Included: Bolt I6B6.20
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I6KLLDK
Cover clamp for I6KLL

Number: 2 pieces per metre.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLDK 20 20 - 0.024 20  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Bolt I6B6.20

I6KLLABD
Distance bracket for cover I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLABD 90 60 19 0.100 4  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece
- I6KLLDK 20 20 - - 0.024 20  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Can be used for heights 60 - 110 mm. 
2 pieces per meter.
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I6KLLB
Horizontal bend for I6KLL

Radius 300 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLB60.150 60 141 - 1.659 1  piece
- I6KLLB60.200 60 191 - 1.898 1  piece
- I6KLLB60.300 60 291 - 2.375 1  piece
- I6KLLB60.400 60 391 - 2.852 1  piece
- I6KLLB60.500 60 491 - 3.329 1  piece
- I6KLLB60.600 60 591 - 3.806 1  piece
- I6KLLB110.200 110 198 - 2.826 1  piece
- I6KLLB110.300 110 298 - 3.384 1  piece
- I6KLLB110.400 110 398 - 3.940 1  piece
- I6KLLB110.500 110 498 - 4.498 1  piece
- I6KLLB110.600 110 598 - 5.055 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 8 pieces.

I6KLLT
T-piece for I6KLL

Radius 300 mm
Standard finish Stainless Steel 316

W (mm) 150 200 300 400 500 600
A (mm) 1021 1071 1171 1271 1371 1471

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLT60.150 60 141 - 2.229 1  piece
- I6KLLT60.200 60 191 - 2.821 1  piece
- I6KLLT60.300 60 291 - 3.447 1  piece
- I6KLLT60.400 60 391 - 3.882 1  piece
- I6KLLT60.500 60 491 - 4.317 1  piece
- I6KLLT60.600 60 591 - 4.753 1  piece
- I6KLLT110.200 110 198 - 4.131 1  piece
- I6KLLT110.300 110 298 - 4.806 1  piece
- I6KLLT110.400 110 398 - 5.290 1  piece
- I6KLLT110.500 110 498 - 5.775 1  piece
- I6KLLT110.600 110 598 - 6.260 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 12 pieces.
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I6KLLX
Cross-over for I6KLL

Radius 300 mm
Standard finish Stainless Steel 316

W (mm) 150 200 300 400 500 600
A (mm) 1021 1071 1171 1271 1371 1471

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLX60.150 60 141 - 3.131 1  piece
- I6KLLX60.200 60 191 - 3.232 1  piece
- I6KLLX60.300 60 291 - 4.421 1  piece
- I6KLLX60.400 60 391 - 4.875 1  piece
- I6KLLX60.500 60 491 - 5.329 1  piece
- I6KLLX60.600 60 591 - 5.782 1  piece
- I6KLLX110.200 110 198 - 4.796 1  piece
- I6KLLX110.300 110 298 - 5.985 1  piece
- I6KLLX110.400 110 398 - 6.439 1  piece
- I6KLLX110.500 110 498 - 6.893 1  piece
- I6KLLX110.600 110 598 - 7.346 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 16 pieces.

I6KLLVB
External riser for I6KLL

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLVB60.150 60 141 - 1.528 1  piece
- I6KLLVB60.200 60 191 - 1.629 1  piece
- I6KLLVB60.300 60 291 - 1.830 1  piece
- I6KLLVB60.400 60 391 - 2.032 1  piece
- I6KLLVB60.500 60 491 - 2.234 1  piece
- I6KLLVB60.600 60 591 - 2.435 1  piece
- I6KLLVB110.200 110 198 - 2.755 1  piece
- I6KLLVB110.300 110 298 - 2.956 1  piece
- I6KLLVB110.400 110 398 - 3.158 1  piece
- I6KLLVB110.500 110 498 - 3.360 1  piece
- I6KLLVB110.600 110 598 - 3.561 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 8 pieces.
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I6KLLSB
Internal riser for I6KLL

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLSB60.150 60 141 - 1.528 1  piece
- I6KLLSB60.200 60 191 - 1.629 1  piece
- I6KLLSB60.300 60 291 - 1.830 1  piece
- I6KLLSB60.400 60 391 - 2.032 1  piece
- I6KLLSB60.500 60 491 - 2.234 1  piece
- I6KLLSB60.600 60 591 - 2.435 1  piece
- I6KLLSB110.200 110 198 - 2.755 1  piece
- I6KLLSB110.300 110 298 - 2.956 1  piece
- I6KLLSB110.400 110 398 - 3.158 1  piece
- I6KLLSB110.500 110 498 - 3.360 1  piece
- I6KLLSB110.600 110 598 - 3.561 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 8 pieces.

I6KLLVSB
Flexible (rising / low) bend for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLVSB60.150 60 150 1040 2.746 1  piece
- I6KLLVSB60.200 60 200 1040 2.842 1  piece
- I6KLLVSB60.300 60 300 1040 3.038 1  piece
- I6KLLVSB60.400 60 400 1040 3.230 1  piece
- I6KLLVSB60.500 60 500 1040 3.422 1  piece
- I6KLLVSB60.600 60 600 1040 3.614 1  piece
- I6KLLVSB110.200 110 200 1090 5.129 1  piece
- I6KLLVSB110.300 110 300 1090 5.325 1  piece
- I6KLLVSB110.400 110 400 1090 5.517 1  piece
- I6KLLVSB110.500 110 500 1090 5.709 1  piece
- I6KLLVSB110.600 110 600 1090 5.901 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

Minimum number bolts and nuts: 8 pieces.
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I6KLLAH
Horizontal branch hook for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLAH60 39 118 62 0.100 2  piece
- I6KLLAH110 88 118 111 0.230 2  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLLAHV
Vertical branch hook for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLAHV60 39 16 162 0.100 2  piece
- I6KLLAHV110 88 16 212 0.230 2  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLLDSH
Horizontal hinged joiner for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLDSH60 41 10 200 0.080 6  piece
- I6KLLDSH110 90 10 200 0.157 6  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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I6KLLDSV
Vertical hinged joiner for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLDSV60 37 12 240 0.160 6  piece
- I6KLLDSV110 88 12 290 0.380 6  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLLVS
Reducing plate for I6KLL

Max. reduction of 300mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLVS60 37 13 400 0.260 1  piece
- I6KLLVS110 89 13 500 0.740 1  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

The technical information for this product can be found at the end of this chapter.
Minimum number bolts and nuts: 4 pieces.

I6KLLVST
Floor support for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLVST60 37 35 100 0.080 2  piece
- I6KLLVST110 88 82 100 0.190 2  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.
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I6KLLKP
Joiner for I6KLL

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLKP60 41 10 200 0.085 12  piece
- I6KLLKP110 89 13 400 0.500 12  piece

Fix with:

- I6VM6.10 - - M6 10 0.008 100 P piece

The technical information for this product can be found at the end of this chapter.
Minimum number bolts and nuts: 4 pieces.
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I6KLLBK
Bracket clamp for I6KLL

For fixing the cable ladder on the wall bracket. 
Number: 2 per bracket
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLLBK25 13 25 - 0.040 20  piece
- I6KLLBK40 13 40 - 0.098 20 P piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
Included: Bolt I6B6.20 and nuts I6RM6

DOPKLL
End cap for KLL

Color yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLL60 60 - 0.016 12  piece
- DOPKLL110 110 - 0.025 12  piece

To order per full packaging. 

I6SLOS
Bolt-in partition

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6SLOS35 35 3000 0.330 3  m
- I6SLOS60 60 3000 0.510 3  m
- I6SLOS85 85 3000 0.680 3  m

Fix with:

- I6GM6 - - M6 - 0.010 50  piece
- I6RB6.10 - - M6 10 0.004 100  piece

Fixing set: 1 per meter.
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I6KLM
Cable ladder height 125

Cable ladder for large support distances up to 8 metres 
Perforated C rungs 41 x 21
Usable inner height 102 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 3000 mm or 9000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KLM200 125 218 1,5 6000 6.000 60  m
- I6KLM300 125 318 1,5 6000 6.320 60  m
- I6KLM400 125 418 1,5 6000 6.640 60  m
- I6KLM500 125 518 1,5 6000 6.960 60  m
- I6KLM600 125 618 1,5 6000 7.280 60  m

Fix with:

- I6KLMKP 97 25 - 600 1.260 1  piece
- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/200

CHARACTERISTICS 
-strong 
- usable inner height 102 mm, ideal for large diameter cables 
- no further coupling holes are required if the cable ladder is cut 
- no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables 
- partition (I6SLOS85) can be fixed to the cable ladder with a sliding nut (I6GM41M6) and pan head bolt 
(I6RB6.20). 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated 
- C-profile rungs are fixed at 250 mm intervals. 
- rungs are mechanically attached to the side wall of the cable ladder. 
- rungs are alternately placed with openings upwards and downwards.

 STAINLESS STEEL



 

2019STAINLESS STEEL

8

8-492

I6DIG
Cover

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6DIG200 15 223 0.80 2000 1.850 10  m
- I6DIG300 15 323 0.80 2000 2.650 10  m
- I6DIG400 15 423 1.25 2000 4.100 10  m
- I6DIG500 15 523 1.25 2000 5.050 10  m
- I6DIG600 15 623 1.25 2000 5.950 10  m

Fix with:

- I6DKIG - - - - 0.030 20  piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

I6DKIG
Cover clamp

Number: 2 pieces per metre.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6DKIG - - 0.030 20  piece

To order per full packaging. 
Included: Bolt I6B6.30

I6KLMZWABD
Distance bracket cover I6KLM/I6KLZ/I6KLW

Number: 2 pieces per metre.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWABD 155 40 34 0.187 4  piece

Fix with:

- I6DKIG - - - - 0.030 20  piece

The technical information for this product can be found at the end of this chapter.
To order per full packaging. 
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8-493

I6KLMB
Horizontal bend for I6KLM

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMB200 125 208 - 6.719 1  piece
- I6KLMB300 125 308 - 7.592 1  piece
- I6KLMB400 125 408 - 8.464 1  piece
- I6KLMB500 125 508 - 9.336 1  piece
- I6KLMB600 125 608 - 10.210 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 8 pieces.

I6KLMT
T-piece for I6KLM

Radius 600 mm
Standard finish Stainless Steel 316

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMT200 125 208 - 11.506 1  piece
- I6KLMT300 125 308 - 12.433 1  piece
- I6KLMT400 125 408 - 13.363 1  piece
- I6KLMT500 125 508 - 14.288 1  piece
- I6KLMT600 125 608 - 15.215 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 12 pieces.
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8-494

I6KLMX
Cross-over for I6KLM

Radius 600 mm
Standard finish Stainless Steel 316

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMX200 125 208 - 13.339 1  piece
- I6KLMX300 125 308 - 16.184 1  piece
- I6KLMX400 125 408 - 17.302 1  piece
- I6KLMX500 125 508 - 18.371 1  piece
- I6KLMX600 125 608 - 19.439 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 16 pieces.

I6KLMVB
External riser for I6KLM

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMVB200 125 208 - 5.306 1  piece
- I6KLMVB300 125 308 - 5.634 1  piece
- I6KLMVB400 125 408 - 5.963 1  piece
- I6KLMVB500 125 508 - 6.292 1  piece
- I6KLMVB600 125 608 - 6.621 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 8 pieces.
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8-495

I6KLMSB
Internal riser for I6KLM

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMSB200 125 208 - 5.306 1  piece
- I6KLMSB300 125 308 - 5.634 1  piece
- I6KLMSB400 125 408 - 5.963 1  piece
- I6KLMSB500 125 508 - 6.292 1  piece
- I6KLMSB600 125 608 - 6.621 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 8 pieces.

I6KLMVSB
Flexible (rising / low) bend for I6KLM

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMVSB200 125 218 1135 9.275 1  piece
- I6KLMVSB300 125 318 1135 9.595 1  piece
- I6KLMVSB400 125 418 1135 9.915 1  piece
- I6KLMVSB500 125 518 1135 10.235 1  piece
- I6KLMVSB600 125 618 1135 10.559 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 8 pieces.

I6KLMAH
Horizontal branch hook for I6KLM

Slides in the C-opening of the sidewalls .
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMAH 96 169 125 0.420 2  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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8-496

I6KLMAHV
Vertical branch hook for I6KLM

Slides in the C-opening of the sidewalls.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMAHV 96 27 265 0.420 2  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 3 pieces.

I6KLMDSH
Horizontal hinged joiner for I6KLM

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMDSH 96 25 330 0.686 2  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLMDSV
Vertical hinged joiner for I6KLM

Slides in the C-opening of the sidewalls  
Premounted
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMDSV 96 20 434 0.820 2  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.
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8-497

I6KLMVST
Floor support for I6KLM

Slides in the C-opening of the sidewalls .
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMVST 96 114 150 0.410 2  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

I6KLMVS
Reducing plate for I6KLM

Max. reduction of 300mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMVS 95 20 500 0.980 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 4 pieces.

I6KLMZWAB
Distance bracket for I6KLM/I6KLZ/I6KLW

Used for vertical mounting of the cable ladder.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWAB 170 50 61 0.304 4  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.
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I6KLMKP
Joiner for I6KLM

Slides in the C-opening of the sidewalls.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMKP 97 25 600 1.260 1  piece

Fix with:

- I6RO12 - - M12 - 0.006 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RBK12.20 - - M12 20 0.052 100  piece

Minimum number bolts and nuts: 4 pieces.

I6KLMZWBK
Bracket clamp forI6KLM/I6KLZ/I6KLW

For fixing the cable ladder on the wall bracket. 
Number: 2 per bracket
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWBK25 20 25 - 0.051 20  piece
- I6KLMZWBK40 20 40 - 0.125 20 P piece

To order per full packaging. 
I6KLMZWBK25: Included: Bolt I6B6.20 and nuts I6RM6

STAINLESS STEEL 
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8-499

DOPKLM
End cap for KLM

Color Yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLM 125 - 0.034 12  piece

To order per full packaging. 

I6SLOS
Partition

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6SLOS85 85 3000 0.680 3  m

Fix with:

- I6GM41M6 - - M6 - 0.030 50 P piece
- I6RB6.20 - - M6 20 0.006 100  piece

Fixing set: 1 per meter.
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I6KLZ
Cable ladder height 150

Cable ladder for large support distances 
For span distance up to 8 metres 
Perforated C rungs 41 x 21
Usable inner height 127 mm
Rung distance 250 mm (to order : 100 mm - 300 mm, increments 

of 50 mm)
To order length 3000 mm or 9000 mm
To order width 700 - 1200 mm (increments of 100 mm)
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6KLZ200 150 218 1,5 6000 7.520 48  m
- I6KLZ300 150 318 1,5 6000 7.840 48  m
- I6KLZ400 150 418 1,5 6000 8.160 48  m
- I6KLZ500 150 518 1,5 6000 8.480 48  m
- I6KLZ600 150 618 1,5 6000 8.810 48  m

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece
- I6KLZKP 121 25 - 600 1.490 1  piece

LOAD DIAGRAM 
This diagram illustrates the permissible uniformly distributed horizontal loads applied to multiple supports. 
They comply with IEC 61537 with connection in the centre of the span and the end span = 0,8x the span.  
 
F = max. admissible load (daN/m) 
L = support distance (m) 
Max. deflection (m) = L/200

CHARACTERISTICS 
-strong 
- usable inner height 127 mm, ideal for large diameter cables 
- no further coupling holes are required if the cable ladder is cut 
-no joiners are required to attach accessories such as bends, tees etc. 
- rungs are perforated to enable efficient attachment of cables 
- partition (I6SLOS110) can be fixed to the cable ladder with a sliding nut (I6GM41M6) and pan head bolt 
(I6RB6.20). 
 
TECHNICAL INFORMATION 
Side walls are constructed from S profile with a return flange and are continuously perforated 
- C-profile rungs are fixed at 250 mm intervals. 
- rungs are mechanically attached to the side wall of the cable ladder. 
- rungs are alternately placed with openings upwards and downwards.
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I6DIG
Cover

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6DIG200 15 223 0.80 2000 1.850 10  m
- I6DIG300 15 323 0.80 2000 2.650 10  m
- I6DIG400 15 423 1.25 2000 4.100 10  m
- I6DIG500 15 523 1.25 2000 5.050 10  m
- I6DIG600 15 623 1.25 2000 5.950 10  m

Fix with:

- I6DKIG - - - - 0.030 20  piece

Covers with width > 400 mm are delivered with diagonal reinforcements.

I6DKIG
Cover clamp

Number: 2 pieces per metre.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6DKIG - - 0.030 20  piece

To order per full packaging. 
Included: Bolt I6B6.30

I6KLMZWABD
Distance bracket cover I6KLM/I6KLZ/I6KLW

Number: 2 pieces per metre.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWABD 155 40 34 0.187 4  piece

Fix with:

- I6DKIG - - - - 0.030 20  piece

To order per full packaging. 
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I6KLZB
Horizontal bend for I6KLZ

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZB200 150 208 - 7.705 1  piece
- I6KLZB300 150 308 - 8.620 1  piece
- I6KLZB400 150 408 - 9.543 1  piece
- I6KLZB500 150 508 - 10.461 1  piece
- I6KLZB600 150 608 - 11.381 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 8 pieces.

I6KLZT
T-piece for I6KLZ

Radius 600 mm
Standard finish Stainless Steel 316

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZT200 150 208 - 13.017 1  piece
- I6KLZT300 150 308 - 13.974 1  piece
- I6KLZT400 150 408 - 14.931 1  piece
- I6KLZT500 150 508 - 15.888 1  piece
- I6KLZT600 150 608 - 16.843 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 12 pieces.
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8-503

I6KLZX
Cross-over for I6KLZ

Radius 600 mm
Standard finish Stainless Steel 316

W (mm) 200 300 400 500 600
A (mm) 1962 2062 2162 2262 2362

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZX200 150 208 - 15.159 1  piece
- I6KLZX300 150 308 - 18.004 1  piece
- I6KLZX400 150 408 - 19.122 1  piece
- I6KLZX500 150 508 - 20.191 1  piece
- I6KLZX600 150 608 - 21.259 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 16 pieces.

I6KLZVB
External riser for I6KLZ

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZVB200 150 208 - 6.174 1  piece
- I6KLZVB300 150 308 - 6.502 1  piece
- I6KLZVB400 150 408 - 6.831 1  piece
- I6KLZVB500 150 508 - 7.160 1  piece
- I6KLZVB600 150 608 - 7.489 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 8 pieces.
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8-504

I6KLZSB
Internal riser for I6KLZ

Radius 600 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZSB200 150 208 - 6.174 1  piece
- I6KLZSB300 150 308 - 5.634 1  piece
- I6KLZSB400 150 408 - 6.831 1  piece
- I6KLZSB500 150 508 - 7.160 1  piece
- I6KLZSB600 150 608 - 7.489 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 8 pieces.

I6KLZVSB
Flexible (rising / low) bend for I6KLZ

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZVSB200 150 218 1135 13.680 1  piece
- I6KLZVSB300 150 318 1135 14.000 1  piece
- I6KLZVSB400 150 418 1135 14.320 1  piece
- I6KLZVSB500 150 518 1135 14.640 1  piece
- I6KLZVSB600 150 618 1135 14.964 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 8 pieces.

STAINLESS STEEL 
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I6KLZAH
Horizontal branch hook for I6KLZ

Slides in the C-opening of the sidewalls.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZAH 120 169 150 0.830 2  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLZAHV
Vertical branch hook for I6KLZ

Slides in the C-opening of the sidewalls .
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZAHV 120 27 290 0.830 2  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 3 pieces.
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8-506

I6KLZDSH
Horizontal hinged joiner for I6KLZ

Slides in the C-opening of the sidewalls  
Premounted
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZDSH 120 25 330 0.800 2  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

I6KLZDSV
Vertical hinged joiner for I6KLZ

Premounted with B10.20
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZDSV 120 20 434 1.540 2  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 4 pieces.

STAINLESS STEEL 
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8-507

I6KLZVST
Floor support for I6KLZ

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZVST 120 125 150 0.770 2  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 2 pieces.

I6KLZVS
Reducing plate for I6KLZ

Max. reduction of 300mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZVS 120 20 500 1.260 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 4 pieces.

I6KLMZWAB
Distance bracket for I6KLM/I6KLZ/I6KLW

Used for vertical mounting of the cable ladder.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWAB 170 50 61 0.304 4  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

To order per full packaging. 
Minimum number bolts and nuts: 1 pieces.
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8-508

I6KLZKP
Joiner for I6KLZ

Slides in the C-opening of the sidewalls
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLZKP 121 25 600 1.490 1  piece

Fix with:

- I6RBK12.20 - - M12 20 0.052 100  piece
- I6M12 - - M12 - 0.017 100  piece
- I6RO12 - - M12 - 0.006 100  piece

Minimum number bolts and nuts: 4 pieces.

I6KLMZWBK
Bracket clamp forI6KLM/I6KLZ/I6KLW

For fixing the cable ladder on the wall bracket. 
Number: 2 per bracket
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6KLMZWBK25 20 25 - 0.051 20  piece

To order per full packaging. 
I6KLMZWBK25: Included: Bolt I6B6.20 and nuts I6RM6

DOPKLZ
End cap for KLZ

Color Yellow
Standard finish Polyvinyl chloride

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- DOPKLZ 150 - 0.038 12  piece

To order per full packaging. 

STAINLESS STEEL 
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8-509

I6SLOS
Partition

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6SLOS110 110 3000 0.820 3  m

Fix with:

- I6GM41M6 - - M6 - 0.030 50 P piece
- I6RB6.20 - - M6 20 0.006 100  piece

Fixing set: 1 per meter.

I6PB
Ceiling bracket

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6PB 70 - 0.100 20 P piece

To order per full packaging. 

I4VOMEGA
Joining piece

Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I4VOMEGA - - 0.060 10  piece

To order per full packaging. 
For wall mounting 1 piece. 
For double mounting 2 pieces, back to back.
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8-510

I6VOMEGA
Joining piece

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VOMEGA - - 0.060 10 P piece

To order per full packaging. 
For wall mounting 1 piece. 
For double mounting 2 pieces, back to back.

I4COMEGA290
Open suspension bracket

Useful for direct mounting to the ceiling or with threaded rod I6TIM 8 or I6TIM10.
Standard finish Stainless Steel 304

Max. load (in daN)
100 70
150 60
200 60
300 50
400 50

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I4COMEGA290.100 290 145 - 0.520 12 P piece
- I4COMEGA290.150 290 195 - 0.560 12 P piece
- I4COMEGA290.200 290 245 - 0.620 12 P piece
- I4COMEGA290.300 290 345 - 0.820 6 P piece
- I4COMEGA290.400 290 445 - 0.930 6 P piece

Fixing of the cable tray by I6VM6.20. Use the I4VOMEGA to avoid compression of the profile.
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I6COMEGA290
Open suspension bracket

Useful for direct mounting to the ceiling or with threaded rod I6TIM8 or I6TIM10.
Standard finish Stainless Steel 316

Max. load (in daN)
100 70
150 60
200 60
300 50
400 50

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6COMEGA290.100 290 145 - 0.520 12 P piece
- I6COMEGA290.150 290 195 - 0.560 12 P piece
- I6COMEGA290.200 290 245 - 0.620 12 P piece
- I6COMEGA290.300 290 345 - 0.820 6 P piece
- I6COMEGA290.400 290 445 - 0.930 6 P piece

Fixing of the cable tray by I6VM6.20. Use the I6VOMEGA to avoid compression of the profile.

I4LOMEGA150
Bracket / Ceiling profile

Standard finish Stainless Steel 304

Max. load (in daN)
100 110
150 100
200 90
300 70
400 50
500 40
600 30

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I4LOMEGA150.100 145 145 - 0.300 12 P piece
- I4LOMEGA150.150 145 195 - 0.320 12 P piece
- I4LOMEGA150.200 145 245 - 0.340 12 P piece
- I4LOMEGA150.300 145 345 - 0.490 6 P piece
- I4LOMEGA150.400 145 445 - 0.540 6 P piece
- I4LOMEGA150.500 145 545 - 0.640 6 P piece
- I4LOMEGA150.600 145 645 - 0.770 6 P piece

Use the I4VOMEGA to avoid compression of the profiles.
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I6LOMEGA150
Bracket / Ceiling profile

Standard finish Stainless Steel 316

Max. load (in daN)
100 110
150 100
200 90
300 70
400 50
500 40
600 30

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6LOMEGA150.100 145 145 - 0.300 12 P piece
- I6LOMEGA150.150 145 195 - 0.320 12 P piece
- I6LOMEGA150.200 145 245 - 0.340 12 P piece
- I6LOMEGA150.300 145 345 - 0.490 6 P piece
- I6LOMEGA150.400 145 445 - 0.540 6 P piece
- I6LOMEGA150.500 145 545 - 0.640 6 P piece
- I6LOMEGA150.600 145 645 - 0.770 6 P piece

Use the I6VOMEGA to avoid compression of the profiles.

I4WK
Welded bracket

For direct fixing on the wall or on ceiling profiles.
Standard finish Stainless Steel 304

Width Max. load (in daN) A D
100 360 98 38
150 300 102 42
200 240 106 46
300 250 114 54
400 260 122 62
500 220 130 70
600 180 138 78

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I4WK100 98 117 - 0.300 24  piece
- I4WK150 102 167 - 0.360 24  piece
- I4WK200 106 217 - 0.430 24  piece
- I4WK300 114 317 - 0.730 1  piece
- I4WK400 122 417 - 0.880 12  piece
- I4WK500 130 517 - 1.300 6  piece
- I4WK600 138 617 - 1.600 6  piece

For fixing on the ceiling profile, the necessary fixing set is to be ordered separately : sliding nut 
I6GM41M10 and bolt I6B10.20. 
Max. load (in daN): Uniformly distributed load (UDL) over complete width of cantilever brackets.
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I6WK
Welded bracket

For direct fixing on the wall or on ceiling profiles.
Standard finish Stainless Steel 316

Width Max. load (in daN) A D
100 360 98 38
150 300 102 42
200 240 106 46
300 250 114 54
400 260 122 62
500 220 130 70
600 180 138 78

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6WK100 98 117 - 0.300 24 P piece
- I6WK150 102 167 - 0.360 24 P piece
- I6WK200 106 217 - 0.430 24 P piece
- I6WK300 114 317 - 0.730 12 P piece
- I6WK400 122 417 - 0.880 12 P piece
- I6WK500 130 517 - 1.300 6 P piece
- I6WK600 138 617 - 1.600 6 P piece

For fixing on the ceiling profile, the necessary fixing set is to be ordered separately : sliding nut 
I6GM41M10 and bolt I6B10.20. 
Max. load (in daN): Uniformly distributed load (UDL) over complete width of cantilever brackets.

I6WSU
Universal support bracket

For direct fixing on the wall
Standard finish Stainless Steel 316

Max. load (in daN)
100 120
150 120
200 120
250 120
300 120
400 120
500 120
600 120

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6WSU100 60 128 - 0.208 24 P piece
- I6WSU150 66 178 - 0.291 24 P piece
- I6WSU200 73 228 - 0.378 24 P piece
- I6WSU250 79 278 - 0.469 12 P piece
- I6WSU300 85 328 - 0.563 12 P piece
- I6WSU400 98 428 - 0.763 12 P piece
- I6WSU500 110 528 - 0.978 6 P piece
- I6WSU600 122 628 - 1.209 6 P piece

Max. load (in daN): uniformly distributed over complete width of cantilever brackets.
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I6HSLES
Single ceiling profile

For fixing of brackets on one side. 
Profile: I6MP41.21 
Welded head plate: 120 x 120 mm
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6HSLES200 - 200 0.650 1 P piece
- I6HSLES300 - 300 0.770 1 P piece
- I6HSLES400 - 400 0.890 1 P piece
- I6HSLES500 - 500 1.010 1 P piece
- I6HSLES600 - 600 1.130 1 P piece
- I6HSLES800 - 800 1.370 1 P piece
- I6HSLES1000 - 1000 1.610 1 P piece
- I6HSLES1200 - 1200 1.850 1 P piece

Use sliding nut I6GM41M10 and hexagonal bolt I6B10.20.

I4MP41.21
Assembly profile

Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4MP41.21.250.6S 41 21 6000 1.850 6  m

I6MP41.21
Assembly profile

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6MP41.21.250.6S 41 21 6000 1.850 6 P m

STAINLESS STEEL 



 

STAINLESS STEEL2019

8

8-515

I4MP41.41
Assembly profile

Standard finish Stainless Steel 304

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I4MP41.41.250.6S 41 41 6000 2.700 6  m

I6MP41.41
Assembly profile

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6MP41.41.250.6S 41 41 6000 2.700 6 P m

I6TIM
Threaded rod (DIN 975)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/m u Stock Unit

- I6TIM6 - M6 2000 0.175 200 P m
- I6TIM8 - M8 2000 0.319 200 P m
- I6TIM10 - M10 2000 0.500 200 P m
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I6VM
Toothed round head bolt / flange nut

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6VM6.10 - M6 10 0.008 100 P piece
- I6VM6.20 - M6 20 0.009 100 P piece

To order per full packaging. 

I6GM41
Sliding nut for supporting profile

For fixing of the brackets on the ceiling profiles. 
To be used for profiles I6MP41.21 and I6MP41.41.
Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6GM41M6 - M6 - 0.030 50 P piece
- I6GM41M8 - M8 - 0.030 50 P piece
- I6GM41M10 - M10 - 0.040 50 P piece

To order per full packaging. 

I6GM
Sliding nut for supporting profile

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6GM6 - M6 - 0.010 50  piece

To order per full packaging. 
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I6RBK
Round head square neck bolt (DIN 603)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6RBK12.20 - M12 20 0.052 100  piece

To order per full packaging. 

I6RB
Toothed round head bolt

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6RB6.10 - M6 10 0.004 100  piece
- I6RB6.20 - M6 20 0.006 100  piece

To order per full packaging. 

I6RM
Flange nut (DIN 6923)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6RM6 - M6 - 0.003 100  piece

To order per full packaging. 
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I6B
Bolt (DIN 933)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6B6.20 - M6 20 0.006 100 P piece
- I6B6.30 - M6 30 0.008 100 P piece
- I6B8.20 - M8 20 0.012 100 P piece
- I6B8.30 - M8 30 0.016 100 P piece
- I6B10.20 - M10 20 0.021 100 P piece
- I6B10.30 - M10 30 0.027 100 P piece
- I6B12.20 - M12 20 0.034 100  piece

To order per full packaging. 

I6M
Nut (DIN 934)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6M6 - M6 - 0.003 100 P piece
- I6M8 - M8 - 0.005 100 P piece
- I6M10 - M10 - 0.010 100 P piece
- I6M12 - M12 - 0.017 100  piece

To order per full packaging. 

I6CRO
Flat giant washer (DIN 9021)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6CRO6 - M6 - 0.003 100 P piece
- I6CRO8 - M8 - 0.006 100 P piece
- I6CRO10 - M10 - 0.012 100 P piece
- I6CRO12 - M12 - 0.027 100  piece

To order per full packaging. 
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I6RO
Giant washer (DIN 125-1 A)

Standard finish Stainless Steel 316

HD Reference
C 

mm
N 
mm

KœL 
mm

2 
mm kg/piece u Stock Unit

- I6RO6 - M6 - 0.001 100 P piece
- I6RO8 - M8 - 0.002 100 P piece
- I6RO10 - M10 - 0.004 100 P piece
- I6RO12 - M12 - 0.006 100  piece

To order per full packaging. 
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