
 

 

 

  

 

 

DATABLAD – Prod.nr. 20080 

dGlink Kat. 6 keystone Toolless RJ 45 UTP    
 
 

 

 

29.04.2022 

Product description: 
Unscreened Catoegory 6 RJ45 Communication 
characterized up to 250 MHz, 100 Ω 

PoE++ Type 3 

Gir 25 års systemgaranti etter dokumentert Poe 
Link sertifisering basert på at man bruker dGlink 
UTP Systemkabler. 

ISO/IEC 11801  
EN50173:2007 
ANSI/TIA/EIA-568-B 
ANSI/TIA/EIA-568-B.2-1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ELECTRICAL 

CURRENT RATING: 1,5A 
DIELECTRIC WITHSTANDING VOLTAGE: 1000VAC 60Hz 
INSULTATION RESISTANCE: 500M Ω min. 
CONTACT RESISTANCE: 20M Ω MAX. 
MECHANICAL 
(1) Materials: UV  
(2) RJ45 Jack Contact: Phosphor bronze, 50u” Gold Plating 
(3) Cavity conforms to FCC rules and Regulations Part 68 
(4) Plastic housing colour: pure white, similar to RAL 9010 

 

 

 

 

 

 

 

 

 

 


