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SWITCHING ON AND BATTERY CHARGING

Connect the UPS to the mains socket (earth
connection) with the included power cable.

The full operating manual is on the CD
ROM provided

The batteries are now charging, and will be fully
charged in approximately 8 hours.

PRESS - THE ON BUTTON to turn ON the UPS

The UPS can also be used with the batteries
not fully charged, though if a power cut occurs
backup time will be shorter.

The UPS may also be turned on with no mains
power, using only the batteries as a power
supply.

MIMIC PANEL

A Red LED - UPS fault

B LED flashing - Battery mode

C Green LED lit - normal operation
D On/Off button

Alarm

* Intermittent every 10 seconds: BATTERY MODE

e |ntermittent every second: battery low

e |ntermittent every 0.5 second: overload
 Intermittent every 2 seconds: battery needs replacing
e Continuous: UPS failure

BATTERY MODE

The UPS automatically switches to battery mode
when mains power fails. In this mode a slow
intermittent alarm sounds and the Battery Mode
LED indicator blinking. Just before shutdown,
when battery charge runs out fully, low battery
charge is signalled via a rapid intermittent
acoustic alarm.

The UPS automatically returns to normal
operating mode about two seconds after the
mains power is restored.

SOFTWARE OPTIONS

Software for monitoring and shutdown can be

used through the USB connection. Local View

may be downloaded from www.socomec.com,
see the CD provided.

SWITCHING THE UPS OFF

To shut down the UPS completely, press the ON/
OFF button.

The UPS shut down, all LEDs are OFF.

If the mains cable is not disconnected, the
battery charger remains active.
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STARTE UPS OG LADE BATTERIER

Den medfelgende stromkabelen skal plugges fra
UPS til en jordet veggkontakt.

Den komplette manualen ligger pa
vedlagte CD-plate.

Batteriene lades, og vil veere fulladet etter ca 8

timer. )
Normal operation

Trykk pa PA-k for & skru pa UPS. .
rykk pa nappen for a skru pa Normal drift

UPS kan brukes selv om batteriene ikke er helt

oppladet, men det vil medfere kortere batteritid
ved strgmbrudd.

UPSen kan ogsé slas pa uten stremtilfersel, den
bruker da de interne batteriene som stremkilde.

MIMIC PANEL

A Radt LED-lys: Feil med UPS

B Led-lampe lyser: UPS i batteridrift
C LED-lampe lyser: Normal drift

D PA/AV bryter

Alarm

* Pip hvert 10. sekund: UPS | batteridrift

® Pip hvert sekund: Lavt batteriniva

e Pip hvert 0,5 sekund: Overbelastning

® Pip hvert 2. sekund: Batteriet ma skiftes ut
o Kontinuerlig: UPS feiler

BATTERIDRIFT

UPSen vil automatisk bytte fra normal- til
batteridrift dersom stremtilferselen svikter. |
batteridrift vil LED-lampen i batterisymbolet lyse
gront. Lavt batteriniva signaliseres ved et gult lys
i samme symbol. Like fer UPSen slé seg helt av
fordi batteriet temmes, vil du here en lydalarm
hvert sekund.

UPSen vi automatisk returnere til normal drift
etter to sekunder nar stremtilferselen er normal
igjen.

Battery mode
Batteridrift

ALTERNATIVER FOR PROGRAMVARE

Programvare for overvaking kan brukes via
USB-tilkoblingen. Local View kan lastes ned fra
www.socomec.com, eventuelt fra medfelgende
CD.

SLA UPS AV

For & sl& av UPS helt, trykker du pa PA /
AV-bryteren.

UPS slér seg av, alle LED-lysene i panelet lukkes.

Hvis nettkabelen ikke er frakoblet er batterilader
fortsatt aktiv.
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